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FOREWORD

This GSA Handbook, Use and Specifications of Remote
Terminal Emulation in ADP System Acquisitions, August 1979,
(FPR 1-4.11), is issued by the General Services Administration
for use by Federal agencies pursuant to the provisions of
Federal Procurement Regulations (FPR) 1-4.11, FPR Temporary
Regulation 49, Use of benchmarklng and remote terminal emula-
tion for performance validation in the procurement of automated
data processing (ADP) systems and services, and Supplement 1
thereto.

' The purpose of the handbook is to provide guidance to
Federal agencies during ADP system acquisitions to design and
to conduct benchmark tests that reflect the current state of

’ technology and that are practical, fair, and equitable for both
the Government and ADP vendors.

present significant technical information that will help each
Government agency to decide if and how to use remote terminal
emulation during an ADP system acquisition. The second
objective is to define clearly the range of remote terminal
emulation capabilities (1) that an agency is permitted to
r.juire offerors to provide for benchmark tests during ADP
system acquisitions, and (2) that an offeror must have to be
qualified to bid on most Federal ADP system acquisitions.ﬁqi

The handbook reiterates the regulatory limitations that
reduce the benchmarking alternatives available to Federal
agencies conducting ADP acgquisitions. These limitations are
intended to protect the interests of the Government by balanc-
ing the various acquisition objectives, e.g., assuring com-
petition, meeting specific agency requirements, timeliness,

- fair dealing, economy, and efficiency. The handbook (1) sum-
marizes introductory concepts and terminology of benchmarking
and remote terminal emulation, (2) describes when and how

, agencies should use remote terminal emulation, and (3) spec-
ifies the remote terminal emulation capabilities that an agency
may require vendors to provide for testing vendor-proposed ADP
systems during acquisitions,

1
The handbook has two major objectives, The first is to g

The handbook was prepared by the Federal Computer Per-
formance Evaluation and Simulation Center (FEDSIM) as report
NA-018-025-GSA, Use and Specifications of Remote Terminal
Emulation in ADP System Acquisitions, dated August 1979, It
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reflects the comments and suggestions that many Government
agencies and ADP vendors offered in response to earlier FEDSIM
Working Papers.

Inquiries concerning this handbook may be directed to:

General Services Administration (CDD)
Washington, DC 20405
Telephone Number (202).566-1076

Limited distribution of Use and Specifications of Remote

Terminal Emulation in ADP System Acquisitions, August 1979,

(FPR 1-4,11), will be made to agencies submitting requests '
for copies to General Services Administration/aDTsS (CDD)
Washington, DC 20405,

find) e

FRANK J. CARR
ICommissioner
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CHAPTER 1, INTRODUCTION

1. Background.

a. Benchmarking is the process of experimentally )
imposing a test workload on a set of ADP system components ;
to determine selected execution characteristics of the i
component(s). Benchmarking is an important part of the ‘
competitive ADP acquisition process and can be used to
evaluate the capability and capacity of an ADP system or
service proposed by a vendor. Remote terminal emulation is
one benchmarking technique for conducting tests of telepro-
cessing (TP) computer systems and services when it is imprac-
tical to configure for a test the total planned network of
computers, teleprocessing devices, and data communication
facilities. Remote terminal emulation uses an external,
driver computer an’. comg.uter programs to imitate the telepro- 1
cessing devices to be supported by, and to impose the workload h
demands on, the actual computer system or service being ‘
tested (hereafter referred to as the System Under Test
[SUT]). A Remote Terminal Emulator (RTE) is a specifi~n
hardware and software implementation of this driver cystem. i
During acquisitions, each vendor provides and operates the
RTE used for benchmarking that vendor's system. While any
benchmark test can be expensive, a benchmark test using
remote terminal emulation is usually costly and complex and
can be technically invalid if improperly designed or con-
ducted.

O

YR

1A

b. In 1976, the General Services Administration began
a joint Government-industry study of the use of remote
terminal emulation in Federal acquisitions of ADP systems
and services. The goal of this study was to encourage the
use of benchmarking techniques that reflect the current
state of technology and are practical, fair, and equitable
for both Government and industry. Several factors led to
the initiation of this study:

(1) The increasing Government concern for effective
and efficient teleprocessing support;

(2) The importance that the Government places on
reducing cost risks and mission risks by validating, before
contract award, vendor claims of performance;

(3) The increasing use of remote terminal emulation
by both Government and industry;
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(4) The reduced comparability of benchmark test
results caused by a lack of functional similarity between
vendors' RTE's;

(5) The possible limiting effects of remote
terminal emulation on free and open competition; and

(6) The expense, both to Government and industry,
of using remote terminal emulation during acquisition.

c. The Government-industry study, completed in 1979,
produced this handbook and a temporary Federal Procurement
Regulation (FPR) on the use of benchmarking and remote
terminal emulation in Federal ADP acquisitions. The regula- 7
tion, FPR Temporary Regulation 49 and Supplement 1 thereto, i
should be studied by all Government and vendor personnel
interested in this subject. (The reader should contact GSA
to obtain any changes in the requlation and this handbook
' that have occurred since the issuance of this handbook.)
The policy and procedures contained in the regulation for a
L‘ procurement that acquires an ADP service are different than
! those for a procurement of an ADP system. An ADP service
| procurement is defined as an acquisition that results in the
3
3

] Government obtaining the use of ADP equipment (ADPE) containing
! at least one general purpose, central processing unit (CPU)

' that is either owned and operated or leased and operated by

a contractor. The ADPE may be either dedicated for the
exclusive use of the acquiring Government organization or
shared by many Government and/or non-Government organizations.
An ADP system procurement is defined as an acquisition that
results in the lease and/or purchase by the Government of

ADPE containing at least one general purpose CPU. The
acquired ADPE may be operated by either Government or contrac-
tor personnel.

d. The regulation specifies, in summary, that Govern-
ment agencies shall not require the use of remote terminal
. emulation in ADP service procurements, except for dedicated
’ requirements or for unusually large, complex, shared require-
' ments. For ADP system procurements, the reqgulation specifies
| that each agency shall determine whether or not to require
the mandatory use of remote terminal emulation during each
of its ADP system procurements. When an agency chooses to
use emulation, the agency:

(1) Shall follow all mandatory procedures contained
in this handbook;

CH 1-1 2
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(2) Shall not require remote terminal emulation
capabilities which are not explicitly defined in this
handbook;

— 3

| (3) May declare an offer nonresponsive and may

' disqualify that offeror from the procurement, if the offero.
i fails to provide the emulation capabilities required by the
4 solicitation; and

K (4) sShall not require an offeror to conduct a
E benchmark test using emulation at the agency's site.

e. The regulation also specifies detailed procedures
for an agency to request a waiver from the prescribed policies
and procedures.

f. Government agencies that issue a Request for
Proposals after the effective date must follow the specified
policies and procedures, and may disqualify vendors that do
not provide the remote terminal emulation capabilities
specified in the solicitation as required by the agency.

2. Objectives and scope.

a. This handbook has two major objectives., The first
i is to present significant technical information that will
help each Government agency (alsc referred to as a user) to
i decide if and how to use remote terminal emulation during an
ADP system acguisition. The second objective is to define
clearly the range of remote terminal emulation capabilities
(1) that an agency is permitted to require offerors to
provide for benchmark tests during ADP system acquisitions,
and (2) that an offeror must have to be qualified to bid on
most Federal ADP system acquisitions.

b. To achieve the first objective, this handbook
summarizes important benchmarking and remote terminal
emulation concepts and terminology, and presents some of the
factors and criteria that agencies should consider when
deciding whether or not to use remote terminal emulation.

» It also:

(1) Outlines the types of analyses that should be
made during the design and development of emulation benchmark
tests;

(2) Defines the data elements and possible formats
an agency should use to describe TP workloads for emulation
benchmark tests;

3 CH 1-1
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(3) Recommends a glossary of relevant terminology;

(4) 1Includes a bibliography of significant techni-
cal and policy materials; and

(5) Cites sources of intragovernment assistance.

c. To achieve its second objective, this handbook
gives specifications that define a broad range of remote
terminal emulation capabilities. The specifications address
the functional aspects (1) ~f representing the workload
demands imposed by remote users and various types of TP
devices, and (2) of conducting a benchmark test involving, !
potentially, multiple RTE's and real terminals. The spec- ¥
ifications also cover the physical benchmark test facilities ;
that vendors may need for Federal acquisitions; sample
facilities include the number and characteristics of data
communication links connecting a SUT to one or more RTE's,
and the number and types of real terminals that may be
needed concurrently with RTE's. The minimum acceptable
accuracy and precision for representing TP workload demands
with an RTE are included, as are the definitions and minimum
acceptable accuracy and precision of the performance measures
produced. 1In addition, the specifications define (1) minimum
RTE log file contents, (2) RTE log summarization and reporting
capabilities, and (3) the contents and the physical and
logical formats of an RTE log file summary tape that agencies
can require vendors to provide.

d. The material in this handbook covers only those
aspects of benchmarking that are directly related to the
successful use of remote terminal emulation during an ADP
system acquisition. Many critical acquisition and bench-
marking concepts, policies, procedures, steps, etc. are not
discussed in this handbook. Agency personnel, therefore,
should study and follow all applicable policy, regulations,
procedures, and guidance on benchmarking, including, in partic-
ular, "Guidelines for Benchmarking ADP Systems in the Com-
petitive Procurement Environment,” FIPS PUB 42-1 (subsequently
referred to as FIPS PUB 42-1). This handbook supplements FIPS
PUB 42-1 in the area of remote terminal emulation. Appendix D
provides a bibliography of other relevant policy and technical
materials.

3. Structure and audience.

a. Excluding this introductory chapter, this handbook
is structured into four chapters and four appendicies, 2all
discussions concentrate on those areas most important to

CH 1-2 4
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remote terminal emulation. Chapter 2, Benchmarking and
Remote Terminal Emulation, introduces these two topics and
presents fundamental technical definitions and concepts.
Chapter 3, Benchmarking Goals, discusses seven fundamental,
but often conflicting goals that a Federal agency should
attempt to achieve. The ultimate success of an ADP system
acquisition greatly depends on the degree to which these
goals are achieved. Chapter 4, Procedural Guidance For
Benchmarking, presents specific technical information,
suggestions, and recommendations that will assist agencies
decide if and how to use remote terminal emulation. This
chapter addresses four steps in the benchmarking process
that are particularly important to the successful use of
remote terminal emulation:

(1) Development of the benchmarking strategy,

(2) Preparation of teleprocessing elements for
benchmark tests,

(3) Preparation of Live Test Demonstration (LTD)
documentation, and

(4) User-vendor communication.

b. Chapter 5, Remote Terminal Emulation Specifications,
defines the emulation capabilities that Government agencies
are permitted to require vendors to provide for benchmark
tests during ADP system acquisitions. The specifications
are divided into six parts:

{1) Teleprocessing device representations,
(2) Terminal operator representations,

(3) Data communication link representations;
(4) RTE driver characteristics;

{5) RTE monitor characteristics;

{6) RTE log analyses.

c. The four appendices contain a reference list of
mandatory provisions of this handbook, an example RTE scenario
with a sample dialogue and implementation instructions, a
recommended technical glossary, and a bibliography.
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d. This handbook contains both mandatory procedures
and optional suggestions and recommendations concerning how
to use remote terminal emulation. Each agency is free to
adopt or reject each of the optional suggestions and recommen-
dations. As specified in the temporary regulation, however,
each agency must follow the mandatory procedures in this
handbook unless that agency obtains a waiver from GSA.
Mandatory procedures can be readily identified by the formats
of their presentation. The mandatory procedures contain the
phrase "It is mandatory that" or "agency shall.”

e. The intended audience of this handbook includes
both agency and vendor personnel. All readers should study
chapter 2 because it presents definitions and concepts that
are needed to understand the remainder of this handbook.
Agency personnel should study the remaining chapters according
to their roles in the acquisition effort. The director of
an agency's acquisition program and the manager of the
agency group preparing the Request For Proposals needs to
study only the temporary regulation and parts of chapter 3.
The manager of the agency's benchmarking team and each team
member, however, should study all of chapters 3-5, as well
as all the appendices. Vendor management and technical
personnel should primarily study the temporary requlations,
the glossary, and specifications contained in chapter 5.
Vendor personnel will benefit from reading the remainder of
this document, however, because it will help them understand
the benchmarking goals, approaches, terminology, and docu-
mentation used by agencies.

4, Intragovernment assistance.

Government agencies can obtain assistance in interpreting
and/or complying with this handbook from several sources with-
in the Federal Government. The proper source of intragovern-
ment assistance often depends on the affiliation of the re-
questing agency. Figure 1-4 lists sources of intragovernment
assistance currently available to agencies.

5. Comments and revisions.

a. GSA will review and periodically revise this hand-
book as needed to reflect changing TP technology, as well as
to incorporate additional practical experiences gained
through increased Government and industry use of emulation.
Revisions to this handbook will be announced by GSA Bulletin,
FPR series. GSA will publish and distribute any changes to
the mandatory procedures or emulation specifications contained

CH 1-3 6
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2 in this handbook at least 120 days before the changes take

] effect. A notice of the availability of such changes will
be published in the Commerce Business Daily. Amendments or
revisions to regulator provisions will be promulgated in the
Federal Register, under Title 41 CFR Part 1 (the FPR).

b. Interested parties are encouraged to submit comments f
and suggested improvements to:

General Services Administration
Automated Data and Telecommunications Service (CDD)
. Washington, DC 20405
J ‘ Telephone: (202) 566-1076
FTS 566-1076

7 Ch 1-5
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! 1 AGENCY SOURCE OF ASSISTANCE

& All General Services Administration
! Automated Data & Telecommunications
Service (CDD)
18th & F Streets, NW, Rm G229
Washington, DC 20405
Telephone: (202) 566-1076
FTS 566-1076

PSPV A

All Federal Computer Performance Evaluation
and Simulation Center
Directorate of System Evaluation
FEDSIM/NA
Washington, DC 20330
Telephone: (202) 274-7910
AUTOVON 284-7910

-

« All National Bureau of Standards

Institute for Computer Sciences and
Technology ~

| Center for Computer System Engineering i

' (ATTN: Dr M. D. Abrams)

E Washington, DC 20234

'y Telephone: (301) 921-3517

B FTS 921-3517

AP Dot o e sira PN WP

v

W'y A Il

AFCAC/SY
Hanscom AFB, MA 01731
Telephone: (617) 861-5265
FTS 844-5265
AUTOVON 478-5265

rir Force Air Force Computer Acquisition Center

Figure 1-4., Sources of intragovernment assistance
(Part 1 of 2)
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1
3 AGENCY SOURCE OF ASSISTANCE
| Army HQDA (ACSA-SD)
1 Pentagon

Washington, DC 20310
y | Telephone: (202) 697-4127
AUTOVON 227-4127

Navy Department of the Navy
ADPE Selection Office (ADPESO)
(ATTN: Commander B. Gold)
- Washington, DC 20376
Telephone: (202) 697-1106
AUTOVON 227-1106

Figure 1-4. Sources of intragovernment assistance
(Part 2 of 2)

9 and 10
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CHAPTER 2. BENCHMARKING AND REMOTE TERMINAL EMULATION

1, Scope. This chapter introduces benchmarking and remote
terminal emulation, and presents technical definitions and

concepts that are fundamental to understanding the remainder
of this document.

1 and 2 CH 2-1
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PART 1. OVERVIEW OF BENCHMARKING
2. General.

a. Benchmarking is defined in this document as the
process of experimentally imposing a test workload on a set of
ADP system components to determine selected execution character-
istics of the component(s). A test workload, called a benchmark
mix, is a collection of user workload elements that typifies
the processing environment under evaluation and may range from
a single batch program to a combination of many batch programs,
test data files, and interactive commands. Typical execution
characteristics include computational accuracy, throughput,
turnaround time, and response time. A benchmark test is a
specific collection of elements (e.g., benchmark mix, execution
procedures) used to determine specific execution characteristics
of a set of system components, and a benchmark mix execution
is a single execution of a specific benchmark mix on a given
set of system components. The set of system components
evaluated by a benchmark test is called the System Under Test
(suT).

b. Benchmarking is one of several performance evalua-
tion techniques that can help an organization maintain the
stability and service quality of ADP systems while managing
system change. Organizations typically should use benchmark-
ing in conjunction with other evaluation techniques. Unlike
other evaluation techniques, however, benchmarking combines
aspects of both performance measurement and performance
prediction. Benchmarking can help an organization to:

(1) Determine whether, how well, and at what cost
an existing system meets its current ADP needs;

(2) Predict whether, how well, and at what cost an
existing system will meet future requirements; and

(3) Predict whether, how well, and at what cost a
new or modified system will meet current and/or future ADP
needs.

c. The value and accuracy of benchmarking results can
surpass other performance evaluation technigues. However,
benchmarking costs often exceed the costs of other performance
evaluation techniques. Benchmarking, therefore, should be
used judiciously and only to satisfy management objectives
where the value and necessary accuracy of the results clearly
justify the expense.

3 CH 2-2
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i 3. Management objectives.

| a. Practical use has demonstrated that benchmarking

1 can be a successful and cost-effective technique for satisfy-
ing certain management objectives. The mosi common of these
objectives fall into nine broad categories:

(1) Acquisition evaluation,

 § (2) Design analysis, i

(3) System integration,
(4) Component certification,
(5) Service quality determination,
(6) Stress load anélysis, ;
(7) Regression testing,
i (8) Performance improvement, and
d {9) Migration planning. é

b, Benchmarking is an important part of the ADP acgui-

1 sition process, both in and out of the Federal Government,
and is regularly used to help determine which of several
vendor-proposed computer systems should be procured to meet
ADP requirements. A benchmark test can provide a quantified,
static, and transportable reflection of an organization's ADP
requirements. The test, therefore, can be the basis of an
equitable comparison of the costs and performance character-
istics of various hardware and software alternatives. For

f many years, benchmarking has been used in the acquisition

: evaluation of batch processing systems. Today, it is used

3 increasingly with teleprocessing (TP) systems, because the

modularity and variety of these systems have increased both

the number and complexity of alternatives that must be evalu-

ated and the cost and performance risks that are faced by the

i user during acquisition.

1T. F. Wyrick, "Benchmarking Distributed Systems: Objec-
tives and Techniques,® in Performance of Computer Installa-
tions, ed. D. Ferrari (New York, NY: North-Holland, 1978).

CH 2-3 4
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4. Benchmarking framework.

a. Benchmarking, like other testing efforts, should
be conducted within an orderly, established framework if it
is to be successful. Shetler describes a good general
framework gor benchmarking (which she refers to as "controlled
testing"). The benchmarking framework briefly described
below has been adapted from Shetler's paper.

b. Figure 2-4 illustrates the general framework
within which benchmarking should be conducted. Benchmarking
objectives should be understood clearly and defined early,
because they are the basis for all decisions that follow.
Because benchmarking can be expensive, the expected cost and
value of the results should be compared before implementation
begins. Based upon the objectives, one or more testable
hypotheses are developed. One or more benchmark tests are
then designed to prove or disprove the hypotheses. Each
design should specify the elements of the benchmark mix, the
ADP system components to be tested, the execution character-
istics that are to be monitored, and the techniques to be used
to impose the test workload(s), to record the relevant exe-
cution characteristics, and to analyze the results. The
benchmark tests should then be conducted by preparing the
benchmark mix, assembling the system components, executing the
mix, and recording the results. The results are analyzed,
compared to the hypotheses, and documented. More tests are
proposed, if necessary, to satisfy the benchmarking objec-
tive(s).

5. Functional and capacity tests. Two basic groups of
benchmark tests are used for acquisition evaluation, func-~
tional tests and capacity tests. A functional test is used
to determine if a SUT can accomplish a specific user work
item without regard to completion time and other workload
demands. For example, a user can employ functional capability
tests to determine if a proposed system can read and write a
certain tape format, can communicate with a certain make and
model interactive terminal, or can remove a portion of main
memory without interrupting normal processing. Such a test
is sometimes referred to as a functional demonstration or a
capability demonstration. A capacity test, in contrast, is
ugsed to determine if a SUT can accomplish a specific, often
large, set of user work items at a required level of perform-

ZA. C. Shetler, "Controlled Testing for Computer Perfor-
mance Evaluation,” in 1974 National Computer Conference
(Montvale, NJ: AFIPS Conference Proceedings, May 1974),
pp. 693-699.

5 CH 2-4
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Figure 2-4. Benchmarking framework
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ance. A user could employ a capacity test, for example, to
determine if a SUT could support a certain number of time-
sharing users and maintain accept-hle response times. A
capacity test is sometimes referred to as a load test or a
timed test.

6. Live test demonstration. During acquisition, the user
typically requires the vendor to perform certain user-
witnessed activities necessary to complete the benchmark
tests. Associated with these vendor activities are compli-
mentary user activities; e.g., timing a benchmark mix execu-
tion, examining source code for vendor modifications. The
period of time during which all these activities occur is
called the Live Test Demonstration (LTD).

7. Conclusion. Benchmarking is one of many performance
evaluation techniques available to help better manage ADP
systems; other techniques include hardware and software
monitors, system accounting log analysis, analytic models,
and simulation. Each technique has advantages and disadvan-
tages. Benchmarking is not the answer to all ADP management
problems, but if used wisely, it can be a cost-effective
approach that complements other performance evaluation
techniques.

7 and 8
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PART 2. OVERVIEW OF REMOTE TERMINAL EMULATION

8. General.

a. Remote terminal emulation today is the principal
technique for conducting a benchmark test of a TP system when
it would be impractical to conduct the test with the total
proposed network of computers, terminal devices, and data "
communication facilities. Remote terminal emulation uses an
external "driver” computer system to impose TP workload demands 5
on the SUT. Potentially, many human operator and remote
device characteristics (e.g., interactive, transaction, and
batch terminals) and actions can be represented precisely by
the driver system in real time. The driver computer system
can exchange control and application data transmissions with
the SUT through the SUT's operational data communication
hardware and software. Remote terminal emulation can use
large numbers (up to several hundred) of data communication
links of the same speeds, and with the same communication
protocols, as an operational environment. When remote termi-
nal emulation is properly used, the SUT cannot distinguish if
a real or emulated device is generating the workload.

b. A monitor external to the SUT is a required compo-
nent of remote terminal emulation. The monitor records on a
log file certain aspects of the interaction between the
driver and the SUT. Such log files typically include all
application data characters transmitted or received by an
emulated device and the time each transmission was sent or
received by the driver. Data reduction software produces
various SUT performance measures (e.g., turnaround time,
response time) from the log file after the test. A Remote
Terminal Emulator (RTE) is a specific hardware and software
implementation of such a driver system. A monitor is usually
an integral part of an RTE.

9. Phases. During a competitive TP acquisition, remote
terminal emulation consists of five phases: (a) Scenario
development, (b) script development, (¢) SUT stimulation,
{d) scene monitoring, and (e) performance determination.
(See figure 2-9.) A benchmark test using remote terminal
emulation is often called an emulation benchmark test.

a. Scenario development. A scenario is a vendor- and
machine-independent description of some portion of the TP
test workload demands. A set of scenarios comprises the
entire TP test workload to be represented in a benchmark
test. All TP user and device inputs, actions, pauses, and

9 CH 2-8
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decisions are specified in the scenarios. The scenarios are
based on an analysis of current and future TP support re-
quirements; i.e., workload definition. The scenarios are
given to all prospective vendors in a common format.

b. Script development. An emulation script is the set
of instructions, data, and procedures that causes a particular
RTE to impose specific test workload demands on a given SUT.

A script depends on the specific RTE, SUT, and scenario used
in a benchmark test, because a script includes both (1) the
commands to control the RTE and (2) the set of user actions
and inputs that will impose on some SUT the TP demands
specified in a scenario; i.e., the dialogue. Dialoqgues

often include user LOGON commands, system calls, input
transactions, etc., Dialogues, thus, depend on both the SUT
and the TP devices represented in a benchmark test. (A
dialogue is used with a "real" terminal, as well as with an
RTE, when a benchmark test includes the use of both emulated
and real terminals.) A different script and dialogue are
usually produced from each scenario for each vendor-proposed
SUT. A set of scripts comprises the test workload imposed by
the RTE during a benchmark test. Vendors usually produce both
dialogues and scripts from user-supplied scenarios.

c. SUT stimulation. SUT stimulation is the use of the
RTE to impose test TP workload demands on the SUT. The RTE
is controlled by a set of scripts. The dynamic interaction
between the RTE and the SUT during stimulation is called the
scene.

d. Scene monitoring. Scene monitoring is the recording
of certain characteristics of the scene. The scene character-
istics needed for performance determination are chosen for
logging. Possible scene characteristics are all application
data characters transmitted or received by an emulated
device and the time each transmission was sent or received
by the RTE. Scene monitoring may be provided by the RTE
and/or by other recording devices independent of the SUT.

e. Performance determination. Performance determination
involves (1) summarizing recorded scene characteristics and
(2} using these summaries to evaluate the performance of the
SUT with respect to the test workload. Summary information
is provided by scene data reduction programs. The same
performance measures are used for all vendors and SUT's.
Preliminary performance determination usually is made at the
conclusion of the benchmark test, and an adequate audit
trail is provided to allow for a subsequent final
determination.

11 CH 2-9
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10. Test workload components.

a. To use remote terminal emulation for acquisition
benchmark tests, procuring agencies must describe and interre- K
late to prospective vendors at least four basic TP workload }
components: }
5

(1) Terminal operator actions; e.g., input, output,
decisions, rates;

(2) SUT-network interface characteristics; e.g., TP
devices, links, protocols;

(3) The software with which the terminal operators
interact; e.g., vendor-proposed text editors, Government-
supplied applications; and

(4) The data files accessed and/or created by the
operators.

b. The general relationship of these four components is
shown in figqure 2-10.

11. Performance measures. Three basic performance measures I3
(throughput, turnaround time, and response time) are provided ]
by all RTE’s that conform to the functional specifications in

this document. These measures, as defined herein, are well-

defined and technically consistent for all vendor systems.

Detailed definitions of these measures are contained in chap-

ter 5, part 6.

a. Throughput. As used in this handbook, throughput is i
defined as the number of user work items successfully completed
within a predefined time interval. To compute throughput,
agencies and vendors must be able to (1) count the number of
work items successfully completed and (2) record both the time
that work began on the first item and the time that work ended
on the last item., A clearly defined start and end of a
benchmark mix execution are needed to calculate throughput.

b. Turnaround time. Turnaround time is used in this
handbook to refer to the time interval between the initiation
of a user work item and the successful completion of the
work item. To calculate turnaround time, agencies and
vendors must be able to observe clearly the start and end of
work on each item and must be able to record the times of
the start and the end.
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c. Response time. Response time, defined only for
interactive work units, refers to the elapsed time from the
last keystroke of an operator input at an interactive device
until the first printable character of the resulting SUT
response appears at the user's device. Response time is the
most difficult performance measure to define and use precisely
and consistently for all vendors, partly because of the
enormous variability of interactive devices, application
types, protocols, etc.

12, Data communication input-output pair.

a. General.

(1) An important concept that one must understand
in order to use this document is the concept of the data
communication input-output pair, or I/0 pair. Conceptually,
an I/0 pair is an exchange of functionally related data trans-
missions by an emulated device and the SUT. Either a SUT or
an emulated device can initiate an I/0 pair. Some I/0 pairs
perform only overhead control functions; e.g., a poll sent by
the SUT and a negative acknowledgement returned by the emulated
device. Many I/0 pairs, however, are explicitly related to
accomplishing user functions; e.g., a single timesharing
command and the resulting SUT output. During benchmark tests,
these user-function I/O pairs {referred to as application I/0
pair(s)) are of primary concern.

(2) Teleprocessing scenarios are system-
independent descriptions of user TP workload demands to be
performed during a benchmark test, and are expressed as some
number of user functions. To execute a benchmark test,
these user functions must be translated into specific user
actions (e.g., keystrokes, submissions of remote batch card
decks) and, ultimately, into application I/O pairs; e.qg.,
command and response. The nature and number of application
I/0 pairs needed to perform a given user function vary from
vendor to vendor and from system to system. The general
definitions of application I/0 pairs, however, are funda-
mental to the performance measures used to evaluate bench-
mark test results and underlie the RTE specifications
described in this document. These general definitions are
outlined below. Chapter 5, part 5 contains more precise
statements of the I/0O pair events that vendor RTE's must
time-stamp. (The ultimate technical definitions of I/0
pairs, however, depend on unique vendor hardware and
software.)

T
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b. Asynchronous interactive devices., Figure 2-12.1
illustrates the general definition of an application I/0O pair
for asynchronous interactive devices. The relationships of
this definition to turnaround time, response time, think time,
and type time are shown. Only one line of input data is
transmitted to the SUT in each application I/0 pair. The
total SUT output resulting from a single user input may be
only a non-printable control character (e.g., carriage return)
or may be several lines of data. The I/0 pair ends when the
emulated device receives the last character of the resulting
SUT output.

C. Synchronous interactive devices. The general
definition of an application I/0 pair for synchronous inter-
active devices, and the relationships of response time and
turnaround time, are illustrated in figure 2-12.2. A single
user input can result in more than one transmission block
being sent to the SUT, and/or the resulting SUT output may
contain several transmission blucks, Print time also may
overlap output transmission time when the output contains
several blocks. Print time may or may not be defined for
certain synchronous devices and/or user functions.

d. Remote batch terminals. Figures 2-12,3 and 2-12.4
il.iustrate the I/0 pair definitions for remote batch termi-~
nals performing card input and print output, respectively,
and show the typical simultaneity of operations. The relation-
ship of turnaround time is shown, but response time is not
defined for this TP device type.

e. Remote host systems. Figures 2-12.5 and 2-12.6
illustrate the I/0 pair definitions for remote host systems
performing file and batch job input and file and batch job
output, respectively. Again, turnaround time is shown, but
response time is not defined for this TP device type.

15 CH 2-12

——]




August 1979

S20TA®D OAT3IORIDIUT
snouoayoudse 103y ated 3ndino-jndutr uotzeortddy T1°z1-2 aanbtg

*6 3xed ‘g asideyos ur psureilUOD BTE >
xved 3ndino-3ndur sTY3 o5TIdWOD FPY} SIUSAS BY3 JO SUOTITUTIA3P ostoaxd 3I0K FION

xted o/1 30 pulg {Indino 1S aY3l 3JO I330eIEYD 3ISEY 3Y3l JO I30TALP aYy3 Aq adreday 9
Ind3ino 1nSs 9yl jo aeoexeyd arqeautad 3sxTI a3yl JO ad21a3p ayi Aq 3dreosy g

andut 19sn 8yl Jo Iajzdoeaeyo 3sel ayi Jo a0TA9p Aq uOTISSTWSURII P

andut x9sn dy3 3FO x93dDRIRYD ISITI 3yl JO 30TAsp Aq uorsSsTWSURI] °¢

awt} adA3 porytoads Aue jJo 3xe3g !2WTI NUIYF JO pug °g

xtred O/1 3O 3xe3S {SWTI JUTY3l Iasn paryroads Luv jo 3ae3ls °T

16

SSINIAT
[P IWIL ANNOYYNNNL ~
™~ A
IWIL
TNMZOAmmﬁ_ 5
1
'
anIL aWIL IWIL t
- NOISSIWSNYIL DNISSID0da NOISSIWSNYIL IGNIL AWIL 4
— ) INdLno Lns JNdNI ddAlL ANIHL m
. - R2E ] - N
b
— W] L o
[«
[N
Fry

e St gt o L SRR EE aaasl




FPR 1-4.11

August 1979

—aide - R T

S9OTADD
aaT3oeI®3UT snouoaydouds xoz ated 3ndino-3jndut uotjeatriddy ‘g gl-¢ @anbra

*¢ 3aed ‘g x93deyd uy paurejuod axe
ayed 3nd3ano-3ndutr sTyY3 ©8TIdWOD IVYI SIUSAI 9YI JO SUOTITUIISP 2STO31d 3IOW :IION

ated 0/I 30 PUd {3Se] SANOOO IIAI UYOTym ‘ (ooTun paeoqhay ‘°6°a) axorishey
z98n 3x9u 3deooe 03 Apeaa ao0TAdp IO ‘Buty Jurad parjroads Aue jo pum °8
swt3 jurxd parzroads Aue Jo 3ae3ls {3Indino IAS Y3 JO YOO[q uoyssSIWsSURI}
9913-10112 3I8ITF OY3 JO IIjoRIRyd 3BT IYI JO 20Tadp 9yl Aq 3draosy L
and3no NS 8yl JO 3YO00Tq uoIsSsSTusueIy
9913-101X9 38ITJ SY3 JO I93deIRYD 3ISATI 3Y3 JO 921A9p ay3z Lq 3disoey °9
andul a98n jJo I1a3deIRYD 3ISPT S9Y3 JO d0TAdp Aq uorssrtwsuerl S
anduy a9sn JOo X9joeaeyo 3ISATI aY3 JO 2OTA9p Aq uoissTWSuURIL ¥
Koy 103ue ‘Koy 3twsuery ‘-H°a i3nduy xesn JO ayoilskay isel ¢
awty adA3 parytoads Aue FO 3xe3S {BWTI YUTYI JO pux °Z
ayed O/I 3O 3IAS {aAUWT3 UTYI 13sn parjjoads Aue jo 3re3xs [

1 SINIAZ
e AWIL ANNOHVNNNL <l
—4 ~1
W FWIL ISNOJSTY N
< A
TWIL
IWNIL aWIL AWIL TOMLNOD
BIL NOISSTHSNWML  ONISSEOOMd NOTSSIWSNVAL SSIIN AWLL BTL
5 INT¥d L0d1no Las LNdNI TYILNILOJ IdAL ANIHL
SN (] L] [<] Cl g (] NEE

€—THIL €—

17

i
|




R . T ST T T TR S TR T AR y

andut paedo butwioyiad STRUTWIDG
yozeq sjowsa xo03 ated zndino-jndut uoTtjedotyddy g zl-z 2Inbrd

August 1979

*g 3xed ‘g xoadeyd uy psuUTEIUOD IIE
ated 3ndino-3anduy sTY3} 9sTadWOd Y] SIUSAD BY3I JO SUOTITUTIApP 9sToa1d BIOW :HION

ated 0/I 3O pud !{¥00Tq XI9A® JO JuswabpaTmouswde spuas Las JT ’IYoolq uoTssyusuexl
Induy 3o 3dreoex Jos1100 burbpatmousxor 3ndino INS ' JO 20FAdp 3yl Aq 3dreocey -
¥001q uorssTwsuel} 3Induy JO IdJoBIRYD 3ISET BY} JO SOTASD 9Y3 Aq UOTSSIWSUBRIL
¥o0Tq uorssTwsuell Indul JO I9IDEIRYD 3ISATI 9Y3l JO 30TAdp 9yl Aq uorssiusuerl °
IS 03 3juas aq o3 Apeex }oo1q uorssTtusuexy 3nduy {Aejap 3nduy paes jo pumz °
xted o/1 30 3ae3s !awt3 3ndur paeo parjtoeds Aue jo 3jxels -

- N

:SINAAY

18

JWIL ANNOYVNENL TWIL ANNOYVYNAML

coe |¥

N

dWIL I1a1 DNISSTO0Nd IWIL
dDIAIQ ins NOISSIWSNVil

E’ IWIL LAANI (RYO B TYILNILOd E TYILNILOL B INANY E

- JWIL ANOOYVNYENL

{
-

IWIL
ONISSIO0Ud IWIL JWIL FTdI
Lns NOISSIWSNYYL F01IA3d

B szzm.ﬁomB LAdINI . A<HBZmBOmE IWIL LOINI QYO B

€— INIL &—

FPR 1-4.11

.v
i
t
m

o p—— - ——— e e e e ——————————_—— — e e L e
QUG -3 T R SN S OAR S " i e Al -t s on X indiatal ul.




FPR 1-4.11

August 1979

3nd3ino jutad butwioyxdd STRUTWID]
yozeq ozowex x0J3 rTed ndgno-indur uotjzeoTrddy *y'Z[-z7 @2anbtg

(9

*g 3aed ‘g zsjdeyo ut paurejuod aae
xted andino-3ndut £1Y3 9sTIdwod 3IPY3 S3U8A3 a9yl JO SUOTITUTIOP 85T02ad SIO0W :HILION

*xted o/1 30 pud ‘{swty jutrad 3o uoriexrdxm °yp
awty jutxd 3O 3ae3g {3}001q
uoTssTwsuex3 Indino 93X3-10X19 UR JO I230pivyd 3Se] 2Y3z JO 30TA3p 243 Aq 3disosy ¢
XO0Tq UOTISSTW
-suex} Indino 3a2xy-101Id ue 3O za3oeaIRYD 3ISATI SYI JO 90TAdp ay3z Aq 3Idreosd ‘¢
ated 0/1 30 3xe3s fawr3y 3urxd snorasad jo
uor3jerrdxa 10 ‘uoriouny 3nd3no u® jo 3Ie3Is ST STY3 JT ‘IndIno 3urad ajer3tTul o3I
bur3zsanbax uorssTwsueRI} LNAS JO IdIoRIRYD 3ISITF 9Y3 JO aoTap @Yz Aq Idrsosy T

*SINIAT
. dRIL_QNAOYYNIOL X AWIL ONNOYVNMOL ...
WIL IWIL FTAI
NOISSIWSNVYL 421434
104100 TYILINILOL WIL INTA
WIS gNOOYVNMAL 5
K >
RIL aWIL F1a1
NOISSIHSNVHL ad1A3a

INIT ILNI¥d LN4dINo IVILNILO4
R P [f] e [ sy

€—— THIL €&——

19

LTS

:
{
¢
;
v
t
b

P e et I T




it - Nk S NN

PTRRE . WP IR

e

e el

FPR 1—40

11 August 1979

1.

NOTE:

—>» TIME—>

R N 5 1] ...
POTENTIAL INPUT &

DEVICE TRANSMISSION
IDLE TIME TIME

TURNAROUND TIME

EVENTS:

Transmission by the device of either (a) the first
character of a message requesting to initiate a file
input, if this is the start of an input operation,

or (b) the last character of the previous file input
transmission block; Start of 1/0 pair

Receipt by the device of a transmission from the SUT
acknowledging the correct receipt of the previous file
input transmission block, if the SUT acknowledges every
block; Transmission by the device of the first character
of the input transmission block

Transmission by the device of the last character of

the input transmission block; End of I/0 pair

More precise definitions of the events that comprise
thi: énput-output pair are contained in chapter 5.
par .

Figure 2-12.5. Application input-output pair for remote host

systems performing file or batch job input
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1.

NOTE:

~—> TIME—~—>

LY 1 2 gc.o
3N pOTENTIAL OUTPUT

DEVICE TRANSMISSION
IDLE TIME TIME
) >
IS TURNAROUND TIME

EVENTS:

Receipt by the device of either (a) the first character
of a message from the SUT requesting to initiate a file
output, if this is the start of an output operation, or
(b) the last character of the previous error~free
output transmission block; Start of 1/0 pair

Receipt by the device of the first character of an
error-free output transmission block

Receipt by the device of the last character of an
error-free output transmission block; Transmission

by the device of a message acknowledging the correct
receipt of the block, if an acknowledgement is sent

for every block; End of I/0 pair

More precise definitions of the events that comprise
this input-output pair are contained in chapter 5,
part 5.

Figure 2-12.6. Application input-putput pair for remote host

systems performing file or batch job output
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CHAPTER 3. BENCHMARKING GOALS

1. Scope and audience.

a. When benchmarking is used during a competitive ADP
system acquisition, the procuring agency (also referred to
throughout this handbook as the user) should attempt to
achieve each of the seven fundamental benchmarking goals
listed in figure 3-1. All of these goals, however, cannot
be totally achieved, because they usually conflict. For :
exampie, a highly representative benchmark test can be ]
extremely costly and time consuming for both the user and
competing vendors; the required use of certain benchmark
test options, sometimes necessary to increase the accuracy
and precision of system sizing, can effectively exclude from
competition those vendors that do not have the needed bench-
marking facilities or expertise.

MINIMIZE TIME AND COST OF ACQUISITION
MAXIMIZE COMPETITION

MAXIMIZE QUALITY OF SYSTEM SIZING
MAXIMIZE BENCHMARK REPRESENTATIVENESS
MINIMIZE BENCHMARK DISCREPANCIES
MAXIMIZE BENCHMARK UNIFORMITY

MAXIMIZE BENCHMARK REPEATABILITY

Figure 3-1. Benchmarking goals

b. The ultimate success of an ADP system acquisition
greatly depends on the degree to which benchmark tests
achieve these seven goals. For example, highly inaccurate
system sizing may result in the acquisition of a system that
fails to meet the user's needs, and benchmark tests that
produce different workload demands for each vendor (i.e.,
low uniformity) may result in vendor protests, delay, and/or
cancellation of the acquisition. Moreover, most strategic
and operational decisions about the necessity, design,
implementation, and conduct of benchmark tests affect the

1 Ch 3-1
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degree to which these goals are achieved, It is critical,
therefore, that agency personnel participating in an acquisi-
tion understand these goals and the need to compromise and
reconcile the inevitabie conflicts. Agency management, in
particular, must understand these conflicting goals, because

a critical management function is to establish the combination
of goal levels that best insures the overall success of the
acquisition.

c. This chapter describes each of these goals in the
order listed in figure 3-1. Later chapters compare benchmark-
ing and remote terminal emulation alternatives by outlining
the relative effects of the alternatives on the achievement
of these goals. One should read the goal descriptions
according to one's role in the acguisition effort. The
director of an agency's acquisition program and the manager
of the Request For Proposals (RFP) development group should
concentrate on the first four goals. The manager of the
agency's benchmarking team and each team member, however,
should study all seven goal descriptions. Familiarity with
these goals and their terminology will help vendor personnel
communicate with procuring agencies and understand the
remainder of this document.

2. Minimize time and cost of acgquisition.

a. The competitive acquisition of an ADP system can
require very large investments of time and money by the user
and each competing vendor. In addition to the price of the
procureé system, a user can incur costs for such user
activities as:

(1) Wworkload definition;

(2) Analysis of technical and procurement
alternatives;

(3} Benchmarking;
(4) Administrative review and approval;

(5) Preparation and release of procurement
documents; e.g., Request For Proposais;

(6) Interaction with vendors;

(7) Technical and cost evaluation of vendors'
proposals;

CH 3-1 2
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{8) Negotiations and award;
{(9) Training;
{10) Site preparation;
(11) Installation;
(12) Conversion; and
(13) Contract administration.

b. A fundamental user goal should be to minimize the
time and cost of the acquisition. If the acquisition takes
too much time, a user may be unable to satisfy ADP mission
requirements because the new system would not be available
when needed. 1In addition, additional time often leads to
increased user costs. Minimizing the total cost for the
procured system end all acquisition activities is a basic
tenant of good management and is critical to the efficiency
and effectiveness of the procuring agency.

c. In addition to the costs of developing and/or
manufacturing the system hardware and software, a vendor can
spend time and money on such vendor activities as:

(l}) Analysis of user-provided procurement
documents;

(2) Determination of the system configuration(s)

to bid;

(3) Interaction with the user;

(4) Preparation and submission of a proposal;
(5) Benchmarking;

(6) Negotiation;

(7) 1Installation;

(8) Conversion;

(9) Acceptance testing; and

(10) Contract administration.

3 CH 3-2
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d. Vendor costs are eventually passed on to users as
higher prices. During a competitive acquisition, a vendor
usually attempts to minimize the time and funds expended in
order to reduce his bid price. A vendor often declines to
bid when the acquisition time and cost incurred before
contract award (i.e., the "entry fee") are determined to be
too great. A user who conducts an acquisition that requires
large "entry fees" from participating vendors, therefore,
increases his direct and indirect acquisition costs and also
risks a reduction in the probable number of vendors who will
submit bids.

e. Benchmarking can require significant investments
of time and money by the user and each competing vendor.
Benchmark tests using remote terminal emulation, moreover,
usually involve more time and higher costs than tests using
only batch programs and/or a very small number of real
terminals. For the user, the greater time and costs are
primarily due to the increased complexity of the test design,
the need to develop and test scenarios, and the more detailed
test documentation required. For a vendor, the greater time
and costs are principally due to the additional hardware,
software, and machine time needed, the number of RTE hardware
and software changes required for each acquisition, and the
need to develop and test RTE scripts.

f. The usage guidance and RTE specifications contained
in this handbook will help reduce the time and cost of
emulation benchmark tests, because the guidance and specifi-
cations will (1) improve communications between the user and
vendors, (2) lead to better test designs and documentation,
and (3) substantially reduce RTE hardware and software
changes that vendors will need to make for future Federal
acquisitions.

g. The benchmarking time and costs that are appropri-
ate for an acquisition depend upon the specific circumstances
of that acquisition. The user should carefully balance the
expected time and costs of benchmarking with the importance
placed on other benchmarking goals.

3. Maximize competition.

a. Federal ADP acquisition policy specifies that
agencies should strive for the maximum practical competition.
Competition reduces the prices bid by competing vendors and
encourages innovation and continued growth in the ADP indus-
try. Most user requirements can, i'f phrased properly, be
totally satisfied without reducing competition. Full
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competition is not always possible, however, because there

are valid user needs that some vendors are either unable or
unwilling to meet. The degree of competition that is appropri-
ate and practical for an acquisition depends upon the circum-
stances of that acquisition and should be carefully evalu-

ated by the user.

b. Benchmark tests can reduce competition, primarily
because of the time and cost to vendors. Benchmarking,
however, may be necessary to satisfy other user acquisition
goals. When a benchmark test is employed during ADP acqui-
sition, the user should (1) insure that the importance of
each individual aspect of the test is greater than the time
and cost to the user and vendors, (2) design each test
requirement to encourage competition, and (3) allow vendors
the maximum possible flexibility in complying with test
requirements.

c. The procedures on the use of remote terminal
emulation expressed in this handbook occasionally may reduce
competition by permitting a Federal agency to disqualify any
vendor that does not provide the benchmarking capabilities
specified in the handbook and required by the agency. The
procedures, however, should increase competition over time
because they clearly define and limit, except under extra-
ordinary circumstances, the emulation capabilities that
agencies could require vendors to provide.

4, Maximize quality of system sizing.

a. During a competitive acquisition, each vendor
determines the system configuration(s) to bid by a process
called system sizing. System sizing is defined in this
handbook as the process of determining a configuration of
hardware and software components that can accomplish a
specific set of workload demands at a required level of
performance. The guality of system sizing depends on both
(1) the probability that the resulting configuration can
accomplish the target workload demands at the required
performance level; i.e., the probability that the sizing is
accurate; and (2) the degree to which the capacity of the
resulting configuration approaches the minimum capacity
needed to accomplish the demands at the required performance
level; i.e., the precision of the sizing.

b. The available sizing techniques, in the typical
order of increasing sizing guality and cost, are: (1)
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. Professional judgment based on experience, (2) static model-
3 ing, (3) analytic modeling, (4) simulation, and (5) bench-

, marking. Vendors often use a combination of these techniques
= during a single acquisition.

c. The quality of each vendor's system sizing is
critical to the user. The sizing must be accurate if the
user is to reduce the likelihood that the system eventually
acquired will fail to satisfy the user's mission requirements
4 at any point during the contractual life of the acquisition;

' i.e., reduce the user's mission risk., The probability that
- the sizing is accurate is fundamental to the success of the
1 acquisition. The precision of the sizing affects the like-
lihood that the user will pay more than is necessary to
satisfy its ADP requirements; i.e., the user's cost risk.
] Greater sizing precision results in less excess capacity in
a the proposed system configuration, which, in turn, usually
§ reduces the proposed price of the system. While user mission
and cost risks can be reduced somewhat by contractual terms .
_ and conditions (e.g., excess quantities, value engineering), !
- the lowest risk levels are achieved when the quality of each
vendor's system sizing is maximized.

d. The user describes to vendors one or more sets of
workload demands that the system to be acquired must be able
to accomplish, as well as the acceptable levels of perform-
ance for completing the demands. (Vendors use these require-
ments for system sizing.) In addition to specifying these v
requirements, a user often intentionally limits the configu- =
rations that a vendor can bid by limiting the number, types, :
characteristics, and/or installation schedules of hardware
and/or software components. These configuration constraints
typically reflect such factors as industry and Government
standards, compatibility with existing components, avail-
ability requirements, and operational limitations; e.q.,
floor space, size of operations staff. For example, a user
often specifies the magnitude of change that defines a major
system augmentation (e.g., any change in CPU or main memory)
and then limits the number of times each vendor can augment
the initially proposed configuration.

e. There are several methods by which a user can

' increase the quality of the system sizings performed by
vendors, One method is to impose as few configuration
constraints as possible, thereby increasing vendors' flexihil-

3 ity to bid cost-effective systems. The most important

U method, however, is to describe clearly, unambiguously, and

! in maximum practical detail the user workload demands and

H required performance levels. A clear, accurate description
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of requirements is important because vendors must understand
a user's needs for both functional capability and system
capacity, throughout the contractual life of an acquisition,
before they can size and bid cost-effective systems.

f. A user can describe requirements to vendors by a
narrative in an RFP, by benchmark test(s), or by a combina-
tion of narrative and benchmark test(s). When generally
accepted, vendor-independent terminology is available and is
employed carefully, a user can describe requirements in RFP
narrative that is clear, concise, unambiguous, and of suffi-
cient detail for high quality system sizing. Such terminology
is available for describing most functional capabilities and
a few, limited dimensions of capacity; e.g., characters of
on-line disk storage, print volume, number and speeds of
terminal ports. Many important requirements, however,
cannot be described in narrative that vendors can use for
high quality system sizing, principally because there is no
widely accepted, vendor-independent terminology for unambigu-
ously describing such user work items as "transaction,”
"command," "job," etc. Such requirements and their interrela-
tionships can best be described (and measured) by benchmark-
ing. 1In addition, mandatory benchmark tests insure that all
vendors employ the same sizing technique, as well as the
technique that produces the highest quality sizings. The
guality of vendors' system sizings, therefore, is greater
when a combination of narrative and benchmarking is used to
describe user reguirements than when narrative is used
alone.

g. Remote terminal emulation is the benchmarking
technique that can produce the highest quality system sizing
for TP systems., Through emulation, a user can define and
impose the workload demands necessary to determine the types
and characteristics of the TP-related system components
needed to satisfy requirements, including front-end processor
speed and memory, CPU resources needed to handle TP overhead
processing, etc. Moreover, the use of the features defined
in this handbook increases the quality of vendors' sizings
done with emulation benchmark tests,

h. The fundamental motivation for using remote terminal
emulation during an acquisition is to increase the guality
of system sizing. Emulation (indeed all benchmarking),
however, increases the preaward time and cost for users and
vendors and may decrease competition. In theory, the time
and cost of benchmarking should not exceed the cost avoidance
obtained by the increased quality of the sizing, unless the
time and cost is justified by the critical nature of user
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mission requirements. This theory is virtually impossible
to apply quantitatively, however, because of the difficulty
of calculating the savings derived from higher quality
sizing, and the direct and indirect costs of benchmarking.
In practice, a user subjectively chooses a level of sizing
quality that is sufficient to reduce to acceptable limits
his perceived mission and dollar risks. A major criterion
for deciding if and how to use remote terminal emulation,
therefore, is the subjective value to the user of higher
quality system sizing, especially of the TP-related system
components. For each acquisition, the user should analyze
the value of higher quality system sizing and then balance
that value with the benefits associated with other user
acqu. :ition and benchmarking goals.

5. Maximize benchmark representativeness.

a. Benchmark representativeness is defined as the
degree to which a benchmark test duplicates an operational
processing environment anticipated to occur during the
contractual life of an acquisition. It is essentially
impossible to duplicate precisely any operational environ-
ment for benchmarking purposes because of the enormous
number, complexity, uncertainties, and interdependencies of
the human, hardware, software, and workload characteristics
involved. User mission and cost risks are minimized, how-
ever, when the representativeness of each benchmark test is
maximized.

b. The representativeness of a benchmark test depends
primarily on three technical factors: (1) The test workload
demands and the associated performance levels, (2) the SUT
configuration for the test, and (3) the benchmarking tech-
nique(s) used. The test workload demands and associated
performance levels are important because benchmark repre-
sentativeness cannot exceed the degree to which all charac-~
teristics of the test workload demands (e.g., volumes,
types, arrival rates, distributions, and sequences), as well
as the desired performance levels for completing these
demands, reflect the user's anticipated operational environ-
ments. In addition, representativeness decreases when there
are differences between the SUT configuration and the configu-
rations proposed and/or ultimately installed at the user
site. User risks are reduced when the SUT components and
the workload demands that significantly affect SUT cost and
performance are included in the benchmark test. Certain
benchmarking techniques typically can be used to represent
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closely some operational processing environments but not

other environments. The user should employ the benchmarking
| techniques that can impose on the SUT the workload character-
istics the user has decided to include in the test. One of
the most important attributes of the remote terminal emulation
technique is that it can be used to represent precisely certain
characteristics of TP workload demands that cannot be repre-
sented by any other technique.

c. It is often very costly and time consuming for a
user and vendors to achieve high representativeness. Repre-
sentativeness can increase only when a user invests the time
and money necessary to increase the detail and thoroughness
of the test workload and the complexity of the benchmark
test structure, including the benchmarking techniques. T
increase representativeness, a vendor must spend the time
and money to provide and maintain a more complete SUT con-
figuration, to provide the benchmarking technique(s) required,
and to implement the complex test structure.

d. The benchmark representativeness that is appropri-
ate and achievable for an ADP acquisition depends on the
: specific circumstances of that acquisition and on the purpose
= of the test. The probable amount of error in the user's
" workload definition affects the detail and thoroughness of
the test workload and, therefore, the maximum achievable
representativeness. Some test objectives can be satisfied
with less representativeness than others; e.g., functional
capability often can be demonstrated with a single, real
terminal instead of with a large number of emulated devices.
The user should carefully examine and choose the desired
K representativeness of each benchmark test to achieve the best
total combination of benchmark goals; e.g., minimize time and
: cost, maximize the quality of system sizing.

" 6. Minimize benchmark discrepancies.

a. To confidently use a benchmark test for vendor
¥ ' comparison and selection, a user must minimize all discrepan-
cies between the manner in which the user intended for the
test to be conducted and the manner in which each vendor
actually conducted the test. These benchmark discrepancies
. can be either technical or procedural. A user minimizes
pi these discrepancies by a process called benchmark verifica-
1 tion, defined as the act of determining the degree to which
' a vendor conducted a benchmark test in the manner intended
by the procuring agency. Discrepancies can occur for any
of the following reasons:
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(1) Omissions, ambiguities, inconsistencies, or
errors in user-developed benchmark materials;

(2) Misunderstandings by a vendor of the user's
intentions and desires;

(3) Unintentional vendor mistakes;

(4) Intentional actions or misrepresentations by
a vendor; and

(5) Hardware or software errors.

b. It is practically impossible, however, for a user
or a vendor to ascertain with total confidence that there
were no discrepancies in the conduct of a test, because of
the complexities of modern TP systems and benchmark test
designs.

c. To successfully verify a benchmark test, a user
must develop a verification strategy. The strategy should
reflect the user's answers to several important questions:

(1) which specific technical and procedural
aspects of the test will be examined for verification? Users
often examine such technical aspects as batch program
source code, data base contents, SUT hardware components and
interconnections, and the completion status of each program
executed during the test.

(2) For each aspect of the test, what magnitude
of discrepancy will be allowed before the test execution is
declared invalid? Users, for example, regularly permit
vendors to use less SUT hardware for a test than proposed
and, sometimes, allow minor variations in component models
and options; e.g., fewer tape and disk drives.

(3) what verification techniques will be used and
how thoroughly will each be applied? One of the most impor-
tant techniques for reducing discrepancies is communication
between a user and vendor. Many discrepancies, arising both
from problems in user-developed benchmark material and
vendor misunderstandings, can best be resolved by the user's
previewing the benchmark test(s)} individually with each
vendor in a meeting held after proposals are received but 2
or 3 weeks before the LTD's. Another verification technique
is the physical examination of SUT hardware components and
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each line of source code. The user must choose the detail
of these examinations; e.g., examine only selected source
programs, do not trace the cabling between SUT components.
The use of remote terminal emulation increases the potential
for discrepancies in a benchmark test, primarily because it
increases the test complexity. Chapter 4, part 1 outlines
verification techniques that can be used during an emulation
benchmark test, and chapter 5 includes specifications for
RTE functional capabilities intended for use in verification.

d. During the development of a verification strategy,
the user should consider the following:

(1) The likelihood of a discrepancy in each
aspect of the test, based upon such factors as the complexity
of each aspect;

(2) The level of user and vendor effort required
to examine each aspect and to employ each verification
method;

(3) The level of negative effect of certai
discrepancies and verification methods on the attainment £
other benchmarking goals; e.g., reduced representativeness,
lower quality sizing, increased user and vendor time and
cost; and

(4) The subjective level of confidence required
by the user to believe that the possible magnitude of discrep-
ancies does not invalidate the test.

e. The verification strategy is critical to the
success of a benchmark test and should carefully be developed
before finalizing the benchmark test design.

7. Maximize benchmark uniformity.

a. Benchmark uniformity, an important goal in the
competitive acquisition process, is the degree of similarity
between test workload demands imposed on different SUT's by
the execution of the same benchmark mix. So that all
vendors are treated equally, a benchmark mix used for
acquisition should theoretically impose on all SUT's test
workload demands that are identical in all characteristics;
e.g., volume, types, arrival rates and sequence. Absolute
uniformity is virtually impossible to achieve, however,
because of the complexity and diversity of TP systems and
the dependence of certain workload characteristics on

11 CH 3-6




SR

ol it B

o D@ = - A

FPR 1-4.11 August 1979

the system processing the workload. In addition, absolute
uniformity conflicts with certain other benchmarking goals
held by both the user and the vendors. A user, therefore,
should carefully analyze and choose the appropriate uni~
formity for each test so that all vendors are treated equi-~
tably and the best combination of benchmarking goal levels
are achieved.

b. Extremely high benchmark uniformity can reduce the
representativeness of a test. Certain characteristics of a
user's workload in the anticipated operational environment
often dep.nd on characteristics of the system ultimately
acquired e.g., file structures, physical I/0 block sizes,
interactive subsystems, interactive commands. Vendors are
usually granted permission to make limited modifications to
benchmark mixes to reflect such dependencies and to demon-
strate possible processing efficiencies; such modifications
increase the test representativeness but decrease uniformity.
Moreover, it is often difficult for a user that is unfamiliar
with a particular vendor's product line to evaluate the
effect of such modifications on the guality of system sizing,
as well as on the magnitude of benchmark discrepancies.

c. Some benchmarking techniques are inherently less
capable of high uniformity than others, and not all implemen-
tations of some technigues can represent certain workload
characteristics. While remote terminal emulation has the
potential for exceptional uniformity, the uniformity actually
achieved in the past has been less than desired. This reduced
uniformity was caused primarily by the lack of functional
similarity among both the RTE's and the physical test facili-
ties provided by different vendors. Moreover, vendors and
users today occasionally expend considerable time and funds
analyzing, documenting, negotiating, and modifying benchmark
test procedures and/or RTE's and test facilities because of a
lack of functional similarity. These efforts usually further
reduce uniformity. When implemented by vendors and employed
properly by agencies, however, the remote terminal emulation
capabilities and usage guidance in this handbook will increase
greatly the uniformity achieved during benchmark tests.

d. A common benchmark verification approach is for the
user to intentionally modify certain workload character-
istics of a benchmark mix (e.g., file contents, sequences of
interactive dialogues) immediately before the start of the
benchmark mix execution or the LTD. The user states the
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types and magnitudes of such changes when the benchmark mix
is initially released. Benchmark uniformity is maintained
by insuring that the workload demands of both the benchmark
mix initially released and the mix actually used for the LTD
are not significantly different.

8. Maximize benchmark repeatability.

a. Benchmark repeatability is the degree of similarity
between two executions of the same benchmark mix on the same
SUT. Two important factors often used to evaluate repeat-
ability are: (1) The changes in the values of the performance ]
measures employed in the test, and (2) the changes in the
test workload demands produced by the benchmark mix. Repeat- r
ability should not be confused with benchmark uniformity. '
Uniformity indicates the change of test workload demands
when the same benchmark mix is executed on different SUT's.

b. Neither a user nor a vendor can totally eliminate
random differences in the operation of a complex TP system
during a benchmark test, because no one can control such
hardware, software, and human factors as transient hardware
errors, changes in operator typing rates, minute variations
in disk arm movement and rotational times, automatic adjust-
ments in paging and scheduling algorithms, etc. These
inherent, random differences in SUT operation will always
cause the values of benchmark performance measures to vary
from mix execution to mix execution, even if all other test
factors are identical. Total repeatability, therefore,
cannot be obtained. The principal way to maximize benchmark
repeatability is for the user and vendor to minimize, from
execution to execution, all changes in all the workload
characteristics produced by the benchmark mix. A user, how-
ever, should not design a benchmark test to intentionally mask
any extreme variability in SUT performance that is due to
inherent, random differences in SUT operation, because such
extreme variability may be indicative of technical deficiencies
in the SUT. \

c. Low repeatability can significantly decrease the
guality of system sizing. To minimize the risk of failing
the LTD, a vendor usually configures a system with sufficient
capacity to accomplish the test workload demands, at the
required performance levels, throughout the range of probable
variations. The amount of "extra" capacity needed for
"insurance" is indirectly proportional to the amount of
repeatability of the benchmark test. Lower repeatability
also increases the time and cost to the vendor to prepare
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for the LTD, which in turn decreases the likelihood that the
vendor will participate in the acquisition.

i a. A user occasionally can increase the benchmark

) representativeness and decrease benchmark discrepancies by
introducing carefully chosen changes to the test workload
characteristics. Because a user's operational environment
contains random variability, a benchmark test may be more
representative if the test workload included some limited,
natural variability; e.g., random think times, random
sequencing of transaction inputs. By minor changes to
certain workload characteristics, a user also can reduce the
likelihood that a vendor has taken improper advantage of
those workload characteristics to improve SUT performance,
These changes, however, reduce repeatability. Because of
the potential negative effect of such changes on the guality
of system sizing and on the time and cost of the acquisition,
a user should only modify workload characteristics that will
not appreciably alter the values of the performance measures
employed in the test.
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CHAPTER 4. PROCEDURAL GUIDANCE FOR BENCHMARKING

1. Scope.

a. This chapter presents procedural guidance to Federal
agencies concerning the four steps in the benchmarking
process listed in figure 4-1. These four steps are partic-~
ularly crucial to the successful use of remote terminal
emulation, and the discussions of these steps concentrate on
those areas most important to emulation benchmark tests.
The benchmarking process includes many other steps not
discussed in this handbook; e.g., workload definition and
analysis, development of the acquisition strategy, validation
of benchmark tests, conducting the LTD. The benchmarking
goal levels achieved in an acquisition depend on the manner
in which a user conducts all benchmarking steps. A user,
therefore, should study and follow all applicable acquisition
and benchmarking policies, regulations, procedures, and
guidance, including, in particular, FIPS PUB 42-1. Appendix
D provides a bibliography of relevant policy and technical fy
materials. r

DEVELOPMENT OF THE BENCHMARKING STRATEGY

PREPARATION OF TELEPROCESSING ELEMENTS
FOR BENCHMARK TESTS

PREPARATION OF LTD DOCUMENTATION
USER-VENDOR COMMUNICATION

Figure 4-1. Selected benchmarking steps i

b. This chapter contains specific technical informa-
tion that will assist each Federal agency to decide when and
how to use remote terminal emulation during competitive ADP
system acquisitions. Part 1, Development of the Benchmark-
ing Strategy, discusses in detail several major areas that a
user should analyze during the development of the overall
benchmark structure; these areas include the types of work-
load demands in each capacity test, the benchmarking tech-
nique(s) used, the teleprocessing (TP) performance measures
employed, etc. Several alternatives are presented, along
with advantages, disadvantages, and recommendations. Part
2, Preparation of Teleprocessing Elements for Benchmark

—n. -+
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Tests, describes two categories of TP elements (scenarios

and configurations of TP devices and data communication

links) that a user must prepare for each emulation benchmark
test. This part outlines the typical actions necessary to
design, construct, test, and document these two categories

of TP elements, recommends a specific scenario format, and
provides an example scenario. Part 3, Preparation of LTD
Documentation, discusses the emulation-related documentation
that a user should provide to vendors describing how the LTD
is to be conducted. This part identifies specific TP elements
that must be documented and suggests possible formats for

this documentation; example TP elements include the assignment
Of scenarios to TP devices and data communication links, and
the TP performance measures used and the required levels of
performance. Part 4, User-Vendor Communication, recommends
specific, minimum technical communication between a user and
vendors during an acquisition involving remote terminal

emulation. This communication is necessary because of the

great technical complexity of most emulation benchmark
tests, and can greatly reduce benchmark discrepancies,
increase competition, and reduce user and vendor time and
costs.

c. The emulation and benchmarking capabilities that a
user may require vendors to provide during an acquisition
are not defined in this chapter. These capabilities are
specified in chapter 5. Some of the discussions in this
chapter however, assume that the reader is familiar with the
emulation specifications in chapter 5.

2. Audience. The objective of this chapter is to present
to users procedural guidance concerning when and how to use
remote terminal emulation during acguisitions. The primary
audience for this chapter, therefore, is composed of the
manager of the agency benchmark development project and each
agency benchmark analyst. Vendor personnel, however, also
will benefit from this chapter, because it will help them
vnderstand the benchmarking approaches, terminology, and
documentation used by agencies.

3. Admonition. The following admonition is adapted from
FIPS PUB 42-1, and applies to the guidance in this chapter:

The user should keep two basic principles in mind
in reading and using this guidance. One is that the
guidance is composed of general descriptions of good
practices for the normal situation. They do not cover
nor are they applicable in all situations. The seccond
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principle is that the guidance stresses reasonableness
in all practices and procedures. Reasonableness, in
general, 1is a user determination. The user is solely
responsible for determining his organization's require-
ments, for constructing benchmark tests and an LTD
reflecting these requirements, and for ensuring that V
all decisions made during the entire process are in

accordance with all applicable policy, regulations, i
etc. Any question of procedure or technique should be

evaluated in this context and ultimate decisions should

protect the Government's interest. The guidance in

this section does not contain procedural steps that can

be followed as a "recipe"” with successful results.

Instead, the guidance is simply a discussion of good

practices associated with areas of concern. 1In this

sense, the gvidance is useful as a checklist and, to

some degree, identifies areas where special compitence,

expertise, or particular attention is indicated.

faa Lt ke adtco de maneh

-

1National Bureau of Standards, "Guidelines for Bench-
- marking ADP Systems in the Competitive Procurement Environ-
! ment," FIPS PUB 42-1 (Washington, DC: NBS, Mav 1%77), p. 5.
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PART 1. DEVELOPMENT OF THE BENCHMARKING STRATEGY

4. General.

a. A user should carefully analyze and define the ¥
benchmarking strategy for an acquisition before preparing any
of the individual benchmark test elements. A good benchmarking
strategy is needed early in the acquisition so that (1) all
tests complement each other and achieve the benchmarking goal
levels chosen by the user and (2) later benchmarking efforts
are properly integrated into the acquisition strategy.

i
g

b. This part discusses eight major technical areas a
user should analyze during the development of a benchmarking
strategy; these areas are listed in figure 4-4. The dis-
cussions assume that the user has decided during the develop-
ment of the acquisition strategy to use a capacity test. It
also assumes that the user has estimated and quantified
workload requirements throughout the contractual life of the I
new system; i.e., has completed workload definition and ;
1 analysis. (Depending on the benchmarking strategy developed, :

the user may need to gather additional workload data to 4
' prepare the elements of the benchmark tests.) The discussions !
usually are limited to strategic aspects directly affecting !
remote terminal emulation during capacity tests; most aspects !
of batch benchmark tests are not addressed.

c. The material in this part complements the guidance !
- presented in FIPS PUB 42-1, primarily Section III.B (Bench-
marking Philosophy, pp. 11-12) and Section IV.B (Workload Mix,
p. 18). The user, therefore, should also study these sections
of FIPS PUB 42-1 before developing a benchmarking strategy.

5. Workload types in capacity tests.

g a. A user can employ many valid techniques to determine }
the workload types to include in capacity test(s). It is
beyond the scope of this handbook to discuss all of these
techniques, because the specific technique(s) that are employed
(1) usually depend on the approaches used to define the work-
load requirements, and (2) are often independent of whether or
4 not remote terminal emulation is used. (The National Bureau

of Standards is preparing a separate guideline on approaches
for defining workload requirements, and specific techniques

for determining the workload types in benchmark tests.) This
handbook does recommend, however, that all users employ at
least one fundamental technique during the development of the
benchmarking strategy. (Additional techniques should be used

i
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during the preparaticn of each test.) The recommended tech-
nique consists of (1) identifying all significant generic

types of workload demands projected for the user's operational
environment throughout the contractual life of the acquisition,
(2) evaluating the probable effect on each benchmarking goal

of including each generic type of workload demand in a capacity
test, and (3) choosing those generic types of workload demands
that result in the combination of goal levels chosen for the
acquisition. Generic types of workload demands include both
generic applications and generic TP devices. (Different
generic applications impose on a SUT different workload

demands associated with SUT hardware and system support soft-
ware; e.g., data base management, remote batch job entry, etc.
Similarly, different generic TP devices impose on a SUT differ-
ent workload demands associated with supporting the character-
istics of the device; e.g., character set, line protocol, CRT
buffer size.) 1In this step, the user identifies the generic
types of workload demands (workload types) to include in the
test(s), but does not determine either the amounts or the
detailed characteristics of each type.

WORKLOAD TYPES IN CAPACITY TESTS
BENCHMARKING TECHNIQUES

SCENARIO-WORKLOAD CORRESPONDENCE
TELEPROCESSING PERFORMANCE MEASURES
'METHODS FOR REPRESENTING CHANGING WORKLOAD:
WORKLOAD SCHEDULING PROCEDURES

BENCHMARK VERIFICATION TECHNIQUES

BENCHMARKING FOR INSTALLATION VERIFICATION

Figure 4-4. Selected technical aspects of
benchmarking strategy

b. A user should list all the generic types of work-
load demands projected to occur during the life of the
acquisition and then, if possible, itemize more specific
types of workload demands within each generic type. Possible
generic applications include interactive program development
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and testing, remote batch program development and testing,
interactive document preparation, interactive data entry,
interactive scientific problem solving, bulk data transfer,
and interactive data inquiry. Specific types of workload
demands for these generic TP applications can include, for
example, a particular user-developed application system, a
known third-party data base management system, and document
preparation utilities to be proposed by the system vendor.
Possible generic TP devices include interactive asynchronous
teleprinters, interactive asynchronous displays, interactive
synchronous teleprinters, interactive synchronous displays,
remote batch terminals, remote host systems, cluster con-
trollers, concentrators, and packet network interface devices.
Specific types of workload demands for these generic TP
devices can include, for example, transmission speeds,
formatted screen capability, device make and model, and
character sets and protocols; e.g., ASCII, ANSI X3.66-1979
synchronous line protocol.

c. The user should evaluate the probable effects on
each benchmarking goal of including in a capacity test each
of the itemized generic and specific workload types. All
generic and specific types should be ordered by the impact
of each type on benchmark representativeness, system sizing,
a»d all other benchmarking goals. The degree to which a
workload type impacts representativeness reflects not only
the relative volume of that workload type compared to the
other types, but also the criticalness of that type to the
user's mission requirements; i.e., the loss that would
result if the acquired system were unable to accomplish a
certain workload type at the necessary level of performance.
The degree to which a workload type affects sizing depends,
in part, on the workload types needed to size those SUT
hardware and software components that the user believes will
significantly impact the price and/or performance of the
acquired system; e.g., CPU, main memory, channels, front-end
processor (FEP), COBOL compiler, text editor, data base
management system. The user should evaluate the time and
cost to both the user and vendors of including each generic
workload type, as well as each specific type, in a capacity
test. The amount and transportability of user-provided
application source code and the size and transportability of
data files affect the time and cost of benchmarking, and
should be evaluated. Other cost factors which should be
considered are (1) the complexity of the scenarios; (2) the
approximate execution time of each workload type; (3) the
complexity of including many different workload types in
capacity tests; and (4) the user time and cost required to
package, document, and distribute the application code
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and/or data files. The user should know whether the SUT
features necessary to support each workload type are mandatory
or optional in the RFP. A user should not include workload
types that require optional SUT features that some vendors

may be unwilling or unable to bid; e.g., support for certain
line protocols and make and model terminal types.

d. A user should select for the capacity tests those
workload types that result in the combination of benchmarking
goal levels chosen for the acquisition. Workload types
usually should be included when they significantly increase
both the representativeness and quality of system sizing
without either increasing the time and cost of the acquisi-~
ton or reducing competition. A workload type that has only
a minor impact on benchmark representativeness, but that
would greatly increase the acquisition time and cost, typical-
ly should be omitted from capacity tests. (A workload type
that is not important to representativeness but is critical
to the user's mission could be omitted from a capacity test
but be included in a functional test.) A specific application
or TP device could be represented by another of the same
generic type. Such a substitution often can reduce the time
and cost of the acquisition without significantly decreasing
either representativeness or the quality of sizing. Sometimes
a substitution may be the only practical alternative to the
total omission of a workload type that is important to the
user but that cannot be included in a test; e.g., an applica-
tion that is not yet operational or requires major conversion,
or a certain make and model interactive terminal that cannot
be emulated by vendor RTE's., Both the estimated price of
the system to be acquired and the value and criticalness of
the user's mission should be reflected in the variety and
complexity of the workload types included in benchmark
tests. Moreover, a user typically should omit any workload
types when the value of including that typé in a capacity
test is questionable.

6. Benchmarking techniques. For each benchmark test, the
user should select one or more benchmarking technigues that
can impose the chosen workload demands on the SUT's. Three
benchmarking techniques are recommended for use by Federal
agencies in capacity tests: 1local batch, real TP devices,
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and remote terminal emulation.2 Only local batch and real

TP devices (one or two) are recommended for functional

tests, however, because such techniques are almost always more
cost-effective than remote terminal emulation. The benchmark-
ing technique(s) that a user should employ depends on the
types of workload demands chosen for a test and the benchmark-
ing goal levels desired by the user.

a. Local batch. The simplest benchmarking technique
is local batch, wherein batch programs and/or data are input
and output during benchmark mix execution through SUT
peripherals directly connected to the SUT; e.g., card readers,
line printers. Occasionally, the batch input gqueue may be
loaded before the start of the execution. Local batch can
impose most types of background batch execution demands, and
local peripheral I/0O demands that are produced by batch
activity originating through either local SUT peripherals or
remote TP devices; e.g., remote batch terminals (RBT's).
The major advantages of this benchmarking technique result
directly from its simplicity. Local batch is the least
costly and time-consuming benchmarking technique, can be
used with almost all vendors, can result in very high bench-
mark uniformity and repeatability, and usually maximizes
competition. Local batch, however, cannot be used to repre- }
! sent the types of workload demands produced by TP overhead :
processing and data transmission; e.g., protocol handling,
! queuing, scheduling. Such overhead TP workload demands
| often are a substantial part of the total workload in systems
: supporting large numbers of TP devices (especially interactive
: terminals) and/or a high volume of data transmission. These
b/ workload demands also strongly influence the number and the

that a user would receive at a TP device. For example, the
completion time for a data base inquiry submitted by a local

; hardware and software characteristics of SUT front-end data k

! communication processors (FEP's). In addition, performance -

% measures determined with benchmark tests which use the local 5
] batch technique often are not indicative of the performance !
o

4

2Occasionally, agencies have used benchmarking techniques

where a vendor-provided driver executes within the SUT;

e.g., in a CPU or an FEP. Such internal benchmarking
. techniques are not recommended for use during Federal ADP
1 system acquisitions, primarily because these techniques (a)
‘ vary greatly in the types of workload demands that can be
represented, (b) are not available from all system vendors,
(c) greatly reduce the quality of system sizing, and (4)
increase the likelihood of benchmark discrepancies.
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batch job can be significantly different from the respons=
time for the same ingquiry submitted from an interactive
terminal, because the batch completion time does not include
common delays due to polling, FEP processing, inquiry schedul-
ing, queuing, etc. For most TP systems, therefore, local
batch usually results in low benchmark representativeness

and poor quality system sizings.

b. Real TP devices.

(1) A common benchmarking technique uses one or
more real TP devices to impose TP workload demands on the
SUT. This document defines two broad categories of TP
devices. One category, referred to as remote devices, is
composed of those TP devices where user workload demands
originate. Sample remote devices include interactive tele-
printers, remote batch terminals, and remote host systems.
The other category, referred to as intermediate devices, is
composed of those TP devices used to connect remote devices
to a host computer system. When used, intermediate devices
are configured between remote devices and host systems.
Sample intermediate devices include terminal cluster con-~
trollers and concentrators. When TP devices are installed
for a benchmark test, they may be part of a vendor's proposed
configuration and, therefore, may be under evaluation. TP
devices, however, may be extra components configured only to
test the SUT. Remote devices usually are operated by vendor
personnel who follow dialogues developed by each vendor from
user-provided scenarios,

(2) Real TP devices can impose on a SUT all the
types of TP workload demands that can arise in the user's
operational environment, and, therefore, potentially can
maximize benchmark representativeness. The degree to which
high representativeness and other benchmarking goals can be
achieved, however, depends primarily on the number of remote
devices needed for a specific benchmark test. A test involv-
ing more than a few remote devices is impractical because of
(a) the difficulty of training and coordinating the personnel
to operate the remote devices; (b) the low benchmark unifor-
mity and repeatability that results from the inevitable
variability and errors of human operators: and (c) the often
monumental time, cost, and physical spacc required to assemble
remote devices, communication lines, and operators for the
many benchmark mix executions nceded prior to and during an
LTD. Tests using less than five remote devices, however,
can be conduct2d by most vendors without large investments
of time and funds and within acceptable levels of uniformity
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and repeatability. Unless a SUT has little TP capacity,
however, five remote devices alone cannot produce thic volune
of TP workload demands usually needed for high benchmark
representativeness and high quality system sizing. Real TP
devices, therefore, should not be used alone for capacity
tests of SUT's intended to support large volumes of TP
workload demands. Real TP devices are well-suited for
functional tests, because thesec tests almost always can be
conducted with one or two remote devices and device operators,

(3) The use of real TP devices for benchmark
tests affects both the acquisition time and costs for vendorg
and the probable level of competition. The magnitude of the
effect depends not only on the number of devices needed for k
a test, but also on whether or not the vendors bid the TP :
devices as part of their proposals. When a vendor bids TP
devices as part of its proposal, that vendor usually is
willing to install and operate one or two of each specific
make and model device bid. When a vendor does not bid TP
devices, however, the vendor often does not have, and is
reluctant to acquire, the make and model TP devices desired
by the user. This is particularly true when a device is not 1
part of a vendor's product line. When a user decides to 1
employ real TP devices that are not bid by a vendor, the
user should either (a) permit the vendor to substitute TP
devices of the same generic types as the specific devices
desired or (b) provide the specific devices to the vendor
for use during the preparation and conduct of tests.

(4) when a Federal agency employs real TP devices :
for a benchmark test, the agency shall not require a vendor to -
physically install and operate for a single test more than '
five remote devices of any combination of types and character-

istics. When a vendor bids the TP devices, the agency may &
regquire the vendor to install and operate up to two TP i
devices of each specific make and model bid, provided that

the total number of remote devices is not more than five. %
When a vendor does not bid the TP devices, the agency may

reqguire the vendor to install and operate up to two remote :
devices of the same generic type as the device desired,

provided that the total number of remote devices is not more

than five.

¢. Remote terminal emulation.

(1) Remote terminal emulation, like real TP
devices, can be used to impose on a SUT all the types of TP
workload demands that can occur 1n a user's operational
environment. In practice, the specific workload types that
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can be imposed depend upon the remote terminal emulation
capabilities available for a test. Chapter 5 defines the
remote terminal emulation capabilities that (a) Government
agencies are permitted to require vendors to provide for
capacity tests conducted at vendors' facilities during TP
system acquisitions and (b) should be common among all
computer system vendors participating in Federal TP system
acquisitions. A user should study these specifications
before deciding whether or not to use remote terminal
emulation during a specific acquisition.

{2) The primary advantage of remote terminal
emulation over local batch and real TP devices is emulation's
ability to impose on a SUT high volumes of TP workload
demands, including the workload demands produced by TP
software utilities, TP overhead processing, and data trans-
mission. For a SUT designed to support large numbers of TP
devices and/or a high volume of data transmission, remote
terminal emulation is the only practical benchmarking tech-
nique for achieving high benchmark representativeness and
high quality system sizing. Vendor time and cost are usually
lower with emulation than with real TP devices when more
than five remote devices and device operators are used in a
single test. When vendors and users follcw the emulation
guidance and specifications contained in this handbook, high
benchmark repeatability and uniformity can be achieved and
benchmark discrepancies can be minimized. Well-defined
performance measures are available with emulation for equita-
bly comparing SUT performance.

(3) The primary disadvantages of remote terminal
emulation are based on the limited availability of RTE's and
the high vendor costs for emulation benchmark tests. While
almost all manufacturers of medium and large TP systems have
RTE's and extensive benchmark test facilities, some minicom-
puter and plug-compatible mainframe vendors have little or
no benchmarking or emulation capabilities. The mandatory
use of remote terminal emulation, therefore, may reduce the
level of competition in some acquisitions, particularly for
minicomputers. Another disadvantage is that RTE's typically
cannot be used at a user site, because (a) most vendors do
not distribute RTE software and (b) most user sites do not
have sufficient hardware to conduct an emulation benchmark
test. A user, therefore, typically cannot execute the
benchmark mix, including emulated TP devices, during final
preparation and integration of the benchmark mix. For the
same reasons, an emulation benchmark test cannot be repeated
at a user site for installation verification. Vendor time
and cost to conduct an emulation benchmark test is usually

CH 4-6 12




August 1979 FPR 1-4.11

higher than for a test using only local batch or a few real
TP devices, and reflect the personnel hours, the SUT and RTE
hardware costs, and machine time needed to prepare each
script and to execute repeatedly the total mix during system
sizing. A vendor with emulation capabilities, therefore,

may decide not to compete in an acquisition if the probable
value of the resulting contract is too small to justify the
vendor's time and cost to conduct emulation benchmark tests.
User time and cost to design, prepare, and document emulation
bencnmark tests typically are also higher than for other
tests, and reflect the effort needed to develop scenarios

and procedural documentation. (User time and cost to develop
a single scenario is about the same whether real TP devices
or an RTE is used; more scenarios, however, are typically
developed when an RTE is used.)

(4) Each vendor's RTE primarily emulates only TP
devices in that vendor's product line. It is impractical
for an RTE to emulate correctly all the specific make and
model TP devices that all users desire to represent for test
purposes, because of the enormous number of different devices.
Therefore, when a vendor bids TP devices, a user can expect
the vendor to emulate the specific make, model, and opera-
tional characteristics of the devices bid. When a vendor
does not bid TP devices, however, a user must allow a vendor
to emulate a TP device of the same generic type as the
specific make and model device desired by the user. Chapter
5 defines the generic device types and characteristics that a
user may reguire vendors to emulate.

{5) Each Federal agency shall choose for itself
whether or not to use remote terminal emulation during a TP
system acquisition. The choice necessarily depends upon the
specific circumstance of each acquisition and primarily
reflects the user's judgements about:

{a) The criticalness of the user's ADP
mission requirements; e.g., the potential loss if the acquired
system is unable to satisfy user requirements;

(b) The types and volumes of TP workload
demands;

(c) The estimated total dollar value of the
resulting contract;

(d) The increased benchmark representativeness
and gquality of system sizing that would result from using
emulation, and the value of the increases to the user;
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(e) The amount and availability of user
personnel, time, and funds needed to use emulation;

(f) Possible disadvantages due to increased
vendor marketing costs and the potential reduction in compe-
tition; and

(g) The levels of mission and cost risks
acceptable to the user.

(6) It is recommended that remote terminal emula-
tion not be used for any functional tests. Except under
extraordinary circumstances, such as extreme mission criti-
calness, remote terminal emulation also is not recommended
for any capacity test when one or more of the conditions
listed below apply. 1In all other circumstances, no general
recommendations can be given.

(a) The estimated total amount of the result-
ing contract is not more than $400,000. The estimated total
includes the costs of all hardware, software, maintenance,
etc. for the initial and all optional years of the contract.

(b) A total of no more than five remote
devices would be emulated for the capacity test.

(c) The total estimated TP workload on the
SUT, as quantified by such indicators as the total CPU time
or disk I/0's attributable to TP workload demands is less
than 15 percent of the user's total workload; sample TP
workload demands include TP overhead processing, TP utili-
ties, and TP applications.

(7) wWhen a Federal agency chooses to use remote
terminal emulation during its TP system acquisition, the
agency shall follow all mandatory, RTE-related acguisition
policies, regulations, procedures, and guidance in effect at
the time of the acquisition. (An agency shall contact GSA
if, due to extraordinary circumstances, it desires to deviate
from these mandatory, policies, regulations, procedures, or
guidance.,) It is mandatory that all RTE's used during LTD's
will be provided and operated by the vendors participating
in the acquisition. The agency may require vendors to
provide any combination of the emulation capabilities defined
in this handbook, provided the agency has determined that
the emulation capabilities are needed to determine the
capacity of the SUT hardware and software components actually
bid by each vendor. Therefore, for a particular acquisition,
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an agency may reguire all vendors to provide the emulation
capabilities needed to determine the capacity of the mandatory
support items. For desirable (optional) support items, an
agency shall require only those vendors who bid the desirable
items to provide the emulation capabilities used to determine
the capacity of the desirable items. Regardless of the
mandatory and desirable SUT support items, however, an

agency shall not require emulation capabilities that are not
explicitly defined in the handbook. An agency shall also

not require vendors to provide any emulaticn capabilities

for benchmark tests conducted at the agency's site; e.g., a
pilot test, installation verification. (An agency shall
obtain a waiver from GSA if the agency desires to require
vendors to conduct emulation benchmark tests at the agency's
site for a major systems acquisition as defined by Office of
Management and Budget Circular A~109.) Wwhen the benchmark
instructions are released to industry, moreover, an agency
shall define clearly the emulation capabilities that vendors
must provide. An agency is permitted to declare a vendor
nonresponsive, and to disqualify the vendor from the acqui-
sition, 1f the vendor does not provide the subset of the
emulation capabilities specified in the handbook that the
agency determines is necessary to test the SUT. In all
cases, a vendor still retains the right to request from the
agency a waiver of any benchmark test and/or remote terminal
emulation requirement. The agency retains the right to

grant such waivers. (Agencies, however, should carefully
evaluate the effect of a waiver on benchmark represcentative-
ness and uniformity, as well as on the level of competition,
before granting the waiver.)

d. Combination of techniques. For some acquisitions,
a combination of two or three benchmarking techniques may be
needed in a single capacity test to achieve the desired
benchaarking goal levels. When remote terminal emulation is
used, it is recommended that, for each device type emulated,
one real remote device be installed and operated, up to a
total of five real remote devices. Real remote devices can
help verify many aspects of the test, such as dialogues and
values of some performance measures. Therefore, such devices
can help minimize benchmark discrepancies. Wwhenever such a
level of representativeness is appropriate, a user also can
employ local batch to represent background batch processing
and simultaneously can use real remote devices, and perhaps
emulation, to represent TP workload demands. Agencies are
urged strongly, however, to choose a level of complexity for
each capacity test (especially for tests using remote terminal
2mulation) that is appropriate to the criticalness of the

15 CH 4-6

R ke,
et

T e rAP

—

-




FPR 1-4.11 August 1979

mission and the probable dollar value of the resulting
contract. The level of complexity depends not only on the
benchmarking techniques used, but also on such factors as

the number and languages of batch jobs, the size and interrela-
tionships of test data, the number, length, and logical
complexity of scenarios, the number of emulated devices, and
the number of data communication links installed.

7. Scenario-workload correspondence

a. A scenario is a system- and vendor-independent
description of a group of TP workload demands to be performed
during a benchmark mix execution. A scenario usually should
correspond to the primary, self-contained unit of work for
eacih generic type of TP workload demand in the capacity
tests; e.g., a transaction or a document retrieval and edit.
Many different scenarios typically are used in a single
benchmark test. The scenario is the primary unit by which a
user describes the types and volumes of TP workload demands
in a test and expresses most TP execution procedures and
some reguired performance levels. For a user, therefore,
the scenario is the principal TP scheduling and reporting
unit for emulation benchmark tests. This handbook defines
~.tensive RTE capabilities for scheduling and reporting both
individual and groups of scenarios. (An RTE actually exccutes
scripts, not scenarios. Each vendor produces one or more
scripts to perform the workload demands contained in a
single scenario. The script language and structure is the
responsibility of each vendor and differs from vendor t»
vendor. The user, 1n turn, is responsible for verifying
that the scripts correctly impose the workload demands
described in the scenarios, and that all relevant test
procedures have been followed during the translation of sce-
narios tc¢ scripts.)

b. A scenario can consist of almost any arbitrarvy
group of TP workload demands. For example, a single scenario
can consist of (1) a complete timesharing user sessicn,
beginning with a logon, ending with a logoff, and lasting
over 30 minutes; (2) a single, short interactive function
(e.g., document retrieval and edit, data basc inquiry; that
does not include either logon or logoff, that assuies the
SUT and interactive terminal are ready for inpur whea the
scenaric starts, and that returns the SUT and termiral to
the same state when the scenario completes; (3) a series of
input transactions or remote batch printouts that, once
started, can only be ended from the RTE opecrator console;
and (4) a logoff sequence, followed by a random delay and a
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logon sequence, included in a benchmark mix so that a repro-
sentative number of logon and logoffs occur throughcut the
mix execution, In addition, the correspondence between a
user's TP worklouad demands and the scope of each scenario
(the scenorio-workloard correspondence) can be different for
each type of workload demand.

c. The scenario-workload correspondence can signifi-
cantly affect the benchmarking goal levels obtained in a
benchmark test, especially the time and cost of benchmarking,
the quality of system sizing, and the benchmark representa-
tiveness. A user, therefore, should carefully analyze and
select the scenario-workload correspondence for each type of
TP woriioad demand included in an emulation benchmark test.
It also is rvecommended, however, that scenarios be as short
and as simple as nossible, and not include any alternate
logical paths, logic checks, etc., because such complexity
usually increases both vendor time and cost to conduct the
tests and the chance of benchmark discrepancies. Instead of
alternate operations within a single scenario, scenario
scheduling rules should be used to control the types, volumes,
and distribution of TP workload demands in a test. Tn
general, a user should attempt to design each scenario so
that it is a simple sequence of inputs, outputs, and uelays.

8. Teleprocessing performance measures.

a. During the development of a benchmarking strategy,
a user must choose the performance measure(s) that he will
use to define the performance levels required for each
capacity test. 1In this step, a user selects only the perform-
ance measures, not the required value(s) for each measure.
The handbook describes in detail the TP performance measures
and summary reports that a user can require from vendor RTE's.
A user should study these before selecting TP performance
measures,

b. Throughput, the most basic TP performance measure
used during a capacity test, is defined in this handbook as
the number of user workload demands successfully complcted
within a predefined time. To use throughput, an agency must
specify (1) the exact types of workload demands to be com-
pleted, (2) the exact (or minimum) number of each type of
workload demand to be completed, and (3) the maximum elapsed
time allowed for the SUT to successfully complete this
number of workload demands. Throughput often is used to
define the required performance level for completing batch
programs. For example, the proposed system must successfully
complete one executien »f Program A, four executions of
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Progruam B, and two executions of Program C within an elapsed
time no greater than 36 minutes. For TP worklcad demands,
throughput can be used to define the required performance
ievel for completing scenarios. A user may specify throughput
requirements for each individual scenario or for user-

{ detined scenario groups. For example, within 62 minutes

the proposed system must complete successfully 22 executions
of Scenario A and 16 executions of Scenario B; within 50

: minutes, the system must complete successfully at least 90
scenarios from Scenario Group I and at least 65 scenarios

trom Scenario Group II., Throughput can also be used to

define the required performance levels for completing from
one to 20 different vendor-independent user functions. A
user function is a single, logically related user work item
included in a scenario, and each vendor may require a

— e o

different number of operator inputs and SUT outputs to
accomplish the same user function; e.g., replace all occur-
rences of "estimated cost" in a document with "estimated i
| price"” and, after the replacement, display the changed '
sentences; complete an order-entry transaction. For TP
workload demands, a user also may employ throughput with a
single pair of data transmissions exchanged by an emulated

TP device and a SUT; e.g., a single timesharing command and
the resulting SUT output, a one-line inquiry and the result-
ing SUT response. Such application-related exchanges of

data transmissions are called application I/0 pairs and vary
greatly from vendor to vendor and from SUT to SUT. {See
chapter 2, part 2.) In many cases, a user may not be able

o identify uniguely an application I/0 pair that can be

used for comparing the performance of different SUT's and,
therefore, may not be able to use throughput with application
I1/0 pairs.

C. lurnaround time is an important TP performance
measure used during emulation benchmark tests and is the
time interval between the initiation of a user workload
demand and the successful completion of that workload demand.
To use turnaround time to define the performance levels
required for completing workload dema=ds, an agency must
specify precisely the workload demands to be completed and

3Chapter 5 specifies emulation capabilities for the
definition, scheduling, and performance analysis of up to
20 different scenario groups. A uscr may prefer to treat
sevoeral Jdifferent scenarios as a group, especially when all
Lar soanarios in a group correspond to variations of the |

soac goneric workload type; e.g., Scenario Group I corres-
ponds to interactive document preparation and includes three
i far v o seenarios in certain proportions.
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some statistical description of the elapsced time zllowed for
the SUT to successfully complete cach occurrence of each
workload demand. Turnaround time can be used with scenarios,
scenario groups, and user functions. Chapter 5 specifies
that the following turnaround time statistics be available

in RTE log summary reports: average, minimum, maximum,
median, and up to four optional, user-defined percentile
levels. The following are examples of how an agency car use
turnaround time to define the regquired TP performance levels:

(1) For all successfully completed exccutions of
Scenario A, the average turnaround time must not exceced 14
minutes, and 95 percent of all the turnaround times must not
excced 16% minutes,.

{2) For all successfully completed exccutions of
all scenarios in Scenario Group I (document preparation),
the average turnaround time must not exceed 20 minutes, 80
percent of the turnaround times mast not exceed 22 minutes,
and no turnaround time may exceed 25 minutes.

(3) For all successfully completed occurrences of
User Function 1 (order entry transaction), 60 percent of the
turnaround times must not exceed 4 minutes, and 98 percent
may not exceed 6 minutes.

a. Response time is another TP performance measure
sometimes used during capacity tests. Response time, defined
only for interactive workload demands, is defined in this
handbook as the elapsed time from the last keystroke of an
operator input at an interactive remote device until the
first printable character of Ehe resulting SUT response
appears at the user's device. To use response time during
emulation benchmark tests, an agency must (1) identify
precisely one or more interactive workload demands so that,
for every SUT of every participating vendor, each demand is
accomplished by a single application 1/0 pair; (2) deternine,
for every SUT of every participating vendor, that the first

4This basic definition of response time, developed to

be technically wvalid, consistent, and practical for all
vendors during emulation benchmark tests, is to be used by

all RTE's that satisfy the emulation specifications contained
in this handbook. Agencies shall use this definition with
emulation benchmark tests during system acquisitions, even
though this definition differs from the definition of response
time contained in FIPS PUB 57, "Guidelines for the Measuroment
of Interactive Computer Service Turnaround Time and Response
Time."
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printable character of the resulting SUT output actually
irndicates that the SUT has conpleted the workload demand;
and () specify a statistical description of the response
timos wlloved for the 50T to successfully complete each
occurence of cach workload demand. Response time can only
be used with application I/0 pairs. The following response
time statistics are available in RTE summary reports:
average, minimum, maximum, median, and up to four optional,
user-detfined percentile levels.

e, A user should carefully evaluate each TP performance
measure before selecting the measure(s) to be employed in a
capacity test, because the measures employed are critical to
the benchmarking goal levels achieved. When several different
{ generic types of workload demands are included in a single
2 benchmark test, a user may decide to use a combination of
performance measures. Increasing the number of performance
reasures in a test, however, also increases (1) the complexity
3 of the test, (2) the chance of benchmark discrepancies, and
: {3) the difficulty, time, and cost for vendors to achieve
® high guality sizing. In addition, increasing the number of
measuraes may not significantly improve benchmark representa-
tiveness. Therefore, a user typically should attempt to
minimize the number of different measures employed. It is
recommended that in each capacity test agencies use throughput !
as the fundamental TP performance measure. Throughput is
the most vendor- and system-independent measure, and often
is the most mission-oriented measure as well. The use of
throughput also encourages high benchmark representativeness
and uniformity and reduced benchmark discrepancies. In
addition to batch jobs, throughput typically should be
employed with scenarios and/or scenario groups, but should ‘
not be used with application I/0 pairs. When an agency 3
3 decides to use other TP performance measures together with
: throughput, it is further recommended that the agency choose
L turnaround time, and use it with scenarios, scenario groups, f
and/or user functions. The required values of turnaround z
time should be defined in terms of averages and/or percen-
tiles, not as absolute permissible values.

L T

X

£. In emulation benchmark tests involving up to several
hundred emulated TP devices and data communication links,
transient hardware and software problems sometimes occur
that can cause a small number of emulated devices and/or a

R e

small number of scenarios to abort. In many previous acquisi-
tions, these tests wer= declared invalid and had to be
repeated. This increases benchmarking time and cost. When

the failures are statistically small, such as one scenario
failure out of 200, the wvalue to either the vendor or the
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agency of repeating the test is questionable. Agencies
should evaluate the significance of such benchmark discrepan-
cies before a test is declared invalid and repeated. 1In
capacity tests using throughput as a performance measure,

one possible approach for accommodating such a small number
of failures is for the agency to (1) define a minimum number
of each type of workload demand that must be completed
successfully, instead of an exact number, and (2) permit

each vendor tc configure more links, emulate more devices,
and complete more scenarios than the minimum required so

that a minor failure would still allow the vendor to meet

the required performance level and, thus, avoid a repetition
of the test. Each vendor would be responsible for choosing
the numbers and types of "extra" workload demands in such a
test, based on the vendor's experiences and, perhaps, limited
by an agency-defined maximum; e.g., 2 percent or 5 percent.
This approach is only feasible, however, when an agency
provides sufficient procedures and benchmark test elements,
such as data files and transactions, so that additional
workload demands can be added to the benchmark mix.

g. It is recommended that agencies not use response
time with capacity tests during TP system acquisitions. The
relevance and technical validity of comparing two TP systems
by their response times decreases as the differences increase
between the dialogues and application I/0O pairs used to
complete identical workload demands. The most critical
differences are (1) the number and complexity of operator
inputs, and (2) the significance of the first printable
character of the SUT output resulting from each operator
input. It is impractical for an agency to mandate and
achieve identical numbers and complexities of operator
inputs for all vendors, except for agency-supplied TP appli-
cations where the dialogue and application I/0 pairs are
identical for all SUT's. Each vendor, therefore, develops a
dialogue for each scenario that will lead to the best values
for the performance measures used in the test. The use of
response time to define the performance levels required in a
capacity test, therefore, often lowers benchmark representa-
tiveness and uniformity and the quality of system sizing.

h, For emulation benchmark tests, it is recommended
that agencies use only the TP performance measures and
performance reports described in this handbook. The measures
are well-defined and technically consistent for all vendors,
and the reports provide sufficient information and flexibility
to compare the performance of almost all TP systems. The
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use of these measures and reports also will reduce benchmark-
ing time, cost, and discrepancies for users and vendors. If
an agency desires additional TP performance measures and/or
reports, the agency shall prepare any and all RTE log reduc-
tion and report generation programs needed to produce the
additional reports. It is mandatory that all agency-prepared
log analysis programs be in an ANSI standard language

{e.g., COBOL), use the RTE Log Summary Tape (described in
chapter 5, part 6) as input, and be fully described and
distributed to vendors when the benchmark instructions are
released.

9. Methods for representing changing workload.

a. A user typically prepares capacity tests to size
the proposed system at several points throughout the contrac-
tual life of the acquisition. This requires the user to
design and prepare benchmark test elements that reflect
projected changes in the types and/or the volumes of workload
demands. A user typically employs one of three basic methods
to reflect in benchmark tests the changing workload: (1)

Use the same benchmark mix with different (typically better)
required levels of performance, (2) use different benchmark
mixes with different performance levels, or (3) use different
benchmark mixes with the same required performance levels.

b. The representation of changing workload demands by
using different required performance levels with the same
benchmark mix is based on the following assumption: If a
SUT can execute some Volume V of workload demands within
some performance Level L, then that SUT has the same capacity
as another SUT that can execute n times Volume V within n
times performance Level L. For example, a system that can
complete a mix containing 100 batch jobs within 60 minutes
is assumed to have the same capacity as an another system
that can execute a mix of 50 jobs within 30 minutes. (The
two mixes also must contain the same proportions of each
type of workload demands.) This assumption permits a user,
for example, to represent a doubling of workload demands by
reducing by half the permitted completion time for the same
mix, instead of by doubling the volume of demands in the
mix, This approach reduces a user's time and cost to prepare
different mixes and also reduces vendors' time and costs to
conduct benchmark tests. A user readily can reflect fraction-
al workload changes, because the numbers used to express
performance levels (minutes) can be adjusted in finer preci-
sion than most units of workload; e.g., batch jobs or inter-
active sessions., This assumption is not valid, however, for
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all types of workload demands and all performance measures,
especially for workload types and measures that incorporate
operator actions and delays; e.g., tape mounts, think time,
It also is usually true that much more than twice as much
capacity is required to reduce response time hy half. This
approach also cannot represent the additional TP overhead
needed to support more simultaneously active remote devices,
nor can it represent changes in the types of workload demands.
For TP systems, this approach often results in reduced
benchmark representativeness and poorer quality system
sizing than other approaches for reflecting workload changes.

c. The representation of changing workload demands by
using different benchmark mixes with different required
performance levels provides the user the greatest flexibility
to design and prepare benchmark tests. A user can adjust
the contents of each mix and each required performance level
to maximize benchmark representativeness and the quality of
sizing. For example, TP workload demands may be changed to
reflect different numbers and types of concurrent remote
devices and TP demands, but batch demands may remain constant.
The required minimum scenario turnaround time may remain
constant, reflecting constant user needs, while the maximum
allowable time for completing the batch demands may be
reduced. The primary disadvantage of this approach for
representing workload change is the increased complexity of
the benchmark tests and, therefore, greater user and vendor
time and cost to design, prepare, document, and/or conduct
the tests. Changes to the required performance levels also
may depend on the assumption described above, and, thus,
actually may result in reduced representativeness,

d. The representation of changing workload demands by
using different benchmark mixes with the same required perfor-
mance levels allows the user the flexibility to modify the
types and volumes of workload demands in a mix without the
additional complexity of simultaneously adjusting some or
all performance levels. For most TP acquisitions, this
approach can be used to achieve an appropriate level of
benchmark representativeness and quality of sizing. Most TP
systems, 1in foct, grow by adding concurrent users who desire
constant levels of performance, not by reducing think time,
type time, or required performance levels. The principal
disadvantages of this approach, compared to other approaches,
are (1) the additional user time and costs that may be
needed to prepare and test a greater number of different
benchmark mix elements, particularly batch elements, and (2)
the reduced ability to reflect fractional workload changes,
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which results from the granularity of the user work items;
e.g., 5 percent growth in 30 active terminals. These disadvan-
tages, however, can be fewer than the advantages obtained
through reduced test complexity and increased benchmark
representativeness and quality of sizing.

10. Workload scheduling procedures.

a. During the development of a benchmarking strategy, i

a user should carefully analyze and select the general
procedures (if any) to be used by the vendor to schedule
workload demands during the conduct of each capacity test.
Worklcad scheduling procedures can impact significantly the
benchirarking goal levels achieved during an acquisition,
especiilly benchmark representativeness and uniformity,
system sizing quality, and acquisition time and cost.
Because agencies have some control over the scheduling of
batch workload demands in most operational systems, they
typically use few workload scheduling procedures in capacity

3 tests of batch systems and, therefore, allow vendors reason- é

' able flexibility to demonstrate SUT efficiencies by schedul-

ing. 1In operational TP systems, however, agencies often

have little or no control over the scheduling of TP workload !

demands from remote devices. 1In capacity tests of TP systems,

therefore, agencies may need to use several procedures for

scheduling scenarios, reflecting the arrival rates, sequences,

distributions, etc., of TP workload demands projected in the

user's operational environment. Most scenario scheduling o

[ N

procedures are grouped into two classes: (1) Procedures
o describing how TP workload demands are scheduled at the ,
) start of the mix execution (the starting conditions) and (2) S

procedures describing how TP workload demands are scheduled
during the timed portion of the mix execution. Chapter 5
defines several RTE features for implementing various scenario
scheduling procedures.

b. Scenario scheduling procedures describing the
starting conditions for a capacity test can reduce several
potential benchmarking problems. One such problem is a
highly unusual distribution of TP workload demands at the
start of the timed portion; for instance, 70 interactive
terminals attempting to logon within the first minute of the
mix execution or all emulated remote devices issuing a file
access command almost simultaneously. Another potential
problem is lock-step, which occurs when several emulated TP
devices that are simultaneously using the same scenario
g perform the same action at the same time. Lock-step can

occur because identical scenarios (1) are scheduled to start
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simultaneously and/or (2) meet long delays at a common w
point (such as requesting file I/0), which allows later

scenarios to "catch-up" to earlier ones. The long elapsed

time sometimes required at the start of a test to achieve

the desired distribution of types and volumes of TP workload i
demands (the long benchmark head) can decrease benchmark } i
representativeness and increase benchmarking time and costs; P
this potential problem can be reduced by sophisticated start-

ing conditions.

c. Several scenario scheduling procedures have been
used to describe starting conditions that reduce some or all
of these potential benchmarking problems. One procedure is
to allow vendors to choose the starting condition best
suited for each SUT; this approach, however, can reduce
benchmark uniformity and representativeness, as well as the
quality of sizing. Another procedure is to require some
; number of scenarios to logon prior to the start of the timed
) portion of the mix execution; this approach alone will not
1 significantly reduce lock-step or the unusual distribution
k of TP workload demands at start-up. Another procedure is to '
F | reguire all identical scenarios to be staggered at the start
of the timed portion of the test. For example, if eight
emulated TP devices are scheduled to start a test using !
& Scenario A, the user can divide the scenario into seven
parts of approximately equal duration and require the sce-
narios to be staggered on the emulated devices as illus-
trated in figure 4-10., The staggering can be performed
using the suspend and restart features described in chapter :
5, part 4. These features also provide the user time to "y
examine selected emulated devices to verify the staggering
before the start of the timed portion of the test. The user "
can raise or lower the required number of scenarios to be g
completed during the timed interval, depending on whether or
not the user includes the scenarios begun before the timed
interval.

d. A user should select procedures to describe how
scenarios are scheduled during the timed portion of the test
that (1) reflect the arrival rates, sequences, distributions,
etc, projected to occur in the user's operational environment;
(2) reduce the likelihood of lock-step; and (3) shorten the

] 5In addition to scheduling procedures, techniques for
. reducing lock-step include random think-times and enough

g unique scenarios so that no more than 10 percent to 15

{ percent of the active TP devices are ever using identical
‘ scenarios simultaneously.
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benchmark head. One procedure which can reduce the likelihood
of lock-step and shorten the benchmark head is to allow
vendors to schedule all scenarios so that at least one
scenario is active at every point during X percent of the
timed interval; however, this technique can reduce benchmark
representativeness and uniformity. Another procedure is for
the user (1) to preassign every execution of every scenario
on every TP device and, perhaps, (2) to permit vendors to
adjust the delay time between the end of one scenario on a
device and the start of the next scenario on that device
{the interscenario delay), so that each emulated device is
active X percent of the timed duration. This approach is
straightforward and increases benchmark uniformity, but it
requires more user effort and unknowingly may favor one SUT
over another. Another approach is initiation control,
described in detail in chapter 5, part 4. 1Initiation control
uses the total history of all scenarios started during a
benchmark mix execution to keep the cumulative percentage of
each scenario initiated as close as possible to any agency-
specified percentage; e.g., 14 percent Scenario A. This
technique maximizes benchmark uniformity without favoring
any SUT. When using initiation control, a user also nray
permit vendors to adjust interscenario delays to spread TP
workload demands throughout the timed portion of the test.

11. Benchmark verification techniques.

a. General.

(1) To minimize benchmark discrepancies, a user
must develop a verification strategy that includes (a) the
specific technical and procedural aspects of each benchmark
test that will be verified, (b) the magnitude of discrepancies
that will be allowed before the test execution is declared
invalid, and (c) the verification techniques to be used and
the thoroughness of the application of each technique. The
use of remote terminal emulation increases the potential for
discrepancies, primarily because it increases benchmark test
complexity. For emulation benchmark tests, moreover, a
user's verification strategy also should include techniques
for verifying that each vendor's RTE meets the emulation
specifications required by the agency, because vendor compli-
ance with the specifications in this handbook will not be
certified by a central Government group.

(2) The verification techniques used during an

emulation baenchmark test can greatly affect the benchmarking
goal levels. For example, some techniques can significantly
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Ancrease acquisition time and costs for the user and vendors,
aind other techniques can reduce benchmark representativeness.

Mo-en oo, the set of verification techniques used in a
Toogte tost sometimes increases the likelihood of benchmark

racrevancies, because of the increased complexity of the
test reocedures required by the techniques. Therefore, a
uscr st carefully evaluate both the individual and collec-
t.v «ttects of the techniques on all benchmarking goals
betor: finalizing the verification strategy. It is recomm-
en vt that a user employ the simplest verification technicues
neces ary to be confident that the probability and magnitude
of discrepancies do not invalidate the test. A user shouvld
omit any verification technique of questionable value.

(?) Summarized below are the principal tocchniques
for verifying the TP aspecis of emulation benchmark tests.
These verification techniques are grouped azcording to the
time neriod during which each is applied: (a) During bench-
mark mix preparation, (b) prior to mix execution, (¢) during
mix execution, and {(d) after mix execution. Some of thesc
tochnigues depend on emulation capabilities described in
chapter 2, All of the verification techniques pres=anted below
should not be employed in a single test. During the develop-
nent ot the benchmarking strategy, a user should carefully
evaluate these techniques and select the best combination for
that nser's acquisition. (The selected techniques often will
be vged with other technigques that are needed to verify other
aspects of the test; e.g., inspection of batch program source
coue ir.d SUT hardware.) In the LTD documentation given to
vendors, a user should describe clearly all verification
toctinl ues to be employed during the acquisition.

LA During benchmark mix preparation.

(1) Date and time of day. A user can define
sceni rios that access the RTE Lystem clock and use the date
and/or time of day values within input messages; e.g., an
edit command. Scenarios that request the current time of
day from the SUT can also be defined. By employing one or
betr of these features, and by resetting the values of the
RTE and SUT system clocks to different, arbitrary values
1mmediately before the start of a mix execution, a usct «ar

CH 4--1" 28




|
'

e A i M e

August 1979 FPR 1-4.11

cause data to be stored in SUT data files and/or the RTE log
file{(s) that will indicate whether the scenarios were com-
pleted during the mix execution.

(2) RTE log messages. A user can define scenarius
that send a message of up to 40 characters to the RTE log
file. The log file will also include the time of day and
the identifier of the device using the scenario. A user can
use RTE log messages to note significant events during a mix
execution; e.g., start and end of each scenario. After the
mix execution, an RTE log report can be produced that
includes only these RTE log messages. This report can be
used to verify the number, sequence, types, etc7 of scenarios
initiated and completed during a mix execution.

(3) Controlled variability. An important verifica-
tion technique is to include limited, controlled variability
in the benchmark test design. A user can define think time
values and interscenario delays by specifying the following
basic statistical distributions: truncated negative expo-
nential, truncated gaussian, and uniform. A user can define
scenarios that select, in a uniformly random order, entries
from tables of character strings and that incorporate the:
selected strings in input messages. The random number seed
used to produce all statistical distributions can be specified

6A similar verification technique is to require the
vendor to broadcast a user-defined message from the SUT to
all active terminals (real and emulated) at a user-chosen
time during the mix execution. This technique is not recom-
mended because (a) the same degree of verification can be
obtained using the date and time of day, (b) not all SUT's
and application systems provide such broadcast capabilities,
and (c) an unexpected data transmission could be interpreted
incorrectly by an RTE as the response to the previous input
transmission, causing transient or irrecoverable emulation
errors during the mix execution,

7A related verification technique is to require each
scenario to send one or more messages to the RTE operator
conscle. This technique is not recommended because these
messages often (a) cverload the RTE console, (b) cause severe
performance degradation in the RTE, (c¢) result in incorrect
think time, interscenario delays, etc., and/or (d) appear too
rapidly for a user to employ effectively for verification.
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by the user immediately prior to each benchmark mix ex»ccution,
A user can also specify that scenarios be initiated using

the initiation control scheduliny technique, which dynamically
schedules scenarios to emulated devices acccrding to bath
user-specified percentages and the histcory of scenario
initiations during a given mix execution. When one or more

of these capabilities is properly employed to create con-
trolled variability in a test design, a user can greatly
reduce the likelihood that a vendor has takeu advantage of
certain characteristics of the benchmark test to improperly
improve performance. (These capabilities can also increase
benchmark representativeness by including in the test any
statistical variability that naturally occurs in operational
environments.) When employing these capabilities, however,

a user must be careful to ensure that appropriate levels of
benchmark uniformity and repcatability also are achieved. ;

C. Prior to benchmark mix execution. I
B (1) Agency-vendor communication. The most impor- i

tant method of minimizing benchmark discrepancies is the
exchange of technical, benchmarking infeormation betwecn a o
user and vendor. Because of the complexity of many emulation !
benchmark tests, agency-vendor communication is more critical
in acquisitions using remote terminal emulation than for
other acquisitions. Agency-vendor communicatior is discussed
in detail in chapter 4, part 4.

{2) Review dialogues. At the start of an LTD, a i
user can obtain and review copies of the dialogues prepared
by the vendor from the scenarios. A user can decide to
inspect all or only selected dialogues. The inspection can
reduce the likelihood that the vendor has (a) misunderstood !
a scenario or benchmark test procedure and (b) developed a ‘
dialogue that relies on certain characteristics of a scenario ]
to improperly improve SUT performance; e.g., execution of a
series of interactive commands stored on the SUT. !

(3) Review data communication interface. At the '
start of an LTD and’or before ea:h benchmark mix oxccutiorn,
a user can review the hardware and software 2lemrnes ot thoe A
data communication interface between the 3UT and the RTE(s) ‘

and between the SUT and any real TP devices. The review can

consist of both technical discussions and phvs-cal insprotion
i of hardware and software. Elements that might Yo rovicoed

include, for example, the numnber of physical dita ~awmin ca=

tion links between the SUT and RTE, the specdae and clockiag
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componeintts touo thwe links, the link protocol used by each

link, the FEP solftware in the SUT, and the transmission

buffer sices in the SUT. The user can also verify that the

SUT setrvice riority assigned to the real TP device(s) is

identical tu the priority assigned to the emulated devices.

Reviews such as these can increase the chances that the test '
reflects the data communication interfuce desired by the

user.

(1) Review and/or change the contents of SUT data
files. Betore cach henchmark mix execution, a user can
review selected portions of all or scme data files that are
stored on thoe SUT and that will be used by scenarios. If
carefully done, a user can also change portions of selected
SUT data riles. All changes must not appreciably affect the
execution characteristics of the scenarios. The changes can
be made immediately before the start of each benchmark mix
execution when little time is required to change each data
[ file; e.g., execute interactive commands to replace a few
i data e¢lements. However, 1t 1s mandatory that the changes be
made only once and on the first day of the LTD when the
changes require large amounts of time to complete; e.g.,
reload significant portions of a data base., Reviewing
and/or chanuying the contents ot SUT data files can help a
user determine whether or nct all scenarics were successfully
completed during a mix coxecution.

e | o e e

(%) review and/or change the contents of input data

tables. A user can define scenarios that select entries

s from tables or cnaracter strings stored on the RTE and that

- incorporate the entries in 1nput transmissions sent to the

! SUT. Before each mix execution, a user can review the

contents of one or more input data tables. On the first day

: of an LTL, - aser an also change the contents of all or

4 selectea 1nput data tables. Tt 1s mandatory that such
chianges 0 not appreclably atfect the scenario execution
characteristics. Reviewlng and/or changing the contents of
tniut dara tables can reduce the likelihood that a vendor
has tuaken advantage of certain characteristics of the bench-
mark mix to improperly improve SUT performance.

d. During benchimark mix execution.

! (1) Real remote device. A user can reguire
vendors to tnstall and operate one real remote device for
cach type of Jdevice emulated, up to a total of five real
remote devices, When the LTD documentation is initially
released to vendors, a4 user can require that a particular
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gscenario be completed on a real remote device. Using a
stnpwatch, a user can time certain aspects of the execution
of the scenario on a real device. These manual timings
alone should not be used to determine whether or not required
performance levels were achieved during a mix execution,
because in almost all cases too few timings can be taken
manually for the results to be a statistically valid indica-
tion of the performance levels f{our the total benchmark mix
execution. However, the timings can indicate how thoroughly
a user should examine the performance levels recorded in the
RTE log files. The use of a real remote device can also
help verify that the dialogue properly reflects the scenario.

C o, -
L

{2) Benchmark mix execution status information.
A user <an obtaln several types of information about the
benchmark mix execution from the RTE system during the mix
execution., Every 10 minutes, the RTE will identify automati-
cally any emulated remote device suspected of having incor-
rectly stovped exchanging messages with the SUT. Upon

! reqguest, a user can obtain the general status of all emulated

' remote devices and the status of a specific remote device. ‘
{Sew chapter 5, part 4, paragraph 15 for a complete descrip-

' tioa oF the status information available.) With no advance
natico Lo a vendor, a user can request and obtain status

information at any time during a benchmark mix execution.

This niormation can help a user (a) determine if all emulated

remote devices were represented correctly during a mix

execution and (b) identify those portions of the RTE log

file that shouid be examined in detail after completion of

the mix execution. -

(3} Data communication line monitor. A user can
require the use of one or two data communication line monitors
during a benchmark m.x execution, and can select the .vecific
data communication link(s) to be monitored immediately
before the start of a mix execution. (See chapter 5, part
3, parayraph 12.) A line monitor is a portable device that
is independent of both the RTE and SUT and is designed
specif cally to analyze data communication links and data L
transm.ssions. The analysis capabilities of these devices :
vary bv make and model, but example capabilities include (a) {
displaying ir real time all application and control data };
characters transmitted in both directions over a data communi-
cation link; (b) recording all data characters transmitted
over a link; (c) timing the durations between the transmis-
sion of cortain predefined data characters; (d) counting the
ocecurrences of certain data characters in transmissions; and
(e) displaying, timing and/or counting certain events after

——
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the completion of a mix execution by replaying in real time
all data characters transmitted over a data link. Because a !
line monitor is independent of the RTE and SUT and is desigrned v
not to affect the data link being monitored, this verificztion

technique can accurately determine the character set, linc :
protocol, and messages actually used during a mix execution, + 1
The technique can also verify the accuracy of the time- j
stamps in the RTE. A user should employ a line monitor,
however, only when such detailed verification is necessary
and when the user has personnel who have detailed experience
with these devices. Before the LTD, a user should also prac-
tice with the line monitor using a real remote device anca
example dialogue.

e¢. After benchmark mix execution.

{1} Review the contents of SUT data files. Afteor
each mix exccution, a user can review selected portions of
( all or some SUT deta files that were modified by scenariocs,
: This verification technicgue can help a user determine if all
scenarios were successfully completed during a mix execution.

(2) RTE log analyses. Chapter 5, part 4 defines
the analyses that a user can require a vendor to perfocrm on
the RTE log filels) created during a benchmark mix exccutiorn,
A user can require any combination of these analyses for use
in verifying a benchmark test. The RTE Log Summary Report
provides the most detailed data for verification. After the
mix execution, a user can request this report for one or
more emulated devices chosen, at that time, either at random
or because of some indication of a potential problem; e.u., N
mix execution status information or line monitor display. V4
(A user should not request this report for all emulated
devices because of the enormous volume of the resultinc
output.,) The RTE Log Summary Report can also be used to '
produce a listing of only the RTE log messages directes to ;
the log by scenarios. Other available analyses include an g
RTE Log Summary Tape and a listing of all RTE operator I
console activity. Except for the RTE Log Summary Report, ;
all RTE log analyses shall be defined in detail in the LTD
docunentation provided vendors.

12. Benchiarking for installation verification.

a. A user occasionally requires a benchmark test that
had been conducted during the LTD to be repeated on the
initial system configuration installed at the user site.

The objective of the test repetition is to verify that the
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initially installed system has at least the same capacity as
the system tested during the LTD, i.e., installation verifi-
cation, The test repetition is performed by vendor personnel,
is conducted before the start of the contractual acceptance
test period, and is not a part of the acceptance test
procedures. When remote terminal emulation is used during

a benchmark test, however, an agency shall not require a
vendor to repeat the emulation benchmark test at the agency's
site. This restriction is needed primarily because (1) most
users do not have sufficient hardware at their sites to
configure both the RTE and SUT for the test, and (2) the use
of an RTE not colocated with the SUT is usually very costly
and time consuming and produces major operational and tech-
nical problems; e.g., data communication line errors, delays.
(An agency shall contact GSA if, due to extraordinary circum-
stances, it desires an exception to this restriction.)

b. During the development of a benchmarking strategy,
each agency should decide if and how to repeat a benchmark
test for installation verification. The choice is important
to the total benchmarking strategy and should be made only
after careful consideration of the effects of the decision
on the benchmarking gcal levels desired and the levels of
mission and cost risks arising from the decision.

c. When remote terminal emulation is used during a
capacity test, and when the agency decides to use benchmarking
for installation verification, the agency shall design a
separate benchmark test without remote terminal emulation.

The following are the most common approaches.

(1) Immediately following the successful completion
of the emulation benchmark test during the LTD, the vendor
repeats the test without the RTE and the workl ad demands
imposed by it. The agency records the elapsed time required
to execute the "new" benchmark mix. During installation
verification, the vendor repeats the test, also without the
RTE, and the agency again records the required elapsed time.
The contract requires that the second elapsed time must not
he exceeded by more than X percent the elapsed time recorded
at the LTD. The specific percentage reflects the inherent
variability of TP systems, the elapsed time of the test, the
number of human operator actions in the test, and the chance

8General Services Administration, "Solicitation Document
for ADP Systems,* in Standard Solicitation Documents (Washing-
ton, DC: GSA/ADTS, continuously updated), pp. E7-ES8.
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of minor but necesssary differences between the systems;
e.g., 0S software corrections. The percentage is usually
between 5 and 10 percent, This approach is recommended when
the original emulation benchmark test contains a sizable
volume of local batch workload demands.

(2) Immediately following the successful completion
of the emulation benchmark test during the LTD, the vendor
conducts a separate test using a local batch mix (and perhaps
one or two real TP devices) designed for installation verifica=-
tion. The agency records the elapsed time required to
execute the mix. During installation verification, this
second test is repeated by the vendor, and the agency again
records the elapsed time. The contract requires that the
second elapsed time must not exceed the first by more than X
percent. This approach is almost identical to the first,
except that a separate local batch mix is used, and should
be employed only when the emulation benchmark test contains
little or no batch workload demands.

d. For installation verification, users occasionally
have required that vendors repeat an emulation benchmark test
using a vendor-provided driver that executes within the SUT;
i.e., an internal driver. This approach is not recommended
because (1) all vendors do not have internal drivers, (2)
this approach increases vendor time and cost and reduces the
probable level of competition, and (3) most users can ade-
quately verify, without the use of an internal driver, that
the capacity of an installed system configuration is the
same as the capacity of the system tested during the LTD.

35 and 36 CH 4-12
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PART 2. PREPARATION OF TELEPROCESSING ELEMENTS FOR
BENCHMARK TESTS

13. General.

a. In this step of the emulation benchmarking process, :
a user designs, constructs, tests, and documents the indi~ }
vidual TP elements for each capacity test. Five categories
of TP elements which typically must be prepared for emulation
benchmark tests are (1) TP applications, (2) scenarios, (3)
TP device and data communication link configuration, (4)
test data used by TP applications and scenarios, and (5)
test procedures associated with individual TP elements. A
f.l user prepares these elements iteratively, using the benchmark- ;
ing strategy as the framework for their preparation. This ;
benchmarking step sometimes requires more user time and
funds than any other step, except, perhaps, for workload
definition and analysis. The TP elements prepared in this
step can affect dramatically the achievement of all the ‘!
benchmarking goal levels. A user, therefore, should ensure
that each TP element is prepared in accordance with both the
user's benchmarking strategy and the benchmarking goal 1- vels
" chosen.

PP R SR,

b. This part discusses two of the categories of TP
elements which are particularly significant to the use of ;
emulation: (1) Scenarios and (2) configurations of TP :
devices and data communication links. Some of the major
factors that a user should consider when preparing these TP
elements for emulation benchmark tests are presented. The
preparation of these elements depends on a thorough under-
standing of the remote terminal emulation and benchmarking
3 capabilities described in chapter 5, and the discussions 3
b below assume that the reader has studied that chapter.

X Chapter 5 also contains specific suggestions on when and how
' to use certain emulation and benchmarking capabilities,
along with the definitions of these capabilities,

c. The discussiors in this part concentrate on factors
that are particularly important to the use of emulation, and
complement the guidance in FIPS PUB 42-1, primarily Section
III.B (Analysis, Design, Construction, and Documentation of
the Benchmark Package, pp. 12-14) and Section IV.B (Construc-
tion and Validation of the Benchmark, pp. 18-20). !

WP 2P RPN

1l4. Scenarios. In emulation benchmark tests, scenarios
usually are the most important TP elements, primarily because
i of their enormous impact on both benchmark representativeness

37 CH 4-13
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and agency time and costs. The specific actions that a user
should take to prepare each scenario depend on the unique
circumstances of the acquilsition and reflect the user's
benchmarking strategy. Users typically should perform five
basic tasks during the development of each scenario:

(a) Develop a scenario profile;

(b) Develop and test on some TP system a
prototype dialogue for the scenario;

(c) Establish preliminary performance levels
for the scenario;

(d) Write an unambiguous, vendor- and SUT-
independent description of the workload demands, based on
the prototype dialogue; and

(e) Validate the scenario.

a. Develop a scenario profile.

(1) A scenario profile is a list of the specific
characteristics that a user desires for a scenario. A user
should develop a scenario profile for every scenario to be
used in each capacity test, based in part on both the generic
types of workload demands chosen for the test and the scenar-
io-workload correspondence established during the development
of the benchmarking strategy. The specific types and values
of the entries in a scenario profile are determined after
analyzing the appropriate degree of similarity between the
worklcoad demands in the scenario and the workload demands in
the user's projected operational environment. Several
different entries can be in a scenario profile, including:

(a) The generic TP application type;
(b) The specific name of an application;

{c) The types, numbers, and sequences of
generic user functions;

(d) The types, numbers, and sequences of
specific input commands or transactions;

(e) The types and numbers of data files/bases;

(f) The statistical characteristics of think
time and typing rate;

CH 4-14 38
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{(g) The numbers and average sizes of input
and output transmissions;

(h) The amount of computer resources to be
used by the scenario; e.g., CPU time, disk I/0 operations,
memory occupancy;

(i) The generic type of TP device used; and

(j) The specific characteristics of the TP
device.

(2) The number of different entries in each
scenario profile, as well as the specific types and values
of the entries, enormously affect benchmark representative-
ness, the quality of system sizing, the time and cost of the
acquisition, the level of competition, and the magnitude of
benchmark discrepancies. Increasing the number and types of
entries potentially can increase representativeness and the
quality of system sizing. In most cases, however, it is
extremely time-consuming and costly, if not impossible, for
a user to prepare a scenario that matches a large number of
entries in a scenario profile. The likelihood of unintention-
ally biasing a scenario for some vendor or SUT, and thus
re.ducing competition, also increases as the number and type
of entries increases. A user, therefore, must prepare each
scenario profile with extreme care.

(3) It is recommended that a user employ function-
al, vendor-independent entries in each scenario profile, and
that each scenario profile include at least the generic TP
application, the generic TP device, the number and types of
user functions, statistical descriptions of think time and
typing rate, and the approximate total elapsed time. A user
typically should avoid resource-oriented entries, such as
CPU time and the number and sizes of transmissions. More-
over, a user should omit any entries if the cost-effective-
ness of including that entry is questionable.

b. Develop and test a prototype dialogue.

(1) For each scenario in a capacity test, a user
should develop and test on some TP system a prototype dia-
logue that matches as closely as possible the scenario
profile. The characteristics of the prototype dialogue
depend on the TP system and TP device used and include all
TP operator inputs, actions, pauses, and decisions needed to
match the scenario profile. A user also must prepare any
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data files and user TP applications needed by the prototype
dialogue. The prototype dialogue is only an intermediate
step in the scenario development process. The dialogue
ultimately used by each vendor almost always differs from
the prototype, unless the user provides the TP application.
(Some differences often exist even in this case; e.g., logon
sequence, prompt character.)

(2) The feasibility and difficulty of developing
a prototype dialogue depend on many factors, including the
operational status of the TP application (e.g., operational,
under development), the complexity of the scenario profile,
the availability of a TP system for development, and the
approach used during development. The development and
testing of a prototype dialogue can be costly and time-
consuming, but this helps ensure the practicality and appro-
priateness of the scenario, assists greatly in documentation,
and reduces benchmark discrepancies. It is recommended that
a user prepare a prototype dialogue for every scenario in
every capacity test. If, for some reason, a user is unable
to develop and test a prototype dialogue for some scenario,
the user should (a) compare the value of the scenario to the
capacity test with the risk of using a scenario that has not
been tested in prototype version and (b) omit the scenario
from the test in all but the most unusual cases,

(3) Users typically use one or more of three
basic approaches to develop each prototype scenario. One
approach is for a member of the agency's benchmarking team
to compose the dialogue based entirely on the scenario
profile. The team member may or may not be familiar with
the generic application, or the types and sequence of inputs
and actions commonly performed. Another approach is for a
team member to work closely with a TP device operator (end
user or application designer) during the development of the
prototype dialogue. This approach often increases the
similiarity between the prototype dialogue and the (projected)
operational environment, but also increases the agency's
time and cost to prepare the scenario. The third approach
is to record actual operational dialogques and to select
and/or modify a dialogue that closely matches the scenario
profile. It is often very difficult and time consuming,
however, to identify an operational dialogue that closely
matches a specific scenario profile. This last approach
also is not feasible if the TP application is not operational,
and may encounter privacy and/or security limitations. The
best approach or combination of approaches depends on the
unique circumstances of the acquisition, benchmark test, and
scenario.
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(4) The specific characteristics of the prototype
dialogue should reflect the benchmarking goal levels desired
and the user's benchmarking strategy. The specific character-
istics of a prototype dialogue depend not only on the scenario
profile, but also on many features of the TP system, TP
application, and TP device used to develop the prototype.

A user, therefore, in developing a prototype dialogue should
use only TP system, application, and device features that

are mandatory features in the RFP, and should avoid features
that either are unique to the circumstances of the prototype
development or are optional features in the RFP, A user

also should minimize the complexity of each prototype dialogue
to reduce the benchmarking time and cost for the user and
vendor. In addition, a user should ensure that the character-
istics of the prototype dialogue are consistent with the
emulation capabilities defined in the handbook. The value

of a prototype dialogue is reduced when it includes operator
actions, TP device features, etc. that cannot be represented
during a capacity test by an RTE. The user should study
thoroughly chapter 5 before preparing a prototype dialogue,
because chapter 5 contains both (a) the definitions of the
operator actions, TP device features, etc. that can be
represented, and (b) suggestions on when and how to use [
certain emulation capabilities, ,

Q. Establish preliminary performance levels. A user
should establish preliminary values for the performance
measures associated with the scenario, based on the perform-
ance levels desired during the life of the new system. A
user should also employ, if possible, the performance levels -
obtained while testing the prototype dialogue to help deter-
mine whether or not the preliminary performance levels are
realistic. For example, the user should measure the total
elapsed times required to complete the prototype dialogue
during several tests, and should use these values to help ]
determine reasonable scenario turnaround time regquirements.
The user defines and finalizes these preliminary performance
values during the validation of the scenario and validation
of the benchmark test.

d. Write a description of workload demands.

(1) A user should draft an unambiguous, vendor-
and SUT-independent description of the workioad demands in
each scenario., Each description:

(a) Is based on the prototype dialogue;
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(b) Is in an English narrative format,
rather than COBOL, formal grammars, etc.;

(c) Presents the workload demands in totally
functional terminology, if possible;

(d) Usually includes only a few of the '
actual character sequences to be transmitted and/or received
by the TP device using the scenario; e.g., transaction
codes, file names; and

{e) Includes actual dialogue only when the
scenario interacts with a user-provided, interactive
application.

(2) By definition, each such description is a
scenario, and, when given to vendors, is the definitive
statement of the TP workload demands required by the scenario.
Appendix B contains an example scenario for a text-editing
application.

(3) A user typically should perform the following
actions to develop the narrative description for each
scenario:

{a) Determine the generic function performed
by each input transmission or group of input transmissions
in the prototype dialogue;

(b) Develop a narrative description of each
generic function;

(c) Eliminate from the narrative any and all
vendor and SUT dependencies and bias that are not directly
caused by the mandatory requirements in the RFP;

(d) Eliminate ambiquity from the narrative;
and

(e) Augment the narrative with any appropri-
ate additional information; e.g., think time, typing rate,
user function indicators.

(4) Ambiguity in a scenario can increase the
number of benchmark descrepancies and both user and vendor
time and costs. A user can reduce ambiguity by choosing
with extreme care the words and phrases used in the narrative
and by the preparation and use of a thorough technical
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glossary. Another important way to eliminate ambiquity is

to provide vendors an example dialogue of each scenario. It
is recommended that the user provide vendors an example
dialogue that is annotated to cross~reference the narrative
in the scenario. The user should also identify for vendors
the make and model system, TP software utilities, TP applica-
tion, etc. used to develop the example dialogue., With i
little or no modifications, the prototype dialogue can be

used as the example dialogue. The user provides the example

dialogue to vendors only for illustration and guidance,

primarily to prevent ambiguities. The user must always

understand, and clearly state to the vendors, that, in all

cases, the English narrative takes precedence over the

example dialogue. In addition to a text-editing scenario,

appendix B includes an annotated, example dialogue and

implementation instructions for the scenario.

TR ST L

e. Validate the scenario. A user should validate the
scenario to ensure that it, the implementation instructions,
and the associated preliminary performance levels are realis-
tic, vendor- and SUT-independent and unambiguous. The best
way to validate a scenario is for the user to provide to
individuals not involved in the preparation of the scenario,
the scenario, example dialogue, implementation instructions,
and any additional information; e.g., appropriate TP device
and link. These individuals should prepare a dialogue
implementing the scenario on one or more TP systems different
from the system used with the example dialogue. The perform-
ance levels achieved while testing these dialogues can
indicate whether the preliminary performance levels are
realistic for different SUT's. The questions, difficulties,
and mistakes arising from this exercise can be used to
improve and finalize the implementation instructions and
scenario.

15. TP device and data communication link configuration.

a. General.

(1) As part of the benchmarking strateqgy, the
user identified the generic types of TP devices to be included
in each capacity test., In this step, the user must determine
the configuration of TP devices and data communication link;
i.e., the number, types, and detailed characteristics of
real and emulated TP devices and data communication links.
By increasing the complexity and number of TP devices and
links required for a capacity test, a user occasionally can
increase benchmark representativeness and uniformity and
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improve the quality of sizing. As the complexity of the TP 4
device and link configuration used in a test increases, 5
however, the likelihood of benchmark discrepancies and !
vendor time and cost also increase. For example, a large

number of links increases the hardware required for a test

and the chance of a link failure during a test. 1In addition,

the emulation of complicated TP device types and character-

istics (e.g., formatted screen capabilities) and large

numbers of TP devices increase greatly the size and cost of

the required RTE. A user, therefore, should carefully

analyze the complexity and level of specificity of the TP

device and link configuration required for each benchmark

test, and should simplify the configuration whenever possible,

{2) To determine the configuration necessary for
each capacity test, a user should list (a) the generic types
and specific characteristics, if any, of the generic TP
devices chosen during the development of the user's benchmark-
ing strategy, and (b) the numbers and other specific charac-
teristics of each generic TP device and the links projected
for the user's operational environment for the contractual
life of the acquisition. A user with an existing network of
TP devices and links typically can list the TP device and
link configuration for each test in greater detail than a
user without an existing network. Moreover, when the user
requires the vendors to propose a TP device and link config-
uration, the user should allow each vendor the maximum
practical flexibility to determine the confiquration for the
benchmark test.

b. Simplify the configuration. A user should reduce
the complexity of the TP device and link configuration for
each test as much as possible by eliminating any specific
characteristic that either (1) is not a mandatory feature in
the RFP, (2) does not significantly affect benchmark represen=-
tativeness and the quality of system sizing, or (3) cannot
be represented by vendor RTE's and benchmarking facilities. ‘
Only TP device and link numbers, types, and characteristics ¥
needed to determine the capacity of the SUT should be in- ]
cluded. (If necessary, separate functional tests can be ,
conducted to evaluate the SUT's capability to support certain i
specific characteristics.) A user also should permit vendors y
the maximum appropriate flexibility to configure TP devices 4
and links to reduce time and costs and increase competition.
The amount of vendor flexibility that is appropriate in a
test depends primarily on the levels of benchmark representa-
tiveness and uniformity desired by the user. Chapter 5
defines the maximum numbers, types, and characteristics of
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TP devices and links that vendors can represent during a
capacity test. A user should study chapter 5 thoroughly
before finalizing the configuration for each test.

c. Validate the configuration. A user should validate
the confiquration for each test, because it is typically
impossible for a user to conduct a trial emulation benchmark
test before the actual LTD's. The primary method of valida-
tion 1s to evaluate the combined technical feasibility,
interdependencies, and consistency of the (1) TP device and
link configuration, (2) the workload demands in the scenarios,
and (3) the performance levels required for completing these
workload demands. For example, a user should ensure that
the user functions and actions in each scenario are consistent
with the TP device type and characteristics that will use
the scenario; e.g., tab feature, break key, formatted screen
capabilities. The required turnaround time for each user
function and scenario should also be contrasted with all TP
device and link characteristics that affect these timings,
e.g., link speed, print speed. A user should calculate the
sum of the estimated turnaround times for all scenarios to
be completed in a test, and should compare this sum to the
product of the permitted elapsed time for the test and the }
number of remote devices using the scenarios. This compar- ‘
ision can indicate an inconsistency between the scenarios to
be completed and the number of remote devices configured to
complete the scenarios. In addition, a user should analyze
in detail the total data transmission rate specified for
each test. The total transmission rate can be calculated by
totaling the speeds of all links configured for a single
test. (The speed of each full-duplex link should be counted
twice.) A user should compare the total transmission rate
for each test to the projected operational environment.

d. Document the configuration. Finally, a user
should document the numbers, types, and characteristics of
all TP devices and links required for each capacity test. A
user should state clearly the required (minimum) TP device
and link configuration., All vendor options should be explic-
itly defined. It is recommended that a user document these
configuration requirements in table formats. For each ‘
generic TP device, a user should prepare a list of the '
specific characteristics to be represented. For each test, ‘
a user should prepare tables that define at least (1) the
number of each generic TP device to be installed and emulated,
and (2) the number of links of each speed, and whether the
links are full- or half-duplex. Chapter 5 includes figures )
that illustrate possible formats for documenting this
information.

e
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PART 3. PREPARATION OF LTD DOCUMENTATION
l16. General.

(1) The purpose of this step is to prepare the
documentation which describes the LTD requirements to the
vendors. This step is one of the most important in the
entire benchmarking process. Effective communication is
essential to achieving all benchmarking goal levels and is
particularly significant in increasing competition, reducing
benchmark discrepancies, and decreasing the acquisition time
and cost. 1In this step, the documentation developed in
previous steps is combined with additional documentation to
form a complete LTD package for release to vendors. The LTD
package contains the scenarios and TP device and data communi-
cation link configuration discussed in chapter 4, part 2,
documentation of several other TP-related arecs, documenta-
tion of non-TP related areas, and general procedural documenta-
tion; e.g., background, objectives, vendor and Government
responsibilities, agenda.

(2) This part discusses several areas of the LTD
package, and complements FIPS PUB 42-1, Section IV.B (Physical
Benchmark Package, pp. 19-20) and Section IV,C (Procedural
Documentation and Preparation of the Benchmark for the
Vendors, pp. 20~24). The reader should refer to these
sections of FIPS PUB 42-1.

(3) The specific areas discussed below are those
which are particulaily significant in emulation benchmark
tests:

(a) Scenarios;

(b) The TP device and data communication link

configuration;
(c) TP performance measures;
(d) Vendor emulation reporting requirements;
(e) Benchmark mix execution instructions; and
(f) A technical glossary.
17. Scenarios. For each scenario, documentation in the LTD
package should include: (a) The English narrative, (b)

implementation instructions and implementation data, (c) a
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sample dialogue, and (d) a scenario overview. An example
English narrative with associated implementation instructions
and sample dialogue are given in appendix B. The overview
should provide information other than implementation instruc-
tions or implementation data, and could include a summary, a
statement of purpose, etc. A user should provide to vendors
in table formats additional implementation data, such as
lists of data files required before and after execution,
passwords, user-ids, and TP device types on which a scenario
may be implemented; e.g., Scenario A must be implemented

only on a teleprinter operated asynchronously at 300 bits

per second.

18. TP device and data communication link configquration.
The user must specify for each benchmark test the TP device
and data communication link configuration. The actual
configuration for each test was determined in a previous
step; in this step this configuration is described to the
vendors. The format and complexity of the description will
depend on the complexity and level of specificity of the
configuration. In general, table formats are recommended;
e.g., to specify the minimum number of emulated terminals, a
table format such as that shown in figure 4-18 could be
used. If a user decides to specify the number of data
communication links, and the assignment of TP devices to
links, this should be described in table format also.

19. TP _performance measures. As part of the development of
the benchmarking strategy, the user selected the TP perform-
ance measures. The LTD documentation informs the vendors
which performance measures will be required, as well as the
required performance levels. The user should describe for
each test the number of scenarios of each type to be com-
pleted in a specified time (throughput), the required turn-
around times, and, if used, the response time for application
I/0 pairs. Again, table formats are recommended. Typically,
to describe an increasing TP workload, a user must choose
between increasing the number of executions of scenarios
required to be completed during each benchmark test and/or
decreasing the maximum allowed elapsed time for the execution
of each test. Figures 4-19.1 and 4-19.2 give examples of

how the user can describe the test requirements when using
both techniques.
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BENCHMARK TEST
SCENARIO 1 2 3 4 5

j
v emote Job Entry (A) 100 140 180 220 260
| OBOL Source Edit (B) 14 20 21 23 24
5 rogram Execution (C) 8 8 9 9 10
f] rogram Development (D) 4 9 15 16 17
3 ext Edit (E) 18 44 105 112 119

Figure 4-19.1. Minimum scenario requirements, by test
(example format)

|
MAXIMUM :
BENCHMARK ELAPSED TIME
TEST (MINUTES)
1 60
2 55
3 50
4 45
5 40

Figure 4-19.2. Maximum elapsed time, by test
{example format)

20. Vendor emulation reporting requirements.

a. The user must describe precisely the emulation-
related documentation that vendors must provide during the
LTD, as well as when the documentation must be provided;
i.e., vendor emulation reporting requirements. Users should
only ask vendors for documentation that is necessary for
conducting the LTD; unnecessary requests for documentation
result in increased time and cost for the user and vendors.
The two primary objectives of the required emulation-related
documentation are: (1) Summarization and reporting of the
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TP performance levels of the SUT, and (2) verification that
the RTE portions of the test were conducted in the manner
1 intended by the user.

. b. Chapter 5, part 6 describes in detail the formats

3 and contents of three reports that summarize SUT TP perfor-

1 mance levels and that all vendors must be able to provide:
Scenario Summary Report, Function Summary Report, and Response
Time Summary Report., These reports are well-defined and
technically consistent for all vendors, and provide sufficient
information and flexibility for a user to compare almost all
TP systems. It is recommended that users employ only some
combination of these reports. If an agency desires additional
TP performance reports, however, the agency must prepare any
and all RTE log summarization and report generation programs
needed to produce the additional reports. All agency-
prepared log analysis programs must be in an ANSI standard
language, must use the RTE Log Summary Tape (described in
chapter 5, part 6) as input, and must be fully described and
distributed to vendors in the LTD documentation.

! c. Chapter 5, part 6 defines three principal types of
: verification documentation: (1) The RTE Log Summary Report,
o (2) the RTE Log Summary Tape, and (3) listings of all RTE
operator console activity. It is recommended that a user
typically require RTE Log Summary Reports only for a few,
selected emulated devices and not for all devices, because
5 of the volume of listings produced for all devices, (The
' specific devices can be selected by the user immediately
after each mix execution). It is also recommended that a
user require each vendor to provide a copy of the RTE Log
Summary Tape, because this tape can serve as a comprehensive
audit trail of the RTE-related aspects of the mix execution.
It is also recommended that a user require a listing of all
. RTE operator console activity.

s it

d. A user also must define clearly all other emulation-
related documentation required from each vendor; other
documentation could include:

. (1) A vendor-signed certification that the
i vendor's RTE complies with all emulation capabilities required
by the user (and defined in this handbook);

(2) Listings of the complete and final
dialogue produced from each scenario, annotated to cross-
reference the scenario; and
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b (3) Configuration schematic of the RTE, data
communication links, and real TP devices used for each test.

! 21. Benchmark mix execution instructions. The user must
give instructions to the vendors on the execution of the
b | benchmark mix. These instructions must be given in at least
i the following four areas: (a) Starting and ending conditions,
t (b) scheduling constraints, (c) scheduling techniques, and
3 (d) verification techniques. The user should describe the
2 intended status, at the beginning and end of each benchmark
i mix execution, of scenarios, data and program files, TP
f devices, TP applications, etc., and should identify activities
‘ which must be performed before, during, and after the bench-
mark mix execution. All scenario scheduling constraints
should be clearly defined. The user should specify which
scenario scheduling technique(s) will be used. Chapter 5,
part 4 describes scheduling techniques that a user can require
of a vendor's RTE. Chapter 5 specifies that vendors must
provide the facility to connect a data communication line
monitor to any link configured for a benchmark test. Users
may require the use of up to two data communication line
monitors dquring a single test, and should select the specific
link(s) to be monitored immediately before the start of a test
, execution. Users should specify the line monitor requirement
! in the LTD documentation. The line monitors must be provided
by the requesting agency unless a particular vendor wishes to
j supply them. For verification, vendors must be able to pro-
vide, during benchmark mix execution, the benchmark test
status information described in chapter 5, part 4. Users
should specify the types and maximum number of RTE status
requests that the vendor must provide for each test; e.g., at
up to ten user-selected times during each mix execution, the
user may require upon entry of a single RTE console command:
the time of day, the total number of active emulated devices,
the number of suspended devices, etc.

Ao

22, Technical glossary. A technical glossary with the
definitions in this handbook and additional definitions
determined by the user must be included in the documentation
provided to the vendors. A good glossary helps to clarify

all instructions and remove ambiguities. All definitions
should be consistent and well-defined. A glossary is particu-
larly important to emulation benchmark tests. "

S OAD o S
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" PART 4. AGENCY~-VENDOR COMMUNICATION

23. Recommended technical communication.

! a. The exchange of technical, benchmarking information

between a user and vendor is one of the most important

methods of minimizing benchmark discrepancies, maximizing

competition, and reducing the time and cost of the acquisition

for both the user and vendor. User-vendor communication is

more critical in acquisitions involving remote terminal

i emulation than acquisitions using other benchmarking tech~

‘ niques, because of the increased complexity of emulation
benchmark tests. Figure 4-23 describes the minimum recom-
mended technical communication between a user and vendors
during an acquisition involving emulation benchmark tests.
The actions described are limited to exchanges of RTE-
related information and complements the guidance contained

: in FIPS PUB 42-1, primarily Sections II.C through II.E, pp.
8-9. A user should study FIPS PUB 42-1 and contact his

' contracting specialists before scheduling meetings with

vendors.

A b. A user should evaluate carefully the LTD documenta-
tion, if any, that the user requires vendors to submit with
their proposals. ‘A vendor typically does not complete
preparations for each benchmark test earlier than 2 or 3
weeks before that vendor's LTD, because (1) vendor costs can
be high to maintain the SUT and RTE hardware and software,
as well as the personnel expertise, during the time between
the completion of test preparation and the LTD, and (2)
there are always scheduling conflicts for vendor benchmarking
resources. When a user requires LTD documentation to be
submitted with a proposal, vendors may be forced to complete
benchmark test preparations before proposal due date, which

* can be several months before the LTD. This greatly increases
the vendors' time and cost and, therefore, decreases the
probable level of competition. Alternately, one or more
vendors may choose to omit the mandatory LTD documentation
from their proposals. A user should not require vendors to
include LTD documentation in their proposals unless (1) it is
critically important that the user have all the required
documentation no later than proposal due date, and (2) the
user is prepared to declare non-responsive all proposals that
do not contain all the required documentation. (Most users,
in fact, can wait until 2 or 3 weeks before an LTD to receive
LTD documentation from vendors.)

— g -
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i c. It is recommended that agencies require each

vendor to submit LTD documentation, including proof that all

| tests have been completed successfully on some SUT configura-

] tion, at a pre-LTD meeting held with each vendor separately,
and after the proposal due date but no earlier than 2 or 3

! weeks before that vendor's LTD. (If a user begins LTD's

1 within 2 or 3 weeks of proposal due date, the pre-LTD meetings

E can begin immediately after receipt of proposals.) Agencies

' should be aware that some of this documentation may change

i between the pre-LTD meetiny and the LTD, because a vendor has

, the option during a negotiated procurement to modify the SUT
configuration in the vendor's proposal. It is recommended
that a user require each vendor to provide complete and final
LTD documentation only at a vendor's LTD. It is strongly
recommended that users do not require vendors to submit any
LTD documentation as a part of their formal proposals. The
submission of preliminary LTD documentation on proposal due

' date should be a vendor option.
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CHAPTER 5. REMOTE TERMINAL EMULATION SPECIFICATIONS

1. Scope.

a. This chapter specifies the remote terminal emulation
capabilities that Government agencies are permitted to
require vendors to provide for benchmark tests conducted at
vendors' facilities during ADP system acquisitions. The
specifications are divided into six parts:

(1) Teleprocessing Device Representations;
(2) Terminal Operator Representations;

(3) Data Communication Link Representations;
(4) RTE Driver Characteristics;

(5) RTE Monitor Characteristics; and

{6) RTE Log Analyses.

b. An agency is permitted to require a vendor to
provide only those remote terminal emulation capabilities
needed to validate the capacity of the SUT hardware and
software components actually bid by the vendor. For a
particular acquisition, an agency may require all vendors to
provide the emulation capabilities needed to validate the
capacity of the mandatory support items. For desirable
(optional) support items, an agency shall require only those
vendors who bid the desirable items to provide the emulation
capabilities used to validate the capacity of the desirable
items., Regardless of the mandatory and desirable SUT support
items, however, an agency shall not require emulation
capabilities that are not explicitly defined in this chapter.
An agency shall also not require vendors to provide any
emulation capabilities for benchmark tests at the agency's
site; e.g., pilot tests, installation verification. When
the benchmark instructions are released to industry, moreover,
an agency shall define clearly the emulation capabilities
that vendors must provide. An agency is permitted to declare
a vendor nonresponsive and to disqualify the vendor from the
acquisition, if the vendor does not provide the subset of
the emulation capabilities explicitly specified in this
chapter that the agency determines are needed to validate
the SUT. This chapter defines the maximum set of remote
terminal emulation capabilities that an agency may require
of vendors.
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c. To qualify to bid on most Government ADP system
acquisitions, a vendor must possess at least the remote
terminal emulation capabilities specified in this chapter.

A vendor may have greater emulation capabilities than specif-
ied herein. If a vendor never bids a certain SUT support
item, however, the vendor may choose (with impunity) not to
have the emulation capability necessary to validate that
support item. In all cases, a vendor retains the right to
request from the procuring agency a waiver of any benchmark
test and/or remote terminal emulation requirement.

2, Audience. The objective of this chapter is to define
clearly the remote terminal emulation capabilities that (1)
Government agencies are permitted to require vendors to
provide for benchmark tests during ADP system acquisitions
and (2) should be common to all computer system vendors
participating in Federal TP system acquisitions. The in-
tended audience of this chapter, therefore, includes bhoth
agency and vendor personnel. The manager of an agency's
benchmark development project and each agency benchmark
analyst must understand thoroughly these capabilities before
designing, implementing, and conducting emulation benchmark
tests, because an agency is forbidden to require emulation
capabilities that are not explicitly defined in this chapter.
Vendor benchmark management and technical personnel also
must understand the capabilities specified in this chapter,
because a vendor must provide the management and technical
resources needed to plan for, implement, maintain, and
employ as many of these capabilities as the vendor chooses
to provide.

3. Admonition,

a. An agency should require in an emulation benchmark
test as few emulation capabilities as needed to validate SUT
capacity. The required capabilities should also be kept as
simple as possible. Increasing the number and complexity of
emulation capabilities in a test results in increased agency
and vendor time and costs and a higher probability of bench-
mark discrepancies. Because some vendors may choose not to
provide every emulation capability specified in this handbook,
an agency also reduces the probable level of competition
when the agency increases the emulation capabilities required
for a test.

CH 5-1 2
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G- b. Vendor compliance with the remote terminal emulation
! capabilities specified in this chapter will not be validated
- or certified by a central Government group. At the time of
% an LTD, therefore, an individual agency should (1)
( require vendors to sign a statement certifying that the
, emulation capabilities employed comply with the portions of
! these specifications required by the agency; and (2) use any
! and all reasonable methods to verify that the benchmark
' test, including the RTE, is conducted according to the

agency requirements. When an agency and a vendor disagree
i on the correct interpretation of these specifications,
however, either party may request GSA to arbitrate the
disagreement in a timely manner. An agency must also
obtain a waiver from GSA if, because of extraordinary circum-
stances, the agency desires to require vendors to provide
emulation capabilities that are not explicitly defined
herein. (See FPR Temporary Regulation 49 and Supplement 1
thereto.)
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PART 1. TELEPROCESSING DEVICE REPRESENTATIONS
4, General.

a. This handbook defines two broad categories of
teleprocessing devices that a Government agency may regquire
vendors to represent during a benchmark test. One category,
referred to as remote devices, is composed of those TP
devices where user work units originate. Example remote
devices include interactive teleprinters, remote batch
terminals, and remote host systems., The other category,
referred to as intermediate devices, is composed of those TP
devices used to connect remote devices to a host computer
system. When used, intermediate devices are configured
between remote devices and host systems., Example inter-
mediate devices include terminal cluster controllers and
concentrators.

b. The numbers, types, and specific characteristics
of remote and intermediate devices that an agency is permitted
to require vendors to represent (physically install or
emulate) for a benchmark test depend, in part, upon whether
or not vendors bid the devices as part of their proposals.
This part, therefore, is divided into subsections describing
the emulation capabilities that apply to (1) specific make
and model TP devices, (2) generic types of TP devices, and
(3) both specific make and model and generic types of devices.
At the time of benchmark mix execution, however, an agency
should require vendors to certify the exact numbers, makes,
and models of TP devices both physically installed and
emulated.

5. Representations of specific make and model TP devices.
When a vendor bids TP devices as part of its proposal, an
agency may require the vendor, during a benchmark test, to
represent the total number and exact make(s), model(s), and
operational characteristics of the bid devices. An agency
may require a vendor to install and operate up to two real
TP devices of each make and model bid, provided that the
total number of real remote devices is not more than five.
An agency also may require a vendor to emulate, instead of
install, any remote device that was bid when more than five
of such devices must be represented during a test. (A
vendor must emulate the same remote device characteristics
when the remote device connects to the SUT either directly
or through an intermediate device.) Vendors, however, may
elect to install, instead of emulate, any make and model

5 CH 5-~-4
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remote device when less than six of such devices must be

! represented. Vendors may also elect to install the intermedi-
ate devices bid, regardless of the total number to be

! represented.

6. Representations of generic TP devices.

! a. Generic remote devices. Whether or not a vendor

‘ bids TP devices as part of its proposal, an agency may
require the vendor, during a benchmark test, to represent
any number and combination of the six types of generic
remote devices defined in figure 5-6,1 (located at the end
of this part). An agency may also require the representation
of any combination of the options, peripherals, character
sets, etc. listed for each generic remote device type.
Agencies shall state clearly which agency-defined types and
options of generic remote devices are to be represented, and
which choices are vendor options. For example, an agency
might allow each vendor to choose the synchronous protocol
used by interactive synchronous displays. An agency may
require a vendor to install and operate up to two real

: remote devices that match each generic type, speed, character

! set, etc. represented during a test, provided that the total

5 number of real remote devices is not more than five. An

8 agency may also require a vendor to emulate, instead of

! physically install, any dgeneric remote device when more than

five of such devices must be represented. (A vendor must

i emulate the same generic remote device characteristics when

A the remote device connects to the SUT either directly or
through an intermediate device.)

b. Generic intermediate devices. An agency may
require a vendor, during a benchmark test, to represent any
number and combination of the three types of generic interme-
diate devices and device characteristics listed in figure 5-

4 6.2 (located at the end of this part). Agencies shall state
A clearly which agency~defined types and options of generic

;i intermediate devices are to be represented, and which choices
‘ are vendor options. Vendors always may choose to install
and/or emulate generic intermediate devices represented
during a test.

) c. Future standards. In addition to the generic TP
| device types and options explicitly specified in figures 5-
: 6.1 and 5-6.2, agencies may require vendors to emulate any
, TP device character set and data communication protocol one
: year after its formal adoption as a standard by either the
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American National Standards Institute (ANSI) or the Federal
Information Processing Standards (FIPS) program.

: 7. Representations of common TP device characteristics.

a. Typeahead. An agency shall not require vendors to
emulate typeahead on interactive remote devices. For certain
applications and computer systems, however, the use of
typeahead can significantly affect turnaround time and
throughput and may reduce the comparability of benchmark
‘ test results. An agency should analyze the impact and
. feasibility of typeahead in its expected operational envi-
ronment before deciding whether or not to allow vendors the
option of emulating typeahead.

b. Data encryption/decryption. An agency shall not
J require a vendor, during a benchmark test, to represent
. remote devices equipped with data encryption/decryption
: capabilities when encryption/decryption is implemented in
' hardware in the vendor's proposed system. When a vendor
v bids a system that employs software encryption/decryption,
' however, (1) an agency may require the vendor to represent
remote devices equipped with this capability, and (2) the
- vendor may elect either to install encryption/decryption
hardware on the RTE system and/or to emulate the encryption/
decryption components.

c. Print time. Agencies may require vendors to
emulate the print time of, and any associated delays caused
by, (1) interactive synchronous teleprinters, (2) character
printers attached to interactive synchronous displays, and
(3) remote batch terminal (RBT) printers. For non-RBT
printers, agencies shall either specify or allow vendors to
choose the print rates in characters per second; vendors
will calculate print times by dividing the number of printable
characters in each transmission (asynchronous line or synchro-
nous block) by the specified print rate. Any operator delay
or terminal "lockout" caused by the print time must be
g emulated; e.g., postponing the start of think time for the
1 next operator input until the print time has elapsed.

! Vendors will ensure that the SUT transmits a typical number,
/ if any, of null or "pad" characters to allow for carriage

‘ return, line feed, page eject, etc., For RBT printers,
agencies may specify (or allow vendors to choose) the print
rate in lines per minute. The print rate will be established
by assuming all print lines are of an agency-specified
average length. Vendor RTE's will calculate print time by
dividing the number of print lines (regardless of actual

7 CH 5-6
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length) in each output transmission block by the specified
print rate. All flow control protocol transmissions from
all printers must be emulated, and no remote device may
accept print blocks from the SUT faster than the emulated
printer can "print" them,

d. Card input time. Agencies may require vendors to
emulate card input time for RBT card readers. Agencies
shall specify (or allow vendors to choose) the card input
time in cards per minute; vendors will calculate card input
time by dividing the number of card images in each transmis-
sion block by the specified input rate. The emulated RBT
may not transmit card images faster than the emulated card
reader can "read" them, and any input delays must be imposed
between each transmission block.

e. General.

(1) Each vendor will restrict the size of trans-
mission blocks to the size(s) that the vendor's proposed
system commonly use(s) in operational environments similar
to that of the procuring agency. For example, very large
blocks usually would not be used over switched, 4800 bits
per second (bps) circuits because of the expected error
rate. Agencies should require vendors to document the
transmission block size(s) used in each benchmark test
execution, and should verify the size(s) by such means as
spot checks of the RTE log reports, data communication line
monitor displays, etc.

(2) Agencies should require vendors, during each
benchmark test, to use device and communication control
software in the SUT which is identical to that proposed for
the operational system; e.g., front-end processor executives,
line protocol handlers, device handlers, access methods.
Further, vendors should configure software options that are
often used in operational environments similar to that of
the procuring agency; e.g., data compression, poll lists and
rates, number and sizes of buffers. Exceptions to this
requirement may be necessary because vendors occasionally
can be required to emulate only agency-specified, generic
device types and characteristics, not the specific makes and
models to be used in the operational system. Agencies and
vendors should make every effort to minimize these excep-
tions. Agencies should require vendors to document the
specific software used in each benchmark test, describe all
differences from the proposed operational system, and certify
that the differences have not improved SUT performance,
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(3) Agencies shall permit vendors to modify
standard SUT software, so that a special, nonprintable
character is sent to an emulated asynchronous device at the
completion of the SUT output in response to each device

input,
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August 1979 FPR 1-4,11
PART 2, TERMINAL OPERATOR REPRESENTATIONS

8. General. Agencies may require vendors, for interactive
scenarios only, to emulate terminal operator think times
and/or type times. For interactive asynchronous devices,
figure 2-12.1 illustrates the relationship of think time and
type time to other significant application I/0 pair events.
Figure 2-12,2 illustrates this relationship for interactive
synchronous devices. (These figures are located in chapter 2.)

9. Think time

a. Agencies may define think time value(s) once for
each interactive scenario and/or for any specific operator
input in an interactive scenario. Vendors will implement
think time as a single block delay that occurs immediately
after the receipt of the SUT response to the previous emulated
operator input. Vendors will use the scenario-level value
for all operator inputs in that scenario, except for each
specific input that has another value defined. For each
scenario, agencies may define think time either as a constant
value or by specifying a statistical distribution. For
specific operator inputs, agencies may define think time
only as a constant value. All think time values will be
specified to a precision of one-half second and implemented
to a minimum accuracy of one-half second.

b. Agencies may select one of three statistical
distributions of think time values for each interactive
scenario: truncated negative exponential, truncated gaussian,
or uniform. The range of each distribution will be from an
agency-specified minimum value to an agency~specified maximum
value not greater than 300 seconds. When using the truncated
negative exponential distribution, agencies will specify the
average, minimum, and maximum values for the distribution.
Agencies will specify the average, standard deviation,
minimum, and maximum values for the truncated gaussian
distribution, and the minimum and maximum values for the
uniform distribution.

c. The random number seed used to produce the think
time statistical distributions must be accessible to the
Government. Agencies may specify the seed value immediately
prior to each benchmark test execution. (Because a single
random number generator will be used to produce all statisti-
cal distributions in each RTE, modifying the seed value in
an RTE will affect not only think times but also all other
values and actions controlled by statistical distributions
in that RTE.)

21 CH 5-8
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10. Type time.

a. Agencies may define a constant typing rate in
characters per second {cps) for each interactive scenario.
It is mandatory that the precision of the rate (if defined)
be in tenths of cps; e.g., X.x Ccps.

b. For interactive synchronous devices, vendors will
implement type time as a single delay that occurs after the
expiration of any think time delay and before the start of
the transmission of the next emulated operator input.
Vendors will use the following formulae to calculate the
total type time for every operator input from an interactive
synchronous device:

If the typing rate is not zero, then

Number characters

. - in input
Type Time (In Seconds) Typing

rate

If the typing rate is zero or not defined, then

Type Time = 0 seconds

Vendors will calculate and implement type time to a minimum
precision of one-tenth second.

C. For interactive asynchronous devices, vendors will
implement type time according to the specifications defined
above for interactive synchronous devices; i.e., a single,
block delay calculated according to the stated formulae and
precision requirement. Vendors may also choose to implement
type time for interactive asynchronous devices as a series
of separate delays, where a delay occurs after the trans-
mission of each character of an emulated operator input;
i.e., by intercharacter delays. The value of each inter-
character delay will be the inverse of the agency-specified
type rate, calculated and implemented to a minimum precision
of one-~hundredth of a second. For unbuffered, interactive
asynchronous devices, vendors have the option to emulate
type time by either a single, block delay or a series of
intercharacter delays. For buffered, interactive asyn-
chronous devices, agencies either may require vendors to

CH 5-10 22
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emulate type time as a single, block delay or may permit
vendors to choose the method. Agencies shall not require

a vendor to emulate type time by a series of intercharacter
delays.

23 and 24 CH 5-10
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PART 3. DATA COMMUNICATION LINK REPRESENTATIONS

11. Types and numbers of links.

a. Figure 5-11 defines the types and maximum numbers

of real data communication
vendors to install between
operate simultaneously for
Agencies are not permitted
over 256 links, regardless
devices represented and of
benchmark test. The total

links that agencies may regquire
all RTE's and the SUT, and to

a single benchmark test execution.
to require any vendor to install
of the number of types of TP

the number of RTE's used in a
links needed to support all real

g
j
;

and emulated TP devices during any test must not exceed a
combination of the types and maximum numbers in figure 5-11.
In a single benchmark test, for example, an agency may
require vendors to operate simultaneously: (1) 160 half-
) duplex links, each attached to an emulated, 300 bits per
second (bps) interactive asynchronous teleprinter; (2} 52
half-duplex links, each attached to an emulated synchronous
’ remote batch terminal operating at 4800 bps; (3) one full~-
duplex link attached to an emulated remote host system .
operating at 19200 bps. The vendor will be free to use any !
! standard electrical link interface that the vendor will
certify does not affect performance; e.g., EIA RS-232-C, EIA 1
RS-449, |

SPEED RANGE

MAXIMUM NUMBER OF1 CLASS(ES) OF
(BITS PER SECOND)

HALF-DUPLEX LINKS LINE PROTOCOL

150 Asynchronous 110~-9600
50 Asynchronou§ or 110-9600 '
Synchronous g
50 Synchronous? 1200-9600 T
6 Synchronous2

19200-56000 ;

1The maximum number of full-duplex links is half of the
aximum number of half-duplex links. Each full-duplex link
counts as two half-duplex links.

inther character-oriented or bit-oriented synchronous
1ine protocols

Figure 5-11. Types and maximum numbers of communication
links
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b. Agenciles are cautioned to analyze in detail the
total benchmark transmission rate specified for each single
test, in addition to the total numbers of links and TP

\ devices. The total benchmark transmission rate can be
calculated by totalling the speeds of all links configured b
for a single test; the speed of each full-duplex link should
be counted twice. When designing a benchmark test using an
RTE, an agency should evaluate the representativeness of the
total benchmark transmission rate.

12. Data communication line monitor.

. Vendors must provide the facility to connect a

data —ommunication line monitor to any link configured for a

benchmark test. Agencies may require the use of up to two

data communication line monitors during a single test, and

will select the specific link(s) to be monitored immediately

before the start of a mix execution. Agencies shall specify,

at the time of the release of the LTD documentation to

industry, the required number of monitors, if any, and the

functional capabilities of the monitor. It is mandatory
' that the line monitors be provided by the requesting agency ;
unless a particular vendor wishes to supply them. A vendor 1 1
that notifies the agency, by proposal due date, of a desire
to provide the monitors shall be permitted to do so. In all
cases, the vendor will attach the monitors, before the start
of a test, to the links selected by the agency. Monitors
shall not be switched from one link to another during a mix
execution,

b. When provided by the Government, the line monitor(s) |
must have one or more of the following electrical link "
interfaces for operation at the indicated link speeds: (1) 5
EIA RS-232-C, for all speeds up to and including 19200 bps; 1
(2) EIA RS-303, for speeds between 19200 bps and 50000 bps,
inclusive; and (3) EIA RS-449, for speeds equal to or greater !
than 19,200 bps. Agencies shall specify the electrical link
interface(s) of the Government-providec line monitor(s) at
the time benchmark instructions are released to industry.

TR RGN, RS —

Vendors will supply any and all adaptors needed to attach 3
the Government-supplied line monitor(s) to any communication S
‘ link. (
1 ;
|
|
¥
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PART 4. RTE DRIVER CHARACTERISTICS

13, Generation of application input messages.

a. General. Agencies may define scenarios that
require vendor RTE's to transmit and/or receive any valid
application data sequence that a specified type of remote
device could transmit and/or receive, Possible data sequences
include, but are not limited to, interactive LOGON procedures,
interactive line delete, backspace, and break control charac-
ters, interactive requests for the current time of day,
binary remote batch input jobs, etc. 3

b. Input data tables. Agencies may define scenarios
that use tables of character strings to create emulated
application input messages; e.g., query values, file names.
Each character string may be up to 160 characters in length.
Multiple scenarios concurrently may use a single input data
table. Agencies may require that the entries in a given
table be sent to the SUT by the RTE in exactly the sequence
specified; i.e., the first scenario that actually acrcesses
the table must use the first table entry, the next scenario
must use the second entry, etc. Agencies also may require
the entries in a given table to be sent to the SUT in a
uniformly random order; i.e., all entries must have an equal
probability of being used by the next scenario to access
that table, and a single table entry may be used more than
once during a test. Agencies must be able to access and
modify the random number seed used to create the uniform
distribution. Agencies may specify the seed value immediately
prior to the start of a benchmark test execution.

C. Date and time of day. Scenarios may be defined
that access the RTE system clock and use the current date
and/or time of day values within emulated application input
messages. The format of the current date value transmitted
from the RTE to the SUT will be YYMMDD, where YY is the
units and tens identification of the year, MM is the month
(01-12), and DD is the day (01-31). (See FIPS PUB 4.) The
format of the current time of day value will be HH:MM:SS,
where HH is the hour (00-23), MM is the minute (00-59}), and
SS is the second (00~59). (See ANSI X3.43-1977.) Immediately
prior to tie start of each benchmark mix execution, agencies
may reset the RTE system clock value to any year, month, and
day, and to any time of day between 1 am and 9 pm.

d. Data comparison and storage. Agencies may define
scenarios that require vendor RTE's, for a specific emulated
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application input, to (1) compare the resulting SUT output

to a predefined data string or numeric value and (2} terminate
the current scenario or jump to another portion of that
scenario if the two strings are either identical or not
identical, or i1if two numeric values are either equal or not
equal. The maximum length of these data strings is 40
characters., To use this data comparison feature, however,
agencies must ensure that each occurrence of a SUT output
string to be compared always begins in the same character-
positinn of the application data portion of the output
message. Agencies also may define scenarios that require
vendor RTE's to store up to 40 characters of a specific SUT
output and to use those characters within the next device
input. (Agencies are strongly urged to avoid using both the
data comparison and data storage features, whenever possible.
Both features greatly increase the complexity and expense of
benchmark tests, can affect the repeatability of the tests,
and, therefore, increase the chance of problems and delays
during an acquisition. Almost all TP workloads can be repre-
sented adequately without either of these features.)

e. RTE log messages. Agencies may define scenarios
that send a message of up to 40 characters to the PTE log
file. Both the time of day and the unique identifier of the
device using the scenario also will be included when such a
message is added to the RTE log file, (Chapter 5, part 5
contains descriptions of the RTE log file contents.)

14, Execution of benchmark test procedures.

a. Scenario suspend and restart. Agencies may define
benchmark test procedures that require suspending and
restarting scenarios., Each scenario must be able to suspead
itself between any two user functions, either every time the
scenario is used or only the first time it is used on a
particular emulated device. The emulated device using a
suspended scenario will continue to respond to SUT control
messages as an active device would respond; i.e., control
I/0 pairs will continue. By using commands from the RTE
operator console, vendors must be able to (1) suspend all
active scenarios, (2) restart all suspended scenarios, (3)
suspend all active scenarios used by the device(s) on a
single, selected communication link, and (4) restart all
suspended scenarios used by the device(s) on a single,
selected link. When a scenario is suspended from the RTE
operator console, the next application I/0 pair will not
begin, but any active application I/0 pair will be completed.
The time of day that one of these commands is executed will

b
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be printed or displayed on the RTE console immediately after
the entry of the command. The time value will be based on the
RTE system clock and should be identical to the time recorded
in the RTE log file.

b. Interscenario delay. Agencies may specify fixed or
random interscenario delays (the elapsed times between the end
of one scenario and the start of the next scenario on the same
device) or may allow the vendors to choose the interscenario
delays. (A scenario begins at the start of the first applica-
tion I/0 pair of that scenario and ends at the end of its last
application I/0 pair.) All interscenario delays will be
specified to a precision of one-half second and implemented to
a minimum accuracy of one-half second. For random delays,
agencies will select either a truncated negative exponential,
a truncated gaussian, or a uniform distribution. The range of
each distribution will be between agency-specified minimum and
maximum values, but the maximum may not be greater than 300
seconds. To use a truncated negative exponential distribution,
agencies will specify the average, minimum, and maximum values
for the distribution. Agencies will specify the average,
standard deviation, minimum, and maximum values for the trunca-
ted gaussian distribution, and the minimum and maximum values
for the uniform distribution. The random number seed used to
produce the statistical distributions must be accessible to
the Government. Agencies may specify the seed value immedi-
ately prior to each benchmark test execution.

C. Scenario scheduling.

(1) Agencies shall specify benchmark test proce~
dures that require vendor RTE's to schedule scenarios (a) in
a fixed, agency-specified order from agency-specified emulated
remote devices; (b) in a fixed, vendor-chosen sequence from
vendor-chosen emulated remote devices of agency-specified
types, speeds, protocols, etc.; (c¢) using the initiation
control scheduling technique (defined below); or (d) using an
agency~specified combination of these alternatives. 1In
addition, agencies may sp~cify the exact number of scenarios
to be scheduled during thke mix execution and/or to be used by
each device; e.g., Device X will use Scenario Y twice, Scenario
Z once, and then stop; exactly 120 scenarios will be scheduled
during the mix execution.

(2) Wher the LTD documentation is released to
industry, an agency shall clearly specify which scenario
scheduling procedures are to be used in each benchmark test,
For each (up to a maximum ot 20} agency-defined group of
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scenarios, if any, an agency shall specify the scenario

scheduling procedure to be used. Each scenario can be in

only one scenario group and each emulated device can use the )
scenarios in only one scenario group. }

(3) Initiation control uses the total history of
all scenarios started during a benchmark mix execution to
keep the cumulative percentage of each scenario scheduled as
close as possible to an agency-specified percentage; e.g.,
23 percent Scenario X. To use initiation control, an agency
shall define at least one scenario group. For each scenario
group that uses initiation control, an agency shall also
define (a) the number, type, speed, protocol, etc. of the
remote device that can use the scenarios in that group, and
{(b) the desired cumulative percentage of each scenario in
that group to be completed during the benchmark test. For
each scenario group, agencies may also define the maximum
number of all scenarios in that group to be completed; e.g.,
a total of 40 scenarios in Scenario Group I will be completed.

- {(4) The following steps define initiation
E control:

(a) Schedule the first scenario to be
initiated for each emulated remote device assigned to
scenario group Gk (The initial scenario assignments can be
either specified by the agency or left as a vendor option,
but should approximate the agency-defined percentages.);

ki (b) For each scenario Si assigned to group
Gk, set a counter NSi to the total number of times that the
scenario has been scheduled as the first scenario for any

emulated device;

e il e

p' (c) Set a counter TSk to the total number of
times all scenarios assigned to group Gk have been scheduled
as the first scenario for any emulated device;

(d) Begin the benchmark mix execution,
satisfying all other agency-defined test procedures; e.g.,
suspend and restart;

(e) When any active emulated remote device

Dj (assigned to scenario group Gk) completes a scenario,
compute Fik for every scenario Si assigned to group Gk:
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Ly NSi
Fik = F5%#*ps3:
where

NSi = the total number of times that scenario
Si has been scheduled on all devices

TSk = the total number of times that all scenarios
in group Gk have been scheduled on all
devices

PSi = desired percentage of scenario Si

(f) If the total number of all scenarios
scheduled during the mix execution equals an agency specified
limit, then suspend device Dj and go to step (e);

(g) If the total number scheduled of all
scenarios in group Gk equals an agency-specified limit, then
suspend device Dj and go to step (e);

(h) If the total number of all scenarios
scheduled on Dj equals an agency-specified limit, then
suspend device Dj and go to step (e);

{i) Determine the minimum Fik for Dj;

(j) Schedule scenario Si to device Dj, where
the value of "i" is the one that corresponds to the minimum
value of Fik;

{k) Increment by one the values of NSi and
TSk ;

(1) Postpone the initiation of scenario Si
until any defined interscenario delay has elasped;

(m) Initiate scenario Si on device Dj; and
(n) Gc to step (e).

15. Provision of benchmark mix execution status information.

a., General. Using RTE's, vendors must be able to
provide, during henchmark mix execution, the status inform-
ation described below. Vendors have the option of printing
or displaying the information on the RTE console or some
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similar device. If displayed, the data must remain on the
display screen at least 30 seconds. In addition, all
status information either must be written to the RTE log
file or must be provided to an agency in printed form after
the completion of a benchmark test. (Chapter 5, part 5
describes the RTE log file contents in detail.)

b. Remote devices suspected of having stopped. Every
10 minutes certain status information must be provided with-
out a specific RTE console request if any active (nonsus-~
pended) emulated remote device has neither sent nor received
an application data transmission for an agency-specified
length of time. The following information must be provided:
the current time of day, the unigue identifier of each
remote device suspected of having stopped, the communication
link to which each such remote device is assigned, the
scenario that each remote device is using, the time of the
last application data input for each device, and the time of
the last SUT output to each device. For each benchmark
test, an agency may specify the length of time (in integer
minutes between 1 and 10) during which a device must not
have sent or received application data before the device
will be suspected of having stopped.

C. Remote device status.

{l1) General device status. Upon entry of a
single RTE console command, the following status information
must be provided: the time of day, the total number of
active emulated remote devices, the number of suspended
remote devices, and the number of remote devices suspected
of having stopped.

(2) Specific device status. For a single agency-
specified emulated remote device, the following information
must be provided upon entry of an RTE console command: the
time of day, the unique device identifier, the link to which
the device is assigned, whether the device is active or
suspended, the scenario that the device is using, the time
of the last application data input by the device, and the
time of the last application data output to the device.
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PART 5. RTE MONITOR CHARACTERISTICS

16. General contents of RTE log file.

a. For each benchmark mix execution, vendors must
record at least the following information in one or more RTE
log files:

(1) Application data (application I/O
pairs) sent and received by emulated TP devices;

(2) An indicator of the scenario that an
emulated device used when application data was sent or
received by that device;

(3) All device control data sent and received;
e€.g., cursor positioning characters, line feed and carriage
return characters;

(4) All protocol data except for link control;
and

(5) All messages directed to the log by
scenarios.

b. At its option, a vendor may also record (in one or
more RTE log files) all RTE operator console activity,
including, but not limited to, all commands and responses
used to suspend and restart scenarios and to obtain status
information.

17. Time-~stamps.

a. General. The log file must also indicate the
times that certain events actually occurred. All such
indicators (time-stamps) must be accurate to at least one-
half second. All messages directed to the RTE log file(s)
by scenarios and, when included, all RTE operator console
activity must be time-stamped. Other events that must be
time-stamped vary with TP device types and are described
below.

b. Interactive asynchronous teleprinters and displays.
The following events must be time-stamped for emulated
interactive asynchronous teleprinters and interactive
asynchronous displays:
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(1) The start of each application I/0 pair, which
is either the start of the think time delay, the start of
the type time delay (if no think time is defined), or the
transmission to the SUT of the first character of each input
line (if neither think time nor type time is defined);

(2) The transmission to the SUT of the last input )
character of an application 1I/0 pair, which corresponds to s
the last user keystroke of each input line; e.g., carriage ’
return;

(3) The receipt by the RTE of the first printable 3
character of the first SUT output line resulting from the K
device input, or the receipt of the last non-printable §
character if the output line contains no printable characters; '
and

(4) The end of each application I/0 pair, which
is the receipt by the RTE of the last character of the last
SUT output line resulting from the device input; e.g., line
feed, prompt.

c. Interactive synchronous teleprinters and displays.
For emulated interactive synchronous teleprinters and
interactive synchronous displays, the following events must
be time-stamped:

{1) The start of each application I/0 pair, which
is either the start of the think time delay, the start of
the type time delay {(if no think time is defined), or the
point at which the emulated user would have hit the last
keystroke of the input (e.g., transmit key, enter key) if
neither think time nor type time is defined;

(2) The last user keystroke of the input (e.q.,
transmit key), which is the end of the type time delay, if
defined;

(3) The receipt by the emulated device of the
last character of each error-free transmission buffer of the
resulting SUT output; and

(4) The end of each application I/0 pair, which
for these devices is either the end of any specified print
time, the point at which the emulated device can accept
arother input keystroke (e.g., keyboard unlock command), or
the receipt of the last error-free output buffer, whichever
occurs last,
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d. Remote batch terminals. For remote batch terminals,
both the start and end of each application I/O pair must be
time-stamped.

(1) Start of application I/0 pair for card input.
An application I/0O pair begins for emulated card input when
(a) the emulated device transmits the first character of a
message requesting the initiation of card input, if it is
the start of an input operation; (b) the previous card input -
delay, if defined, expires; and (c) a card input buffer
becomes available in the emulated terminal; e.g., the SUT
acknowledges the correct receipt of the previous card input
transmission.

(2) End of application I/0 pair for card input.
A card input application I/0 pair ends when (a) the last
character of the card input block is transmitted to the SUT;
and (b) the RTE receives a message from the SUT acknowledging
the correct receipt of that input block, if the SUT sends an
acknowledgement for every block.

(3) Start of application I/0 pair for print output.
An application I/0 pair begins for emulated output of print
files when (a) the emulated device receives the first charac-
ter of a message requesting the initiation of print output,
if this is the start of an output operation; (b) the last
character of the previous print block (if any) is received
by the RTE and the block is error-free; and (¢} a print
buffer becomes available in the emulated terminal; e.g., any
current print delay expires, the RTE sends the SUT a positive
acknowledgement for a previous block.

(4) End of application 1/0 pair for print output.
An application I/0 pair ends for print output when (a) the
last character of that I/0 pair's print output block is
received and the block is error-free and (b) that I/O pair's
print delay, if defined, expires.

e. Remote hosts. The start and end of each application
I/0 pair also must be time-stamped for emulated remote
hosts.

(1) start of application I/0O pair for input to
SUT. An application I/0 pair begins for transfer of files
or batch jobs from a remote host to the SUT when (a) the RTE
sends the first character of a message to the SUT requesting
the initiation of an input operation, if the input is just
beginning; (b) the last character of the previous transmission
block is sent to the SUT, if a previous block were sent; and
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(c) the RTE receives a message from the SUT acknowledging
the correct receipt of the previous block, if the SUT sends
an acknowledgement for every block.

(2) End of application I/O pair for input to SUT.
An application I/O pair ends for file or batch job input
when (a) the last character of the I/0 pair's transmission
block is sent to the SUT and (b) the SUT acknowledges the
correct receipt of that block, if an acknowledgement is made
for every block.

(3) Start of application I/0 pair for output from
SUT. An application I/0 pair begins for transfer of files
or batch jobs from the SUT to the emulated remote host when
(a) the RTE receives the first character of a message from
the SUT reguesting to initiate an cutput operation, if the
output is just beginning; and (b) the last character of the
previous transmission block is received and the block is
error-free.

(4) End of application I/0 pair for output from
SUT. For file or batch job output an I/0 pair ends when
the last character of that pair's output block is received
and the block is error-free.

£. Intermediate devices. No events must be specifical-
ly time-stamped for cluster controllers, concentrators, and
packet network interface devices, because these intermediate
devices are configured between generic remote devices and
the SUT. The time-stamps for the remote devices must bhe
logged as defined above, when the remote devices connect
either directly to the SUT or through one or more of these
intermediate devices.

18. Event identification.,

a. General. Vendors must be able to identify the
first and last log file entries associated with certain
agency-specified events, Several RTE log reports depend
upon identifying these entries. (Chapter 5, part 6 describes
the RTE log reports that vendors must be able to provide.)

b. Scenario groups. Agencies may assign each scenario

to exactly one of up to 20 groups of scenarios for each single
benchmark test. Agencies shall assign scenarios to groups (if
any) when the scenarios are released to industry. For each
occurrence of a scenario in a test, vendors must be able to
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identify (1) the first RTE log file entry of the first
application I/0 pair of that scenario, (2) the last log
entry of the last application I/0 pair, and (3) the group to
which the scenario is assigned.

c. User functions. Agencies may select up to 20
vendor-independent user functions from all of the functions
to be performed in a single benchmark test, For each
occurrence of each of these functions in a test, vendors
must be able to identify (1) the first RTE log entry of the ]
first application I/O pair of that function, (2) the last ;
entry of the last application I/0 pair, and (3) the specific
function that occurred. Agencies shall identify the selected
functions in the scenario descriptions.

d. Application I1/0 pairs. Additionally, agencies may
select up to 20 specific application I/0 pairs from all of J
the pairs in a test; e.g., timesharing commands, transaction :
types. For each occurrence of each of these pairs, vendors
must be able to identify (1) the last log entry of the
application data input that began the pair, (2) the first
log entry of the SUT output for that I/0 pair, and (3) the
specific pair that occurred. Agencies shall identify the
selected 1/0 pairs in the scenario descriptions.
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PART 6. RTE LOG ANALYSES
19, General.

a. This part describes the analyses that agencies are
permitted to require vendors to perform on the RTE log
file(s) created during a single benchmark test execution.
Agencies may require vendors to provide one or more copies
of any combination of the four reports detailed below,
and/or one copy of the RTE Log Summary Tape also described.
Agencies, however, shall not require any other RTE log
summary reports or any modifications to the four reports or
summary tape described in this part. If an agency desires
additional RTE log summary data, the agency shall prepare
any and all log reduction and report generation programs
needed to produce the data. It is mandatory that all
agency-prepared log analysis programs be in some ANSI standard
language (e.g., FORTRAN, COBOL), use the RTE Log Summary
Tape as input, and be fully described and distributed to
vendors when the LTD documentation is released to industry.
Unless explicitly stated below, agencies shall also define,
when the LTD documentation is released to industry (1) the
precise number, types, and parameters of all required RTE
log summary reports; and (2) whether or not a copy of the
RTE Log Summary Tape is required. (The RTE Log Summary Tape
can be used to document the progress of the RTE portions of
a benchmark mix execution, regardless of whether an agency
prepares additional log analysis programs.)

b. Each vendor may choose the internal formats,
media, etc. of the original log files produced by its
RTE's. Multiple files may be used for a single RTE, and
multiple RTE's may be used in a single benchmark test. Each
vendor will ensure that all original RTE log files are
processed, merged, etc. as required, to produce the agency-
specified summary reports and summary tape.

c. Every page of all summary reports described below
must include a procurement title, a vendor code, the date of
the benchmark test execution, the page number, and the
report heading. Agencies may define a procurement title of
up to 40 characters and a vendor code of up to ten characters.

20, Scenario Summary Report.

a. Figure 5~20 illustrates the recommended format and
required data elements of the Scenario Summary Report.
Agencies will define the general time period(s) to be
summarized in one or more reports; e.g., the total duration
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of the benchmark mix execution, each third of the total mix
execution duration. The precise start and stop times will

be determined immediately after test completion, based upon
the actual value of the RTE system clock at the start of the -
test. The format of the start and stop times printed in the !

report will be HH:MM:SS, where HH is the hour (00 through

23), MM is the minute (00-59), and SS is the second (00-59). )
The DURATION is the difference between the stop time and i
start time, and its format is also HH:MM:SS.

b. The report will provide a common set of statistics
for each of up to 20 groups of scenarios and for all scenarios,
regardless of group. When the scenarios are released to
industry, agencies may assign each scenario to one of up to
20 groups. The scenario group name may contain up to ten
characters and will be defined by the agency. "ALL"™ will be
printed for the group name with the set of statistics that
cover all scenarios, regardless of group.

I~

c. For each scenario group, the report will provide a
count of the total number of scenarios that either started
or successfully ended during the period; i.e., NUMBER IN
PERIOD. A scenario will have completed in a period if it
both started and successfully ended in that period. A
scanario will not have completed in a period if it either i
{1) started but did not successfully end in that period
or (2) successfully ended in that period but did not start
in that period. Separate counts will be provided of the
number of scenarios that d4id complete and that did not
complete. The sum of these two counts will equal the total
number of scenarios in that period. The number of completed
scenarios divided by the total number of scenarios in the
period will be provided; i.e., PERCENTAGE OF TOTAL. The !
report will provide the COMPLETION RATE, defined as the
number of completed scenarios divided by the total number of
minutes in the summary period. The report also will include
the following turnaround time statistics for completed
scenarios: average, minimum, median, and maximom. In
addition, agencies have the option of defining four additional
percentile levels (e.g., ninety, ninety-~five) that must be
provided in the report. The format of these statistics will
be MM:SS:H, where MM is the number of minutes, SS is the
number of seconds, and H is the closest number of half-
seconds (0 or S). Scenario turnaround time is the duration
between (1) the start of the first application 1/0 pair of a
given scenario, and (2) the end of the last application I/0
pair of that scenario. The specific events that comprise
the start and end of an application I/O pair vary with
generic device types and are described in chapter 5, part 5.
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21. Fuaction Summary Report. Figure 5-21 illustrates the
recommended format and required data elements of the Function
Summary Report. This report differs from the Scenerio
Summary Report in only a few areas. When the scenarios are
released to industry, agencies may select up to 20 vendor-
independent user functions from all the functions described. _
The Function Summary Report will provide a common set of »
statistics for each of these functions, and for all the
selected functions in the summary period. The function name
will be defined by the agency and may contain up to ten
characters. The function summary statistics are defined as
the scenario statistics were defined above, except that (a)
the function statistics are based on the number of functions
in the summary period and (b) the COMPLETION RATE is in
functions per second.

EE—

22, Interactive Response Time Summary Report.

a. Figure 5-22 illustrates the recommended format and
required data elements of the Interactive Response Time
Summary Report. This report is defined for, and thus can be

! used with, only interactive scenarios; i.e., sScenarios
assigned to interactive devices, This report also differs
from the Scenario Summary Report in a few areas. When the
scenarios are released to industry, agencies may select up
to 20 specific application I/O pairs from all of the pairs
in the interactive scenarios; e.g., timesharing commands,
single~input transactions. The Interactive Response Time
Summary Report will provide a set of statistics for each of
these I/0 pairs, and for all application I/0 pairs in all
the interactive scenarios in the test. Agencies may
define a name of up to ten characters for each selected I/0
pair. The response time summary statistics are defined as
the scenario statistics were defined, except that (1) the
statistics are based on the occurrences of application I/0
pairs during the period, (2) the COMPLETION RATE is in I/O
pairs per second, and (3) response time (not turnaround
time) is the primary measure. The response time definitions
given below (and repeated elsewhere in this handbook) differ
from the definition in FIPS PUB 57, "Guidelines for the
Measurement of Interactive Computer Service Turnaround Time
and Response Time." Agencies shall use the definitions in
this handbook during acquisitions using remote terminal
emulation.

b, For interactive asynchronous teleprinters and
interactive asynchronous displays, response time is the
elasped time between (1) the transmission to the SUT of the
last input character of a given I/0 pair which correspcnds
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to the last keystroke of an emulated user, and (2) either
the receipt by the RTE of the first printable character of
the first SUT output line of the resulting output, or the
receipt of the last non~printable character if the resulting
output contains no printable characters,

C. For interactive synchronous teleprinter and inter-
active synchronous displays, response time is the elasped
time between (1) the last user keystroke of the input and
(2) the receipt by the RTE of the last character of the
first error~free transmission buffer of the resulting output.

23. RTE Log Summary Report.

a. General. The required data elements of the RTE
Log Summary Report are described below. A specific report
format is not recommended because of the high variability of
possible data values and field lengths between vendors. As
described above for the other log reports, however, each
page of this report also should contain a procurement title,
a vendor code, the date of the benchmark test execution, the
page number, and the report heading. The report entries
should be printed in order of occurrence; i.e., increasing
time-stamps.

b. RTE operator console activity. If a vendor
chooses to record RTE operator console activity in the RTE
log file, the following data elements must be included in
the RTE Log Summay Report for RTE-related data entered,
printed, or displayed on the RTE operator console:

(1) An indicator of whether the data was entered
or output on the console;

(2) The time that the data was entered or output;
and

(3) The RTE-related data, including but not limited
to all operator inputs and all RTE system responses.

Cc. RTE log messages. For each message directed to
the RTE log file by a scenario, the following data elements
must be included in the report:

(1) The agency-specified name of the scenario that
initiated the message;

(2) The unique identifier of the emulated remote
device using that scenario;
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(3) The unique identifier of the data communication
link to which that remote device was assigned;

(4) An indicator of the generic type and/or make
and model of that remote device;

(5) An indicator that the message was directed to
the log file by a scenario and was not a transmission to or
from the SUT;

(6) The time that the scenario directed the message
to the log file; and

(7) The alphanumeric text of the message.

d. Input and output transmissions. The following
data elements must be included in the RTE Log Summary Report
for each transmission (asynchronous line or synchronous
block) sent or received by an emulated remote device:

(1) The unique identifier of the emulated remote
device that sent or received the transmission;

(2) The unique identifier of the data communication
link to which that device was assigned;

(3) An indicator of the generic type and/or make
and model of that remote device;

(4) An indicator of whether the transmission was
sent or received by the device;

(5) The agency-specified name of the scenario used
by that device when the transmission occurred;

(6) An indicator of whether this transmission was
either the first or last log entry of an agency-specified
event; e.g., start of a scenario, end of a user function
(The possible events are detailed in chapter 5, part 5.);

{7) The total size of the transmission in alpha-
numeric characters:;

(8) All associated time-stamps (See chapter 5,
part 5.);

(9) The transmission text, printed in alphanumeric
characters; non-printable data (e.g., line feed, cursor
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control) will be shown as a vendor-chosen, standard default
character; e.g., period, space; and

(10) The transmission text printed in hexadecimal.

e, Local printing of display contents. Each time the
display contents of a synchronous interactive display are
printed without any data transmissions to and from the SUT,
the report must include the following data elements:

(1) The unique identifier of the emulated remote
device that initiated the printing;

(2) The unique identifier of the data communication
link to which that device was assigned;

(3) The agency-specified name of the scenario used
by that device when the printing occurred;

(4) An indicator of whether this printing resulted
in either the first or last log entry of an agency-specified
event; e.g., end of a user function (The possible events are
detailed in chapter 5, part 5.);

(5) The total amount of data printed in alphanumeric
characters;

(6) a1l associated time-stamps (See chapter 5, part
5.); and

(7) The printed data.

£. Report options. Agencies may specify the required
number of RTE Log Summary Reports and the summary options
for each, any time before proposal due date and/or after the
completion of a benchmark mix execution. For each report,
agencies shall specify the time period to be summarized and
one of the following summary options: (1) RTE Console
Activity, (2) Scenario Log Messages, (3) Link xxx and Device
yyy, (4) Link xxx, and (5) All. When the RTE Console Activity
option is selected, and if a vendor chooses to record this
information, the resulting report will include only those
data elements associated with RTE operator console activity.
For the Scenario Log Messages option, the resulting report
will include only the data elements required for messages
directed to the log file by scenarios. For the third option,
the resulting report will include all data elements associated
with (1) all transmissions sent or received by device yyy on
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line xxx, (2) all display print operations performed by
device yyy on line xxx, (3) all log file messages initiated
by scenarios on device yyy on line xxx, and (4) all RTE
console activity (if recorded). When an agency specifies
the Link xxx summary option, the resulting report will
include the same data elements as with the previous option,
except that all activity by the devices on the specified
link will be included. For the last summary option, all
activity on all links and devices and on the RTE console (if
recorded) will be included.

24, RTE Log Summary Tape.

a. General.

{1) Agencies have the option of requiring vendors
to provide, for each benchmark test execution, a summary of
the RTE log file(s) on tape in the standard format specified
below. The physical tape characteristics, data elements
and logical record formats for the summary tape are detailed
below. All of the figures referenced in paragraph 24 are
located at the end of this paragraph.

(2) Except for the Log-Header and End-Log-Data
records described below, log summary records on the tape
will be in the order of (a) increasing link identifier, (b)
increasing device identifiers, (c) increasing TIMEl values,
and (d) increasing TIME2 values. The result of this ordering
is that all log data for a single device will be stored
together on the tape in time sequence, and that the log data
for all devices on a single link will be grouped together.

b. Physical tape characteristics. The physical
characteristics of the RTE Log Summary Tape are as follows:

(1) 8-bit ASCII character set (See ANSI X3.4-
1977.);

(2) ANSI standard tape label, multi-volume (if
needed), single-file format, complying with either level 2
or level 4 of ANSI X3.,27-1975;

{3) ANSI standard 9-track, 1600 characters per
inch (cpi) or 6250 cpi format (agency option) (See ANSI
X3.39-1973 or X3.54~1975.);

(4) Variable length logical records spanning
fixed, 2048-character length physical blocks (See ANSI
X3.27-1975.);
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(5) Minimum physical block length of 18 charac-
ters; filled (if necessary) with any legal data characters.

c. Logical record types. The RTE Log Summary Tape
will contain up to eight logical record types. Some data
element definitions vary with logical record types. The
logical record types and associated data element definitions
are presented below.

(1) Log-Header record. Figure 5-24.,1 defines the
format of the Log-Header logical record type. A single Log-
Header record will be included in each tape and will be the
first data record on the tape. The LOG-REC-TYPE value for
the record is "LHDR." The PROCUREMENT-TITLE and VENDOR~-CODE
values may be supplied by the procuring agencies. The DATE
value is the actual YEAR, MONTH, and DAY that the specific
benchmark test execution occurred. The REMOTE-DEVICE~COUNT
value is the total number of remote devices emulated for the
benchmark test. The value of LINK-DEVICE-CONFIGURATION is a
table detailing the assignment of devices to links, link
speeds, etc. for the test. There is one row in the table
for every emulated remote device in the test. The value of
LINK-NUMBER is the unique identifier (on the RTE system) of
the data communication link to which the associated emulated
remote device is connected. The LINK-SPEED value is the
speed of the link, in bits per second. The value of LINK-
TYPE is "FDX" if the link is full-duplex, or "HDX" if the
link is half-duplex. The value of REMOTE-DEVICE-NUMBER is
the unique identifier (on the RTE system) of the emulated
remote device. The REMOTE-DEVICE-TYPE value is the abbre-
viation, from figure 5-24,2, for the type of the associated
remote device. The value of INTERMEDIATE-DEVICE-NUMBER is
the unique identifier (on the RTE system) of any interme-
diate device configured between the associated remote device
and the SUT; if no intermediate device were configured, the
value is four blank characters., The INTERMEDIATE-DEVICE-
TYPE value is the abbreviation, from figure 5-24.2, of the
type of any intermediate device configured between the
associated remote device and the SUT; the value is two
blank characters if no intermediate device were configured.
The value of RTE-NUMBER is a unigue identifier of the RTE
used to emulate the remote device. The rows of the LINK-
DEVICE~CONFIGURATION table will be ordered by increasing
values of (a) RTE-NUMBER, (b) LINK-NUMBER, and (c) REMOTE-
DEVICE-NUMBER.

{2) Device-Transmit record. The format of the
Device-Transmit logical record type 1s detailed in figure 5-
24.3. A single record of this type will be stored on the
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summary tape for each input transmission of application data
from an emulated remote device to the SUT. For devices
using asynchronous protocols, an input transmission is a
single input line of data. For devices using synchronous
protocols, an input transmission is a single input block of
data. The LOG-REC-TYPE value for this type of record is
"DXMT." The DEVICE-TYPE value depends upon the generic type
of the emulated remote device, and the regquired abbreviations
are given in figure 5-24,2., The value of LINK-NUMBER is the
unique identifier (on the RTE system) of the data communica-
tion link to which the emulated remote device is connected.
The DEVICE-NUMBER value is the unique identifier (on the RTE
system) of the emulated remote device. The definitions of
the TIME1l and TIME2 values vary with the remote device

type, and are presented in figure 5-24.4. The value of the
SCENARIO-NAME is the agency-specified name of the scenarioc
used by the emulated device when the transmission occurred.
The EVENT-FLAG is used to indicate the first and last log
records associated with certain agency-specified events (see
chapter 5, part 5). The value of EVENT-FLAG in a given
record is four blank characters unless that record corresponds
to an agency-specified event. The required EVENT~FLAG
values for possible events are defined in figure 5-24.5,

The MESSAGE~SIZE value is the size in characters of the
alphanumeric equivalent of the input transmission. The
value of ALPHA-MESSAGE~TEXT is the alphanumeric equivalent
of the input transmission, with all non-printable characters
represented by a blank character. The value of HEX~MESSAGE-
TEXT is the alphanumeric representation of the hexidecimal
equivalent of the input transmission.

(3) Device-Receive record. The format of the
Device-Receive logical record type is shown in figure 5-
24.6. A single record of this type will be stored on the
summary tape for each output transmission of application
data from the SUT to an emulated remote device. For devices
using asynchronous protocols, an output transmission is a
single line of output data. For devices using synchronous
protocols, an output transmission is a single output block
of data. The LOG-REC-TYPE value for this record type is
"DRCV." The definitions of the TIMEl and TIMFE2 values vary
with the remote device type and are detailed in figure 5-
24.,7. All other data element definitions for this record
type are the same as for the Device-Transmit record.

(4) Device-Print record. Figure 5-24.8 presents
the format of the logical record type Device-Print. A
single record of this type will be stored on the summary

CH 5-24 50

i




August 1979 FPR 1-4.11

tape each time the display contents of an interactive synchro-
nous display are printed on an attached character printer,
and the print operation does not result in data transmissions
tc or from the SUT. The LOG-REC~-TYPE value is "DPRT," and
the DEVICE-TYPE value is "SD." TIMEl is defined as the

start time of the application I/0 pair, which is either the
start of the think time delay, the start of the type time
delay (if no think time is defined), or the point at which
the emulated user would have hit the key that initiated the
print operation, if neither think time nor type time is
defined, TIME2 is defined as the end time of the I/0 pair,
which is either the expiration of the print time or the
point at which the emulated device can accept another input
keystroke, whichever occurs last. The value of ALPHA-
MESSAGE-TEXT is the alphanumeric equivalent of the display
contents that was to be printed.

(5) RTE-Console-Input and RTE-Console-Output
records. The formats of the RTE-Console-Input and the RTE-
Console-Output logical record types are shown in figures 5-
24.9 and 5-24.10, respectively. (Each vendor may choose to
either document all RTE operator console activity in the RTE
Log Summary Tape, or provide agencies printed copies of all
RTE console activity after the completion of each benchmark
test execution.) The LOG=-REC~TYPE value for the first record
is "CNLI," and the value for the second record is "“CNLO." For
both these record types, the value of LINK-NUMBER is "999,"
and the value of DEVICE-NUMBER is "9999." For the RTE-
Console-Input record type, TIMEl is the time that the RTE
operator entered data at the RTE operator console. For the
RTE-Console-Output record type, TIMEl is the time that data
were output on the RTE operator console. For both record
types, the value of TIME2 is zero and the value of MESSAGE-~
SIZE is the number of characters in ALPHA-MESSAGE-TEXT.
ALPHA-MESSAGE~TEXT is the alphanumeric text of either the
console input or output, as appropriate.

(6) Scenario-Message record. Figure 5-24.11
illustrates the format of the Scenario-Message logical
record type. A single record of this type will be stored on
the summary tape each time a scenario directs a message to
the RTE log file. The value of LOG~REC~-TYPE is "INFO."” The
value of TIMEl is the time that the scenario initiated the
message, and the value of TIME2 is zero. All other data
fields are defined as they are for the Device-Transmit

record type.
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(7) End-Log~Data record. Figure 5-24.12 details
the format of the End-Log-Data logical record type. One

record of this type will be included in each tape and will
be the last data record on the tape. The value of LOG-REC-~

TYPE is "ENDD."
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01 LOG-HEADER.

02 LOG-REC-TYPE PIC X(4).
02 PROCUREMENT-TITLE PIC X(40).
02 VENDOR-CODE PIC X(10).
02 DATE.

03 YEAR PIC X(2).

03 MONTH PIC X(2).

03 DAy PIC X(2).
02 REMOTE-DEVICE-COUNT PIC X(4).
02 LINK-DEVICE-CONFIGURATION OCCURS

1 TO 4000 TIMES DEPENDING ON

REMOTE-DEVICE-COUNT.

03 LINK-NUMBER PIC X(3).
03 LINK-SPEED PIC X(5).
03 LINK-TYPE PIC X(3).
03 REMOTE~DEVICE-NUMBER PIC X(4).
03 REMOTE~DEVICE-~TYPE PIC X(2).
03 INTERMEDIATE-DEVICE~-NUMBER PIC X(4). ]
03 INTERMEDIATE-DEVICE-TYPE PIC X(2). i
03 RTE-NUMBER PIC X. :

Figure 5-24,1. COBOL data definition for logical
record type Log-Header

TP DEVICE TYPE ABBREVIATION
Interactive Asynchronous Teleprinterxr AT
Interactive Asynchronous Display aD 3
Interactive Synchronous Teleprinter ST L.
Interactive Synchronous Display SD 3
Remote Batch Terminal RB 3
Remote Host System RH
Cluster Controller cC ‘
Concentrator CN :
Packet Network Interface Device PK
Other OH

Figure 5-24.2. TP device type abbreviations
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02
02
02
02
02

02

02

02

01 DEVICE-TRANSMIT.

LOG~REC~TYPE PIC
DEVICE-TYPE PIC
LINK-NUMBER PIC
DEVICE-NUMBER PIC
TIMEL.

03 HOUR PIC
03 MINUTE PIC
03 SECOND PIC
TIME2.

03 HOUR PIC
03 MINUTE PIC
03 SECOND PIC
SCENARIO-NAME PIC
EVENT-FLAG.

03 EVENT-TYPE PIC
03 EVENT-NUMBER PIC
MESSAGE-SIZE PIC
MESSAGE-TEXT OCCURS

1 TO 4000 TIMES DEPENDING

ON MESSAGE-SIZE.

03 ALPHA-MESSAGE-TEXT PIC
03 HEX-MESSAGE-TEXT PIC

9(2).
9(2).
99.9.
X(10).
X(2).
X(2).

9(4).

X(2).

Figure

5-24.3. COBOL data definition for logical
record type Device-Transmit
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EVENT-FLAG SUBFIELD

VENT~-TYPE EVENT-NUMBER

EVENT DEFINITION

VALUE VALUE

SF x The first log record of the first
application I/0 pair of a scenario
assigned to group x,
where 0<x<19

b 4 The last log record of the last

application I/0 pair of a scenario
assigned to scenario group x,
where 0<x<19

FF x The first log record of the first
application I/0 pair of user func-
tion x, where 0<x<19

FL x The last log record of the last
application I/0 pair of user
function x, where 0<x< 19

FO x The only log record of user
function x, where 0<x< 19

PF X The last log record of the appli-
cation data input that becan
application I/0 pair x, where
0<x< 19

PL x The first log record of the SUT
output for application I/0 pair
X, where 0<x< 19

PO x The only log record of the appli-

cation I/0 pair x, where
0<x< 19

Figure 5-24.5.

EVENT~-FLAG definitions




August 1979 FPR 1-4.11
01 DEVICE-RECEIVE.

02 LOG-REC-TYPE PIC X(4).
02 DEVICE~-TYPE PIC X(2).
02 LINK-NUMBER PIC X(3).
02 DEVICE~-NUMBER PIC X(4).
02 TIMEl.

03 HOUR PIC 9(2).

03 MINUTE PIC 9(2).

03 SECOND PIC 99.9.
02 TIMEZ2.

03 HOUR PIC 9(2).

03 MINUTE PIC 9(2).

03 SECOND PIC 99.9.
02 SCENARIO-NAME PIC X(10).
02 EVENT-FLAG.

03 EVENT-TYPE PIC X(2).

03 EVENT-NUMBER PIC X(2).
02 MESSAGE-SIZE PIC 9(4).
02 MESSAGE-TEXT OCCURS

1 to 4000 TIMES DEPENDING

ON MESSAGE-~SIZE,

03 ALPHA-MESSAGE-TEXT PIC X.

03 HEX-MESSAGE~TEXT PIC X(2).

Figure 5-24.6,

COBOL data definition for logical

record type Device-Receive
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2 August 1979 FPR 1-4.11
01 DEVICE-PRINT.
02 LOG-REC-TYPE PIC X(4).
: 02 DEVICE-TYPE PIC X(2).
X 02 LINK-NUMBER PIC X(3).
: 02 DEVICE-NUMBER PIC X(4).
02 TIMEl.
2 03 HOUR PIC 9(2). 7
03 MINUTE PIC 9(2).
03 SECOND PIC 99.9.
02 TIME2. ]
03 HOUR PIC 9(2). N
03 MINUTE PIC 9(2). 3
03 SECOND PIC 99.9. :
02 SCENARIO-NAME PIC X(10). ;
02 EVENT-FLAG.
03 EVENT-TYPE PIC X(2). I
03 EVENT-NUMBER PIC X(2). :
02 MESSAGE-SIZE PIC 9(4).
02 ALPHA-MESSAGE-TEXT OCCURS

1 to 4000 TIMES DEPENDING
ON MESSAGE~-SIZE PIC X.

Figure 5-~24.8. COBOL data definition for logical
record type Device-Print
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FPR 1-4.11 August 1979
01 RTE-CONSOLE-INPUT.
; 02 LOG-REC-TYPE PIC X(4).
1 02 LINK-NUMBER PIC X(3).
f 02 DEVICE-NUMBER PIC X(4).
02 TIMEL.
03 HOUR PIC 9(2).
03 MINUTE PIC 9(2).
03 SECOND PIC 99.9.
f 02 TIME2.
& 03 HOUR PIC 9(2).
03 MINUTE PIC 9(2).
" 03 SECOND PIC 99.9.
=
. 02 ALPHA-MESSAGE-TEXT PIC X(140).
\

Figure 5-24.,9. COBOL data definition for logical
record type RTE-Console-Input
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August 1979 FPR 1-4.,11
01 RTE-CONSOLE-OUTPUT,
02 LOG-REC-TYPE PIC X(4).
; 02 LINK-NUMBEK PIC X(3).
! 02 DEVICE-NUMBER PIC X(4).
i 02 TIME1.
i 03 HOUR PIC 9(2).
03 MINUTE PIC 9(2).
03 SECOND PIC 99.9.
[ 02 TIME2.
E 03 HOUR PIC 9(2).
- 03 MINUTE PIC 9(2).
2 03 SECOND PIC 99.9.
1 02 MESSAGE~SIZE PIC 9(4)
{ 02 ALPHA-MESSAGE-TEXT OCCURS 1
; TO 4000 TIMES DEPENDING ON
| MESSAGE-SIZE PIC X.
}

Figure 5-24.10., COBOL data definition for logical
record type RTE-Console~Output
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FPR 1-4.11 August 1979

01 SCENARIO-MESSAGE,

e B

02 LOG-REC-TYPE PIC X(4).
. 02 DEVICE-TYPE PIC X(2).
| 02 LINK~NUMBER PIC X(3).
b 02 DEVICE-NUMBER PIC X(4).
E 02 TIMEl.
: 03 HOUR PIC 9(2).
g 03 MINUTE PIC 9(2).
: 03 SECOND PIC 99.9.
02 TIME2.
4
03 HOUR PIC 9(2).
| 03 MINUTE PIC 9(2).
a 03 SECOND PIC 99.9.
| 02 SCENARIO-NAME PIC X(10).
02 ALPHA-MESSSAGE-TEXT PIC X(40).
i
]
Figure 5-24.11. COBOL data definition for logical
record type Scenario-Message

01 END-LOG-DATA.

02 LOG-REC~TYPE PIC X(4).

Figure 5-24.12. COBOL data definition for logical
record type End-Log-Data
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MANDATORY PROVISIONS

Chapter Page Paragraph
, 4 11 6.b.(4)
4 13 6.c.(5)
ki 4 14 6.c.(7)
Fa 4 15 6.c.(7)
! 4 17 8.b.
b 4 18 8.c.
4 19 8.d.
4 19 8.4.(4)
4 22 8.h.
§ 4 27 1l.a.(1)
' 4 28 11.a.(2)
4 31 1l.c.(4)
1 4 31 1l.c.(5)
s 4 34 12.a.
4 34 12.c.
4 43 14.4.(4)
4 48 18,
> 4 50 20.a.
" 4 51 20.4d.
[ 4 52 21,
E 5 1 1l1.b.
, 5 2 2.
5 3 &4 3.b.
5 6 6.a.
5 6 6.b.
5 7 7.a.
5 7 7.b.
5 7 7.c.
5 7 7.4.
5 7 7T.e.(3)
5 22 10.a.
L1 23 & 24 10.c.
5 26 12.a.
5 26 12.b.
5 27 13.b.
5 28 13.4.
5 29 14.c.(1)
5 29 l4.c.(2)
5 30 l4.c.(3)
36 18.b.
5 37 & 38 18.c.
5 37 & 38 18.4.
5 39 19.a.
5 42 22,a.
5 47 23.f.

Appendix A. Reference List of Mandatory Provisions
of the Handbook
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SCENARIO IMPLEMENTATION INSTRUCTIONS

In the implementation of the Text Edit Scenario the
following instructions must be followed:

1. The scenario consists of sequential steps, which
define in English the workload demands to be performed. The

:
f :
; steps must be performed in sequence.
b

§ 2. Each numbered English language step must be repre-

t sented by at least one vendor command language entry, unless
; otherwise specified.

‘ 3. The word "List" is used to indicate that a specific
set of lines should be printed at the terminal.

! 4., The words "Find and print..." and "...and print the
changed lines" do not imply the necessity of a separately
issued print command. The use of a verify feature is

f{ acceptable.

S. The remaining portion of those lines which are
larger than the carriage width of the terminal being emulated q
r

K
must be printed on the line immediately following.

6. The delay time, in seconds, stated for each step is .
the sum of the think time and type time for that step. 2

¢
]
|
Alternately, this is the time between the appearance of the
‘ system prompt character at the emulated terminal and the
' sending of the last character from the emulated terminal to
]

the proposed configuration. (This definition of delay time
is only accurate for interactive asynchronous remote devices.)
The vendor RTE must implement these minimum delays in the
script. For steps which reguire multiple lines of input,

the delay times include think time and type time for all

lines, The vendor may divide the delay between the multiple

lines.

7. Line numbers may either be entered by the emulated
terminal as part of the text to be inserted or supplied by
the text editor in an auto-prompt mode,

8. All phrases in the English language steps, which
are contained in quotes, are references to the contents of
the edited file. Also, all references to the contents of

the edited file are contained in quotes.

Example Scenario with Dialogue and
Implementation Instructions

Appendix B.
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9. If the proposed editor does not have the facility

to perform the functions indicated in step 44, it is accept-
able to make a copy of the source file to be edited prior to

step 2 and then perform all indicated operations on the

copied file. The sample dialogue uses this second approach.

In either case, the copy of the file must be made during,
and by, the execution of the scenario.

10. Both upper and lower case characters must be used.

11, If line numbers are used, the capability to print

the text both with and without line numbers is required;
lines must be printed with line numbers unless otherwise

indicated.

12, In developing this scenario, extra quotes were
required which sometimes caused misalignment of columns.

The vendor must make sure the file prints as in the attached

sample dialogue. Extra characters must be inserted or
deleted as needed.

13. Whenever "rearrange” is used, the length of the
lines must be adjusted so they are as long as possible
without exceeding the specified maximum line length, The
specified length applies to the text only, and not to the
line numbers. All lines must begin in column 1. Lines
should be broken only on a blank. Blank lines should be
used as delimiters between lines to be realigned.

14, The execution of the scenario requires multiple
copies of TE, the text edit file, to be stored on-line.

15. The vendor should use the attached sample dialogue,

implemented on an IBM System 360 (Model 65) using WYLBUR,
for guidance. 1In all cases, however, the English language
steps take precedence over the sample dialogue.

Appendix B
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TEXT EDIT (E)

The following steps represent the Text Edit Scenario:

1. LOGON. Delay = 20.

2. Access file for editing. The name of this
file is TE, e.g., TE00l. Delay = 12.

3. Print the entire file. Delay = 3.

4. (a) Rearrange the 54th through 64th lines such that
no line is more than 37 characters long.
(b) List the new lines. Delay = 22.

5. In the line containing "least-errors”, change "-"
to "-f"” and print the changed line. Delay = 23.

6. (a) Rearrange five lines beginning with the line
containing "Syntax-" such that no line is more than
35 characters long.
(b) List these new lines. Delay = 22.

7. Copy the 6th through 14th lines to the end of the
file. Delay = 17.

8. Delete columns 42 through 80 of the 6th through 23rd
lines and print the changed lines. Delay = 23.

9. Delete columns 1 through 41 of the last nine lines
and print the changed lines. The o0ld contents of
columns 42 through 80 should now be in columns 1
through 39. Delay = 23.

10. 1In the 12th line, change "-" to "-)" and print the
changed line. Delay = 21l.

11. Rearrange the 1l1lth through 13th lines so no line is
more than 37 characters long and print the changed
lines. Delay = 22,

12. (a) Print the 6th through 23rd and last nine lines.
(b) Make all changes needed to make sure the lines
print as in the last print of step 12 in the attached
sample dialogue, Delay = 13.

13. Move the last nine lines from the bottom of file to

the space between the 36th and 37th lines of the file.
Delay = 18.

Appendix B
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14.

15.

16.

17.

18,

19.

20.

21.

22.

23.

Indent the 6th through 45th lines so all lines start
in column 2. Delay = 37.

Move the 46th through 59th lines to the end of the
file. Delay = 19.

Indent the 49th through 65th lines so all lines
start in column 2. Delay = 37.

List the entire file. Delay = 3.

In any case, where "pp." is on a separate line from
the actual page numbers, #, the two lines should be
changed so the entire phrase "pp.bb#-#" is on the
second line. Maximum line length of 38 and any
indentations must be maintained. Print the changed
lines. Delay = 33.

Find and print the line containing "Sadowski".
Delay = 10.

List all lines from that line to the end of the file.
There should be 14 lines. Delay = 7.

(a) Copy, line by line, the last 14 lines into

columns 42 through 80 of lines 2 through 15. This
should result in a double column page.

(b) Delete the last 14 lines of the file. Delay = 39.

(a) List the first 16 lines.

(b) Make all changes needed to make sure the lines
print as in the last print of step 22 in the attached
sample dialogue, Delay = 8.

List the entire file unnumbered with the following
conditions:

{(a) Manual intervention (e.g., insertion of fresh
paper, typing of text in local mode) should be
possible at both the top and bottom of the listed
text.

(b) No other text, e.g., command prompts, may be
printed within two inches from the top or bottom of
the text. Delay = 18.

Appendix B
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Renumber the file. Delay = 5,

25, Save the edited file under the particular execution of
file name El, e.g., F1001. Delay = 12,

26. LOGOFF. Delay = 7.
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GLOSSARY

This glossary supplements FIPS PUB 11-1, "Vocabulary for
Information Processing," and should be used during benchmark
tests using remote terminal emulation. A number of sources
have been consulted; the definitions given here are as
consistent with everyday usage as possible.

ADP SERVICE PROCUREMENT--an acquisition that results in the
Government obtaining the use of ADP equipment (ADPE)
containing at least one general purpose central process-
ing unit that is either owned and operated or leased
and operated by a contractor; the ADPE may be either .

dedicated for the exclusive use of the acquiring Govern-

ment organization or shared by many Government and/or
non-government organizations

ADP SYSTEM PROCUREMENT--an acquisition that results in the
lease and/or purchase by the Government of ADP equipment
(ADPE) containing at least one general purpose central
processing unit; the acquired ADPE may be operated by
either government or contractor personnel

APPLICATION I/O PAIR--an I/0 pair that is explicitly related
to accomplishing a user function from a remote TP device;
the nature and number required to accomplish a single
user function vary from computer system to computer
system

ASCII--abbreviation for American Standard Code for Infor-
mation Interchange (See FIPS PUB 1l.)

BENCHMARK DISCREPANCY--a difference between a technical or
procedural aspect of a benchmark test, as conducted by a
vendor, and the manner that the procuring agency intended
for that aspect to be accomplished

BENCHMARK MIX--the collection of user workload elements
(e.g., data files, batch jobs, interactive commands)
that comprises the test workload of a benchmark test
and that typifies the processing environment under
evaluation; synonymous with test workload

BENCHMARK MIX DEMONSTRATION~-gsee live test demonstration

BENCHMARK MIX EXECUTION--a single execution of a specific
benchmark mix on a specific SUT
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BENCHMARK REPEATABILITY--the degree of similarity between
two executions of the same benchmark mix on the same SUT

BENCHMARK REPRESENTATIVENESS--the degree to which a benchmark
test duplicates an operational processing environment
anticipated to occur during the contractual life of an
acquisition

BENCHMARK TEST--the specific collection of elements used to
determine selected execution characteristics of a SUT;
example elements include a benchmark mix and execution
procedures

BENCHMARK UNIFORMITY~-the degree of similarity between the
test workload demands imposed on different SUT's by the
execution of the same benchmark mix

BENCHMARK VERIFICATION-~the act of determining the degree to
which a vendor conducted a benchmark test in the manner
intended by the procuring agency

BENCHMARKING--the process of experimentally imposing a test
workload on one or more ADP system components to deter-
mine selected execution characteristics of the components

CAPABILITY DEMONSTRATION--see functional test

CAPACITY TEST~-a benchmark test used to determine if a SUT
can accomplish a specific, often large, set of user work
items at a required level of performance; sometimes
referred to as a load test or a timed test

CONFIGURATION CONSTRAINTS--restrictions imposed by a pro-
curing agency on the number, types, characteristics,
and/or installation schedules of hardware and software
components bid by vendors

COST RISK-~the likelihood that an agency will pay more for
the ADP configuration(s) ultimately acquired than is
necessary to satisfy the agency's ADP requirements *
during the contractual life of the acquisition

DATA COMMUNICATION INPUT-OUTPUT PAIR--an exchange of func-
tionally related data transmissions by a TP device and
the SUT

DIALOGUE~-the actions and inputs of the operator of a tele-
processing device that are required to accomplish one or
more user functions
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DRIVER--remote terminal emulation component, external to the
SUT, which introduces specified TP workload demands to
the ADP system being tested

EMULATION BENCHMARK TEST--a benchmark test that uses remote
terminal emulation

FUNCTIONAL DEMONSTRATION--synonymous with functional test

FUNCTIONAL TEST--a benchmark test used to determine if a SUT
can accomplish a specific user work item without regard
to completion time and other workload demands; synonymous
with functional demonstration and capability demonstration

INTERMEDIATE DEVICE--a teleprocessing device used to connect
one or more remote devices to a computer system; con-
figured between a computer system and one or more remote
devices

I/0 PAIR--abbreviation for a data communication input-output
pair

LIVE TEST DEMONSTRATION~-the period of time during which a
user requires a vendor to perform certain user--witnessed
activities necessary to complete one or more benchmark
tests; abbreviated LTD

LOAD TEST--see capacity test
LTD--abbreviation for Live Test Demonstration

MISSION RISK-~the likelihood that the ADP configuration(s)
ultimately acquired will fail to satisfy an agency's
mission requirements at any point during the contractual
life of the acguisition

MIX--see benchmark mix

MONITOR--a remote terminal emulation component, external to
the SUT, which records data descriptive of the RTE/SUT
interaction; may or may not be an integral component of
an RTE

REMOTE DEVICE~-a teleprocessing device where user work items
originate

REMOTE TERMINAL EMULATION--a benchmarking technique in which
a "driver" computer system external to, and independent
of, the SUT (1) connects to the SUT through the SUT's
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communication device interfaces, and (2) interacts with
the SUT as if the driver were a set of teleprocessing
devices and operators; integral to this technique is a
monitor external to the SUT which captures data descrip-
tive of the driver/SUT interaction

REMOTE TERMINAL EMULATOR--a specific implementation of a
teleprocessing workload driver; integral to it may or
may not be a monitor; a necessary aspect of remote
terminal emulation; abbreviated RTE

REPEATABILITY--gsee benchmark repeatability
REPRESENTATIVENESS~--see benchmark representativeness

REQUIREMENT SPECIFICATIONS--the description of the user
workload demands that the system(s) ultimately acquired
must be able to complete and the acceptable level({s) of
performance for completing these demands; synonymous
with workload specifications

RESPONSE TIME--the elapsed time from the last keystroke of
an operator input at an interactive device until the
first printable character of the resulting SUT response
appears at the device

RTE--abbreviation for remote terminal emulator

SCENARIO~--a system- and vendor-independent description of a
group of user TP workload demands to be performed
during a benchmark mix execution; expressed as user
functions

SCENE~--the dynamic interaction of an RTE and a SUT during a
benchmark mix execution

SCENE MONITORING-~the recording of data descriptive of a
scene

SCRIPT-~~the set of instructions, data, and procedures that
causes a particular RTE to impose specific TP workload
demands on a given SUT; includes both commands to con-
trol the RTE and the dialogue; partially based on user
functions defined in a scenario

SERVICE PROCUREMENT--See ADP service procurement
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STIMULATION~--the use of an RTE to impose TP workload demands
on a SUT

SUT~-abbreviation for system under test

SYSTEM PROCUREMENT--See ADP system procurement

SYSTEM SIZING-~the process of determining a configuration of
ADP hardware and software compos.-~nts that can accomplish

a specific set of workload demands at a required level
of performance

SYSTEM UNDER TEST--the collection of ADP components whose
performance characteristics are determined by a bench-
mark test; abbreviated SUT

TELEPROCESSING--a form of information handling in which a
data processing system utilizes data communication
facilities

TEST WORKLOAD--synonymous with benchmark mix

THROUGHPUT--the number of user work items successfully
completed within a predefined time interval

TIMED TEST--see capacity test

TP~-abbreviation for teleprocessing

TRANSMISSION BLOCK--a group of digits transmitted as a unit,
over which a coding procedure is usually applied for
synchronization or error control purposes

TURNAROUND TIME--the time interval between the initiation of
a user work item and the successful completion of the
work item

UNIFORMITY--see benchmark uniformity

USER FUNCTION--an action that must be performed to satisfy
an organization's data processing requirements; a
single, logically-related action included in a benchmark
mix; synonymous with user work item

USER WORK ITEM--synonymous with user function

VERIFICATION-~-see benchmark verification

WORKLOAD DEMAND--some number of user functions
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WORKLOAD MIX--see benchmark mix

WORKLOAD SPECIFICATIONS--synonymous with requirement specifi-
cations
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